Plot Scale: 1:1

MECHANICAL LEGEND:
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24 VOLT CONTROL WIRING BY MECHANICAL

®C COOLING THERMOSTAT WIRED BY ELECTRICAL
N MANUAL STARTER SUPPLIED AND INSTALLED
BY MECHANICAL WIRED BY ELECTRICAL.
@\ MOTORIZED DAMPER SUPPLIED AND INSTALLED BY
MECHANICAL WIRED BY ELECTRICAL.
T——F  NEW DUCTWORK (DIMENSION = mm/mm)
ERIBZ  suPPLY/FRESH AR DUCTS UP & DOWN
M LZ]  RETURN/EXHAUST AR DUCTS UP & DOWN

COOLING THERMOSTAT —l
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120 V DM
0“ TYPICAL 90" DUCT ELBOWS; (R/W
Q X = 1.0 & w TURNING VANES)
AA/V\/~BDD  BACK DRAFT DAMPER
/DRAWWG NOTES: h NOTE: 120 VOLT CONTROL WIRING BY ELECTRICAL.
: MAGNETIC STARTER SUPPLIED BY MECHANICAL AND
EF—1 (1) PROVIDE TAMCO SERIES 9000 INSULATED INSTALLED BY ELECTRICAL.
DAMPER AND THERMALLY INSULATED
DUCTWORK.
CONTROL DIAGRAM FOR EXHAUST FAN F-1
(2) 400/300 DUCT TO DROP TO 300mm AFF
NEAR TRANSFORMER. COORDINATE EXACT SCALE=N.T.S.
LOCATION ON SITE.
(3) REVERSE ACTING THERMOSTAT. SEE DETAIL
1/ME—1.
(4) 400/300 STAINLESS STEEL F/A GOOSE
NECK. SEE DETAIL 2/ME-—1
\_ Y, \20' 30’/
T { q» qy }
Airflow Airflow
/
 EA_1 )
FA—1
700/350 NOTES
(250 L/s) 20" Max. ON DIVERGING AIRFLOW,
30" Max. ON CONVERGING AIRFLOW.
\
TYPICAL TRANSITIONS
NOTES;
1. ALL DUCTWORK CONSTRUCTION SHALL
CONFORM TO SMACNA LOW AND/OR
HIGH VELOCITY DUCT STANDARDS AS
\ REQUIRED.
/
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ELECTRICAL ROOM — VENTILATION [AYOUT
SCALE : 1:20
Omm 500mm 1000mm 1500mm 2000mm 2500mm
CAPACITY PRESSURE LOSS MOTOR
TAG NO.| LOCATION | APPLICATION|  MANUF. MODEL TYPE DRIVE CURB R.P.M. ELECTRICAL SONES REMARKS
L/s Pa in. wg H.P. | AMPS
25
| EF—1 | ELEC. RM | EXHAUST | GREENHECK CUBE-101—4 SIDEWALL EXHAUST FAN 250 - 24 BELT N/A 898 _ | 120/1/60 - C/W ELECTRICAL DISCONNECT, ISOLATORS, MANUAL
GRILLE /REGISTER AND DIFFUSER SCHEDULE
NO. PATTERN OF SLOTS TYPE
EA—1 E.H PRICE 500 SERIES AS SHOWN - SURFACE

GENERIC WALL SECTION SHOWN. REFER TO PLAN FOR
LOCATION OF HOOD ASSEMBLY & WALL CONSTRUCTION
ASSOCIATED WITH THAT AREA: REFER TO ARCHITECTURAL

DRAWING FOR DETAILS. (IE: BRICK VENEER, ETC). ADJUST

MOUNTING CONFIGURATION ACCORDINGLY
CAULK WATER TIGHT

NEW 13mm PLYWOOD

ALL AROUND.
WOOD BLOCKING

MOTORIZED DAMPER.
OVERALL SIZE

550mm X 450mm. /

STAINLESS STEEL GOOSENECK ——=—

STAINLESS STEEL

100mm

BIRD SCREEN.

STAINLESS STEEL

FLANGE, ALL AROUND.

GOOSENECK AND HOOD ASSEMBLY DETAIL

COLLAR.

200mm

T~ NEW GALVANIZED STEEL
WALL COLLAR.

DAMPER MOTOR & SUPPORT.

20mm ALUMINUM ANGLE
ALL AROUND FRAME
CAULK ALL OPENINGS.

(2

SCALE =N.T.S.

DOMEX SPUN

ALUMINUM WALL
EXHAUSTER

WALL EXHAUST FAN DETAIL

ME-1

BACKDRAFT OR
MOTORIZED DAMPER
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STRAP HANGERS TO BE e

CONSTRUCTED FROM SAME
GAUGE GALV. STEEL AS
DUCT — TYP.

MAXIMUM

THREADED HANGER RODS &mm DIA.
UP TO 600 DUCT DIM. 10mm DUCT

DIM.

GALVANIZED ANGLE IRON ANEW

STRAP HANGER TO BE 1

FASTENED TO DUCT

WITH SHEET METAL

SCREWS 800mm c¢/c ]
50mm

RECTANGULAR DUCT UP TO 300mm

25X25X6 UP TO 600 DUCT DIM.
32X32X6 600 TO 900 DUCT DUCT DIM.
S0X50X6 900 TO 1500 DUCT DIM.

RECTANGULAR DUCT UP TO 1500mm

NOTES;

1.) ALL HANGER STRAPS & HANGER RODS SHALL
gTEEI_I:-"I_RMLY SUPPORTED FROM THE STRUCTURAL

2.) DUCT SUPPORT UP TO 1500mm DUCT DIM. SHALL
BE INSTALLED @ 1200mm c/c MAX.

ME-1

e STRAP. HANGERS TO BE
CONSTRUCTED FROM SAME
GAUGE GALV. STEEL AS
DUCT - TYP.

e 6mm  DIA. GAL.
NUT & BOLT

50mm WIDE DUCT
BAND CONST. FROM
SAME GAUGE STEEL
AS DUCT

ROUND DUCT

GALVANIIZED ANGLE IRON
FASTENED TO DUCT WITH
SHEET METAL SCREWS @
200mm c/c MAX. NOT
LESS THAN 2 SCREWS
EACH SIDE 32X32X6 UP
TO 900mm DUCT DIM.

ﬁ

ANGLE BRACE REQUIRED
ON DUCT DIM. QVER

600 mm
—=— USE MOLLY SCREWS IN

BLOCK WALLS &WOOD
SCREWS IN STUD WALLS
PROVIDE ADEQUATE
BLOCKING — TYP.

W,

VERTICAL DUCT

DETAIL - TYP. DUCT SUPPORTS /5™

SCALE = N.T.S.

ME-1

Peches et Oceans

I*I Fisheries and Oceans
Canada Canada

SMALL CRAFT HARBOURS

Small Craft Harbours
Ports pour petits bateatix

NOTES

1. ALL ELEVATIONS ARE IN METRES
UNLESS OTHERWISE NOTED.

2. ALL DIMENSIONS ARE IN MILLIMETRES
UNLESS OTHERWISE NOTED.

3. DO NOT SCALE FROM DRAWINGS.

4. CONTRACTOR MUST VERIFY ALL
DIMENSIONS AND CONDITIONS ON
SITE PRIOR TO PROCEEDING WITH
ANY PORTION OF THIS WORK.
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