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SYMBOL

WIRE AND CONDUIT SIZE

NOTES

1. ALL ELEVATIONS ARE IN METRES
UNLESS OTHERWISE NOTED.

2. ALL DIMENSIONS ARE IN MILLIMETRES
UNLESS OTHERWISE NOTED.

5. DO NOT SCALE FROM DRAWINGS.

4. CONTRACTOR MUST VERIFY ALL
DIMENSIONS AND CONDITIONS ON
SITE PRIOR TO PROCEEDING WITH
ANY PORTION OF THIS WORK.

SIGNATURE

DEC.13/21 &)
% 7

DATE

permit

PROVINCE OF NEWFOUNDLAND

CROSBIE ENGINEERING LIMITED

PERMIT HOLDER
Class "A"
This Permit Allows

To practice Professional Engineering
in Newfoundland and Labrador

Permit No.
which 1s valid for the year 2021,

as issued by PEG-NL D0123

(1) |2 PARALLEL RUNS OF 4 #3/0 RW90 IN 63mm (EPOXY COATED INSIDE AND OUTSIDE)
RIGID GALVANIZED STEEL CONDUIT
4 #3/0 RW90 + 1 #4 TW GROUND IN 53mm EMT CONDUIT
500 AMP 200 AMP *N 60 AMP *N 250 AMmP @ |« #/ #
3P 3P 2P
o/ P * * * (3) |2 #300 MCM RW90 + 1 #4 TW GROUND IN 78mm EMT CONDUIT.
(4) |3 #250 MCM RW90 + 1 #4 TW GROUND IN 78mm EMT CONDUIT.
(5) |2 PARALLEL RUNS OF 4 #3/0 RW90 + 1 #4 TW GROUND IN 53mm EMT
CONDUIT.
©) 2 s ©),
45 KVA DRY TYPE
TRANSFORMER
(QQA0Q) 208v:120/240V
1. LOCATED ON
(00 YXU0) CONCRETE PAD.
#6 TW GROUND IN
PANEL "B” PANEL “C” 4 (D— 21mm EMT
120,/208V 120,/208V = CONDUIT TO MAIN
30—4W 30—4W GROUND BUS
PANEL "D”
120/240V
1¢—3W
N.T.S.
CONTRACTOR TO COORDINATE WITH
UTILITY COMPANY NEW SERVICE
REQUIREMENTS. ACTUAL MOUNTING
HEIGHT OF SERVICE MAST TO BE
COORDINATED WITH UTILITY COMPANY.
ADJUST CONDUCTOR AND CONDUIT
LENGTHS ON THIS DETAIL AS REQUIRED.

/

#3/0 RW90 EXTEND
BEYOND WEATHERHO
UTILITY CONNECTION.

63mm WEATHERHOODS (2 SUCH).
2 PARALLEL RUNS OF 4

900mm
OD FOR

SERVICE ATTACHMENT SPOOL.

NUMBER OF SPOOLS

\ x REQUIRED.
GALVANIZED STEEL

GUYS.

400 AMP, 120/208V,

39 SERVICE ENTRANCE RATED
MAIN DISCONNECT SWITCH.

FLASH AND SEAL WEATHERTIGHT
WHERE MAST PENETRATES EAVE.

2—HOLE STRAPS REQUIRED
EVERY 900mm.

. 2 PARALLEL RUNS OF 4 #3/0
RW90 IN 63mm EPOXY COATED
(INSIDE AND OUTSIDE) RIGID
GALVANIZED STEEL CONDUIT.

L.B. DRILL 6mm HOLE IN

[ BOTTOM FOR DRAINAGE.

MINIMUM OF 6.5 METRES
ABOVE FINISHED GRADE.

AS

1 #6 BARE GROUND WIRE TO RUN TO A POINT 2.0M
BELOW THE NORMAL LOW TIDE ELEVATION.
CONDUCTOR TO BE ATTACHED TO 600 X 600 X

FLOOR LEVEL A /

GROUND BUS

1 #6 TW GROUND A 1L 1

S COPPERCLAD STEEL
GROUND RODS

ELECTRICAL SERVICE ENTRANCE —

N.T.S.

ELEVATION

10mm STEEL PLATE ELECTRODE BY THERMIT WELD
CONNECTION AND FOUNDED ON THE HARBOR BOTTOM
APPROX. 2.0 M FROM SIDE OF WHARF. SEE CEC
SECTION 78 FOR GROUNDING DETAIL.

FINISHED GRADE
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