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NOTES:

1. CONDUIT LOCATIONS ARE APPROXIMATE

WARNING TAPE, RUN ENTIRE
LENGTH OF TRENCH 200mm
BELOW SURFACE.

FINISHED GRADE

—— UNDISTURBED SOIL
SELECTED BACKFILL

450

600mm.
PROVIDE 150mm SAND COVERAGE
ALL AROUND CONDUITS.

PROVIDE MONOBLOCK DUCT
SPACERS AS REQUIRED.
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TRENCH DETAIL

TRENCHING NOTES:

1. ALL TRENCHES SHALL BE BACKFILLED WITH SELECTED BACKFILL AND
TAMPED IN 300mm LAYERS. EXCEPT AT ROAD CROSSINGS WHERE THE
BACKFILL SHALL BE THE SAME MATERIAL AS THE ROAD BED AND TAMPED
IN 150mm LAYERS. EXCESS FILL SHALL BE PLACED ON TOP TO ALLOW
FOR SETTLING.

2. THE DUCTS SHALL BE SUPPORTED BY APPROVED SPACERS. NO WIRE OR
METAL TIES TO BE USED.

COPPER FISH WIRE MINIMUM #8 MUST BE INSTALLED IN ALL DUCTS.
. ELECTRICAL DUCT MUST BE RIGID PVC OR APPROVED EQUIVALENT.

3.

4

5. ALL DUCTS AND FITTINGS MUST BE CSA APPROVED.

6. ALL DUCTS ARE TO BE SECURELY CAPPED AT BOTH ENDS.
7

. ALL FITTINGS, COUPLINGS AND ADAPTERS ARE TO BE SOLVENT WELD.

SYMBOL UNDERGROUND WIRE AND CONDUIT SIZE
3 #4 RWO0 + 4 #2 RWS0 + 2 #3 RW90 + 1 #2 TW GROUND
IN 53mm RIGID PVC CONDUIT (NEW PEDESTAL #1)

6 #12 RW90 + 4 #10 RW90 + 4 #6 RW90 + 2 #12 TW
GROUND + 1 #8 TW GROUND IN 53mm RIGID PVC CONDUIT (JIB
CRANE)

3 #3 RWO0 + 1 #6 TW GROUND IN 53mm RIGID PVC CONDUIT
(NEW PEDESTAL #2 — 50A 120/240V RECEPT)

5 #4 RW90 + 4 #3 RW90 + 1 #3 TW GROUND IN 53mm RIGID
PVC CONDUIT (NEW PEDESTAL #2)

2 #10 RW90 + 1 #12 TW GROUND IN 27mm RIGID PVC
CONDUIT (NEW LIGHT POLE #1)

5 #6 RW90 + 4 #4 RW90 + 1 #4 TW GROUND IN 53mm RIGID
PVC CONDUIT (NEW PEDESTAL #3)

2 #10 RW90 + 1 #12 TW GROUND IN 27mm RIGID PVC
CONDUIT (NEW LIGHT POLE #2)

5 #8 RW90 + 4 #6 RW90 + 1 #6 TW GROUND IN 53mm RIGID
PVC CONDUIT (NEW PEDESTAL #4)

2 #10 RW90 + 1 #12 TW GROUND IN 27mm RIGID PVC
CONDUIT (NEW LIGHT POLE #3)

5 #8 RW90 + 4 #6 RW90 + 1 #6 TW GROUND IN 53mm RIGID
PVC CONDUIT (NEW PEDESTAL #5)

2 #10 RW90 + 1 #12 TW GROUND IN 27mm RIGID PVC
CONDUIT (NEW LIGHT POLE #5)

5 #6 RW90 + 4 #4 RW90 + 1 #4 TW GROUND IN 53mm RIGID
PVC CONDUIT (NEW PEDESTAL #7)

2 #10 RW90 + 1 #12 TW GROUND IN 27mm RIGID PVC
CONDUIT (NEW LIGHT POLE #6)

3 #3 RW90 + 1 #6 TW GROUND IN 53mm RIGID PVC CONDUIT
(NEW PEDESTAL #9 — 50A 120/240V RECEPT)

5 #4 RW90 + 4 #3 RW90 + 1 #3 TW GROUND IN 53mm RIGID
PVC CONDUIT (NEW PEDESTAL #9)

2 #10 RW90 + 1 #12 TW GROUND IN 27mm RIGID PVC
CONDUIT (NEW LIGHT POLE #7)

5 #4 RW90 + 4 #2 RW90 + 1 #2 TW GROUND IN 53mm RIGID
PVC CONDUIT (NEW PEDESTAL #11)

3 #4 RW90 + 4 #1 RW90 + 2 #3 RW90 + 1 #1 TW GROUND
IN 53mm RIGID PVC CONDUIT (NEW PEDESTAL #12)

5 #4 RW90 + 4 #3 RW90 + 1 #3 TW GROUND IN 53mm RIGID
PVC CONDUIT (NEW PEDESTAL #10)

3 #4 RW90 + 1 #8 TW GROUND IN 53mm RIGID PVC CONDUIT
(NEW PEDESTAL #8 — 50A 120/240V RECEPT)

5 #6 RW90 + 4 #4 RW90 + 1 #4 TW GROUND IN 53mm RIGID
PVC CONDUIT (NEW PEDESTAL #8)

2 #10 RW90 + 1 #12 TW GROUND IN 27mm RIGID PVC
CONDUIT (NEW LIGHT POLE #4)

5 #6 RW90 + 4 #4 RW90 + 1 #4 TW GROUND IN 53mm RIGID
PVC CONDUIT (NEW PEDESTAL #6)

6 #4 RW90 + 1 #4 TW GROUND IN 53mm RIGID PVC CONDUIT
(NEW PEDESTAL #13)
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NOTES

1. ALL ELEVATIONS ARE IN METRES
UNLESS OTHERWISE NOTED.

2. ALL DIMENSIONS ARE IN

MILLIMETRES

UNLESS OTHERWISE NOTED.

5. DO NOT SCALE FROM DRAWINGS.

4. CONTRACTOR MUST VERIFY ALL
DIMENSIONS AND CONDITIONS ON
SITE PRIOR TO PROCEEDING WITH
ANY PORTION OF THIS WORK.
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