EXISTING PANEL

VOLTS __120/240 PANEL NAME "D” MAINS RATED_100  AMPS
PHASE 1 LOCATION SAR OPS BLDG. ELEC. ROOM MOUNTING SURFACE
WIRE 3 FED FROM MAIN SERVICE ENT. BOARD  cjrculTs 30
WATTAGE WATTAGE
DESIGNATION s Al 6B WIRE|BKR [CCT A CCT |BKR|WIRE] s Al o B DESIGNATION
EXISTING CIRCUIT TO REMAIN E E 1 _‘I 2 E E EXISTING CIRCUIT TO REMAIN
EXISTING CIRCUIT TO REMAIN E E 3 — 4 E E EXISTING CIRCUIT TO REMAIN
EXISTING CIRCUIT TO REMAIN E E 5 —— 6 E E EXISTING CIRCUIT TO REMAIN
EXISTING CIRCUIT TO REMAIN E E 7 ——e 8 E E EXISTING CIRCUIT TO REMAIN
EXISTING CIRCUIT TO REMAIN E E 9 —— 10 [ 30 | 4 |2520 RECEPTACLE — NEW PEDESTAL #1 N,GF30
EXISTING CIRCUIT TO REMAIN E E 11 —— 12 130 | 4 2520 | RECEPTACLE — NEW PEDESTAL #1 N,GF30
EXISTING CIRCUIT TO REMAIN E E 113 —-— 14 1 20| 6 [1680 RECEPTACLE — NEW PEDESTAL #1 N,GF
EXISTING CIRCUIT TO REMAIN E E |15 —— 16 [ 15110 200 | NEW LIGHT POLE #1 N,GF 30
17 —-— 18 [ 15 10 | 200 NEW LIGHT POLE #2 N,GF30
19 ——e 20115 | 10 200 | NEW LIGHT POLE #3 N,GF30
21 —— 22
23 —1—e 24
25 —— 26
27 — 28
29 —— 30
>|< — INDICATES LOCK—ON DEVICE
GF30 — INDICATES GFCI CIRCUIT BREAKER WITH GROUND FAULT SETTING AT
30mA. CIRCUIT BREAKER C/W SHUNT TRIP AND CONNECTED TO
30mA GROUND FAULT PROTECTION RELAY ALSO ACCEPTABLE.
E — INDICATES EXISTING CIRCUIT BREAKER/WIRING TO REMAIN
N — INDICATES NEW CIRCUIT AND CIRCUIT BREAKER C/W MOUNTING HARDWARE,
IC RATING TO MATCH.
LIGHTING FIXTURE SCHEDULE
SYMBOL LIGHT SOURCE MOUNTING LAMPS VOLTS DESCRIPTION REMARKS
C LED POLE MOUNTED 105W LED 120 POLE MOUNTED AREA LIGHT, 28 900 LUMENS, 3000K, AREA W/ REFRACTOR| AREA OPTICS WITH REFRACTOR. SEE NOTE 1.

NOTES (LIGHTING SCHEDULE):

—_

. LIGHT FIXTURE C/W THE FOLLOWING:

CSA APPROVAL

IP66 RATING

DARK—SKY COMPLIANT

3000K COLOUR TEMPERATURE

RIGOROUS 5—-STAGE PRETREATMENT POLYESTER TOPCOAT TO
ENSURE MAXIMUM DURABILITY THAT ACHIEVES A SCRIBE CREEPAGE
RATING OF 8 AFTER 5000 HOURS OF SALT SPRAY
PROGRAMMABLE ELECTRONIC DRIVER WITH 0—10V CONTROL LEADS

C/W PHOTOCELL

oO—§—

LIGHT FIXTURE, PHOTOCELL, UPSWING ARM AND LAMP TO BE

SUPPLIED AND INSTALLED BY ELECTRICAL CONTRACTOR.
ELECTRICAL CONTRACTOR SHALL SUPPLY AND INSTALL ALL
REQUIRED JUNCTION BOXES, CONDUIT, COVERPLATES, ETC
FOR A COMPLETE INSTALLATION. FIXTURES SHALL BE
MOUNTED 8.5 METERS ABOVE FINISHED DECK. LIGHTING

FIXTURE "C". SEE LIGHTING SCHEDULE ON THIS DRAWING.

COORDINATE THE
INSTALLATION OF ALL
WOODEN POLES WITH
GENERAL CONTRACTOR AND
IN ACCORDANCE WITH CIVIL
SPECIFICATION.

CONTRACTOR TO ORIENTATE
LIGHTING FIXTURES FOR
OPTIMUM PERFORMANCE.

MIN. 6mm THICK ALUMINUM COVERPLATE ——
FOR MECHANICAL PROTECTION. SHAPE
COVER TO SUIT. USE STAINLESS STEEL
SCREWS TO FASTEN TO WOODEN POLE.

900 MIN

—LIQUID TIGHT FLEX TO FIXTURE.

100 X 100 X 100mm RIGID PVC
JUNCTION BOX C/W WEATHERPROOF
COVERPLATE, NEOPRENE GASKET &
MOUNTING STRAPS. THREADED HUBS
FOR CONDUITS. PROVIDE
WEATHERPROOF FITTINGS.

_

\W_ NEW WOODEN POLE. SEE
SPEC SECTION 26 52 60
2.1.1 FOR DETAILS.

< <

— 27mm RIGID PVC CONDUIT
C/W WIRING AS PER PANEL

v SCHEDULE. PROVIDE STRAPS

AS PER CODE REQUIREMENTS.

TOP OF FINISHED CONCRETE DECK.

— RIGID PVC CONDUIT C/W
WIRING AS TRENCH DETAIL &
PER PANEL SCHEDULE.

()~

ELECTRICAL LIGHT POLE #1 — TERMINATION AND ATTACHMENT DETAILS
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LIGHT FIXTURE, PHOTOCELL, UPSWING ARM AND LAMP TO BE

SUPPLIED AND INSTALLED BY ELECTRICAL CONTRACTOR.
ELECTRICAL CONTRACTOR SHALL SUPPLY AND INSTALL ALL

REQUIRED JUNCTION BOXES, CONDU

FOR A COMPLETE INSTALLATION. FIXTURES SHALL BE
MOUNTED 8.5 METERS ABOVE FINISHED DECK. LIGHTING

FIXTURE "C”. SEE LIGHTING SCHEDU

COORDINATE THE
INSTALLATION OF ALL
WOODEN POLES WITH
GENERAL CONTRACTOR AND
IN ACCORDANCE WITH CIVIL
SPECIFICATION.

CONTRACTOR TO ORIENTATE
LIGHTING FIXTURES FOR
OPTIMUM PERFORMANCE.

MIN. 6mm THICK ALUMINUM COVERPLATE ——
FOR MECHANICAL PROTECTION. SHAPE
COVER TO SUIT. USE STAINLESS STEEL
SCREWS TO FASTEN TO WOODEN POLE.

900 MIN

IT, COVERPLATES, ETC

LE ON THIS DRAWING.

]

—LIQUID TIGHT FLEX TO FIXTURE.

——100 X 100 X 100mm RIGID PVC
JUNCTION BOX C/W WEATHERPROOF
COVERPLATE, NEOPRENE GASKET &
MOUNTING STRAPS. THREADED HUBS
FOR CONDUITS. PROVIDE
WEATHERPROOF FITTINGS.

_

\T_ NEW WOODEN POLE. SEE
SPEC SECTION 26 52 60
2.1.1 FOR DETAILS.

< <

— 27mm RIGID PVC CONDUIT
C/W WIRING AS PER PANEL

v SCHEDULE. PROVIDE STRAPS

AS PER CODE REQUIREMENTS.

TOP OF FINISHED CONCRETE DECK.

SEE CIVIL DRAWINGS—
FOR POLE
TERMINATION /ATTACHMENT
DETAILS

— RIGID PVC CONDUIT C/W
WIRING AS TRENCH DETAIL &
PER PANEL SCHEDULE.

FLECTRICAL LIGHT POLE #2 —

TERMINATION AND ATTACHMENT DETAILS
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