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BOLTS. FOUR (4) BOLTS PER FOOT OF PLATE.

RIGID PVC CONDUIT C/W FACTORY BENDS.

6mm THICK ALUMINUM PIPE GUARD ANCHORED TO
DECK & PEDESTAL BACK PLATE USING STAINLESS
STEEL SCREWS. SHAPE GUARD TO FIT APPLICATION.

NEW ELECTRICAL PEDESTAL #1 ELEVATION

NOT TO SCALE
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150 x 150mm SQUARE ALUMINUM

f TUBING. WELD AT 45 ANGLES.

PEDESTAL BY ELECT. TRADE.

~— 12mm TH. BASE PLATE (BOTH SIDES).

\ \— 23mm @ HOLES.
8mm THICK ALUMINUM PLATE.

6mm THICK ALUMINUM PLATE.

PLATE SHAPED TO MATCH PIPE.

NEW ELECTRICAL PEDESTAL #1 DETAIL

NOT TO SCALE
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MAIN PEDESTAL DISCONNECT
TO BE OF THE ADVANCED
VIEWING ACCESS FOR
SAFETY ASPECT
ALL PEDESTAL COMPONENTS L
TO BE RUST RESISTANT
] T 100 AMP, 240 VOLT, 19, NEMA 4X, 316
STAINLESS STEEL ENCLOSED CIRCUIT BREAKER
— 300 x 300 x 150mm PVC JUNCTION BOX RATED NEMA 4X C/W | |
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SR EACH CIRGUIT. SIZE BOND WIRES T SECTION. 10 OF GEC SLEEVE RECEPTACLE C/W ASSOCIATED ANGLED RECEPTACLE C/W ASSOCIATED ANGLED BACKBOX,
ELECTRICAL C22.1-12. ALL CABLE CONNECTORS TO BE MARINE GRADE C/W "O” BACKBOX, PLUG, AND CONNECTOR. APPLETON PLUG, AND CONNECTOR. STYLE 2 (SHELL AND
PEDESTAL 41 RINGS. BOX TO BE C/W DIN RAIL MOUNTED TERMINAL BLOCKS. ALL ADJA15034—150 SERIES STYLE 2 (SHELL AND EXTRA RO EXTRA POLE). NEMA 4X.
: - POLE). CONTRACTOR SHALL RE—PIN TO SUIT BAY T
DEVICES SHALL BE RATED MARINE GRADE. DO NOT SPLICE CLASS PLUG. COORDINATE WITH DEPARTMENTAL SWiTch 30 AMP, 120 VOLT MARINE GRADE TWISTLOCK
CONDUCTORS. SEDESTAL NOTES: REPRESENTATIVE. SINGLE RECEPTACLES C/W YELLOW FIBERGLASS
: TYPE FD BOXES, WEATHERPROOF COVERS,
200 AMP, 240 VOLT, 16, NEMA 4X, 316 STAINLESS MATCHING YELLOW PLUGS & YELLOW RUBBER
1. REINFORCING OMITTED FOR CLARITY. ; , 19, :
2545 STEEL, DOUBLE THROW TRANSFER SWITCH. TO HAVE JUNCTION BOOTS. (2 SUCH) |
ADVANCED VIEWING ACCESS FOR SAFETY ASPECT 1] 0 ISSUED FOR TENDER  [oi/17/2
2341 2. MOUNT RECEPTACLES IN PVC FD TYPE :
\,\ OUTLET BOX, COVER, GASKET & MOUNTING 20 AMP, 120 VOLT MARINE GRADE STRAIGHT BLADE B ISSUED FOR REVIEW 12/10/21}
— LUGS. HUBS, WEATHER PROOF FITTINGS. ' DUPLEX RECEPTACLE C/W YELLOW FIBERGLASS N <SUED FOR REVIEW oy
1 TYPE FD BOX, WEATHERPROOF COVER, MATCHING
II 3. UTILIZE RIGID PVC CONDUIT C/W MARINE 1 VELLOW PLUG & YELLOW RUBBER BOOT.
LAMACOID NAMEPLATE (MECHANICALLY ] GRADE FITTINGS. SECURE TO PEDESTAL USING 1t revisions date
ATTACHED) TO READ AS FOLLOWS: ] R 2 HOLE STARPS & S.S. SCREWS. TYPICAL.
DANGER WHEN OPERATING. APPROVED , - project projet
3 4. ALL PEDESTAL COMPONENTS INCLUDING
RECEPTACLES, 'CORDS, PLUGS AND ELECTRICAL DEVICES TO BE MARINE GRADE, 4 - <, CONSTRUCTION &
OVERCURRENT DEVICES MUST BE USED. R DS - C - q REFURBISHMENT OF
TYPICAL: _ DOUBLE R I\ ==
LAMACOID LABEL (MECHANICALLY ATTACHED) FOR i TRANSFER | LBAAY CLASS SAR LIFEBOAT
EACH RECEPTACLE READING RECEPTACLE VOLTAGE SWITCH
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NEW ELECTRICAL PEDESTAL #1 (RECEPTACLES
BOX
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150 x 150mm SQUARE ALUMINUM TUBING 1T S| = NOT TO SCALE
WELD, AT 4o TANGLES : \ T T | o 200 x 200 x 150mm PVC JUNCTION BOX RATED
‘ ‘. NEMA 4X C/W WEATHERPROOF COVERPLATE,
1| NEOPRENE GASKET, MOUNTING STRAPS &
PEDESTAL BACK. 8mm THICK ALUMINUM. b WEATHERPROOF FITTINGS. ALL CABLE NEW WHARF PLAN
SIZE TO SUIT. CONNECTORS TO BE MARINE GRADE C/W "0”
12mm TH. BASE PLATE (BOTH SIDES). RINGS. (COMMUNICATIONS) _%NEII\INDUEOFTOFF:LALTEEG OF ANGLE
N_,L e = q t_\.'_ 6mm THICK x 50 x 50 ALUMINUM ANGLE.
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