
NOTE: 

1. IF THE DEPARTMENTAL 
REPRESENTATIVE DETERMINES 
THERE IS NO SALVAGEABLE 
VALUE TO THE EXISTING 
GANGWAY OR FLOATING DOCKS, 
IT IS TO BE REMOVED FOR 
OFFSITE DISPOSAL AT THE 
CONTRACTOR'S COST. 

REMOVE FLOATING DOCK (STORE ON SITE AS DIRECTED 
BY THE DEPARTMENTAL REPRESENTATIVE) 

REMOVE GANGWAY AND STORE ON SITE AS DIRECTED BY 
THE DEPARTMENTAL REPRESENTATIVE 

REMOVE ALL 6 SLIDER SYSTEMS AND 
ALL ATTACHMENTS 

REMOVE FUEL TANK SLAB AND INSTALL NEW ONCE CRIBWORK 
BELOW HAS BEEN CONCRETE BALLASTED TO L.N.T. (NEW SLAB 
AND PERIMETER CURB SHOWN ON SHEET C2) 

REMOVE CLEAT 
AND BLOCK 

REMOVE FENDERS 
AND LADDERS 
ALONG FRONT FACE REMOVE CLEAT 

AND BLOCK 

REMOVE CLEAT AND BLOCK ~ 1 r ? 
REMOVE AND RE-LOCATEJ 
ELECTRICAL PEDESTAL IN 
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1 m 

NEW WORK OUTSIDE 
FOOTPRINT OF READY 

LOCKER 

• 

• 
PERIMETER CURB AS 

DETAILIED ON THIS PAGE e 

REMOVE AND RE-INSTATE 
WASTE OIL STORAGE TANK 

• 

REMOVE AND RE-INSTATE 
FUEL DISPENSER/ENCLOSURE 

9150 

REINFORCED CONCRETE DECK TO 
BE REMOVED IN AREA SHOWN 

• • 

REMOVE AND 
RE-INSTATE BOLLARDS 

• REMOVE 
AND 
RE-INSTATE 
HOSE 

e BRACKET 
AND POST 

• 1600 • 

REMOVE AND RE-INSTATE 
DIESEL FUEL STORAGE TANK 

READY LOCKER TO BE RE-LOCATED 
(SEE SHEET C3) AND RE-INSTATED ON 
NEW FOUNDATION - REMOVE SHED 
FOUNDATION AND REPLACE AS DETAILED 
ON THIS PAGE 

KEY PLAN - DEMOLITION 

2950 

SCALE: N.T.S. 

200 X 200mm WHEELGUARD (TO BE REMOVED) 

75 X 200 X 600mmLg. WHEELGUARD BLOCKING 
@ 1500mm C.C. (TO BE REMOVED) 

100 X 150mm TIMBER HORIZONTAL FENDER 
C/W 25mm CHAMFER (TO BE REMOVED) 

ELEV +4.00m 

EXISTING 200 X 200mm LONGITUDINAL (TO REMAIN) 

EXISTING 200 X 200mm CROSS TIE BLOCKING (TO REMAIN) 

EXISTING 200 X 200mm CROSS TIES (TO REMAIN) 

1s-;,r---,-------------rs=-.----------=---.----------,---,ci 1----FENDERS (TO BE REMOVED) 
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CRIBWORK FULLY BALLASTED WITH ROCK 

L.N.T 

200 X 200mm VERTICAL 
TIMBER POSTS (TO REMAIN) 

ELEV. VARIES -3.45m 

EXISTING SHED REINSTATED ON 
NEW FOUNDATION 

2 - 20M CONTINUOUS BARS 

FLOOR DRAIN DOWN 
THROUGH CRIBWORK 
TO MATCH EXISTING 

1 
20M DOWELS AT 300mm It, , 1 ~ I • • / • , • • , •1111 

C.C. (600mmLg. LEG) 

NEW DECK (REINFORCING DETAILS NOT 
SHOWN - SLOPE IN AREA OF READY 

LOCKER TOWARDS CENTER DRAIN) 
EXISTING CRIB 
TIMBERS 

13mm ~ ANCHOR BOLTS @ 

900mm C.C. FOR SHED 
ATTACHMENT TO CURB 
(200mmLg. WITH 75mm LEG) 

200 

NEW SL.AB FOR READY LOCKER @ SCALIE: 1 :50 
- - - - - ------- -------- - - - - ------- -------Om 1m 2m 3m 4m 5m 

REINSTATED FUEL TANKS , , , , , , , 2950 

2800 

CROSS SECTION-MARGINAL WHARF 1 
~t II I I 

~ 
15M X 350 DOWELS @ 200mm C/C, I 

DOWELS SHALL BE EMBEDDED 175 •~ ---..,,- ..-,.1-
INTO SLAB r , :i5 ~ 

25mm CHAMFER 
(TYP.) 

SCALIE: 1 :50 212 
Om 1m 2m 3m 4m 5m 
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<I" 200 X 200mm WHEELGUARD (TO BE REMOVED) 

75 X 200 X 600mmLg. WHEELGUARD BLOCKING 
ROUGHEN DECK AREA UNDER 

CURBED SLAB TO AMPLITUDE +/-
• 

REINFORCED CONCRETE DECK TO 
BE REMOVED IN AREA SHOWN 

-. '.f 

2950 
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@ 1500mm C.C. (TO BE REMOVED) 

100 X 150mm TIMBER HORIZONTAL FENDER 
C/W 25mm CHAMFER (TO BE REMOVED) 

ELEV +4.00m 

EXISTING 200 X 200mm LONGITUDINAL (TO REMAIN) 

EXISTING 200 X 200mm CROSS TIE BLOCKING (TO REMAIN) 

EXISTING 200 X 200mm CROSS TIES (TO REMAIN) 

.,,,-,--------.--,c,1 >---FENDERS (TO BE REMOVED) 

1><1 I I I ~ I CRIBWORK FULLY BALLASTED WITH ROCK (IN AREA OF FUEL TANK, REMOVE 
1 ROCK FROM OUTER CRIB BAY AND REPLACE WITH CONCRETE BALLAST DOWN TO 

L.N.T.) - SHADING INDICATES NEW CONCRETE BALLAST (FORM INSIDE CRIB AS 
81 REQUIRED TO ENSURE CONCRETE DOES NOT SPILL OUT DURING POUR) 

"' 
L.N.T 
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CROSS SECTION-MARGINAL WHARF 
SCALIE: 1 :50 

Om 1m 2m 3m 4m 5m 

200 X 200mm VERTICAL 
TIMBER POSTS (TO REMAIN) 

ELEV. VARIES -3.45m 

2 
212 

20mm 

6mm AT 15mm SPACING 

EXISTING CONDUIT IS TO BE PROTECTED 
AND REINSTATED IN NEW SLAB 
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15M BARS @ 300 c/c 

NEW SL.AB FOR FUEL TANKS 
SCALIE : 1:10 
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150mm WIDE X 150mm 
HIGH CONTINUOUS CONCRETE 
CURB, CURB SHALL BE 
POURED INTEGRAL WITH 
TANK PAD SLAB 
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