RARNS

TWO ELECTRICAL CONDUITS COMING UP
THROUGH CONCRETE DECK. TO BE

REMOVED AND REPLACED WITH NEW. SEE --.

DRAWING EZ2.
EXISTING LIGHT POLE TO BE REMOVED.

oO—§—

-: " CONCRETEDECK -

PEDESTAL

—100 AMP, 120/240 VOLT PIN AND SLEEVE
RECEPTACLE (FED FROM DPA). 100 AMP
DISCONNECT AT PEDESTAL. CORD FEEDING
BOAT IS 4C #2 AWG.

—TELEPHONE CONNECTION

—FIRE ALARM CONNECTION

—15 AMP, 120 VOLT STRAIGHT BLADE DUPLEX
RECEPTACLE

—20 AMP, 120 VOLT, SINGLE TWIST LOCK
RECEPTACLE

—5 CONDUITS IN TOTAL COMING UP THROUGH
CONCRETE DECK.

—3/4” FOR FIRE ALARM RECEPTACLE
—-3/4” FOR TELEPHONE

—1” FOR TWO 120 VOLT RECEPTACLES
-1 3/4” FOR 100 AMP RECEPTACLE
—2" SPARE

APPROXIMATE LOCATION OF EXISTING POWER
PEDESTAL. PEDESTAL TO BE TEMPORARILY

ASSOCIATED WIRING AND CONDUIT TO BE
REMOVED BACK TO SOURCE.

TWO ELECTRICAL CONDUITS COMING
UP THROUGH CONCRETE DECK TO
BE REMOVED AND REPLACED WITH

REMOVED TO FACILITATE THE REMOVAL OF

EXISTING CONCRETE DECK. REINSTATE POWER
PEDESTAL WHEN NEW DECK WORK IS
COMPLETE. REMOVE ALL EXISTING WIRING AND
PROVIDE NEW TO MATCH. SUPPLY AND
INSTALL NEW CONDUIT. SEE DRAWING EZ2.

2400L WASTE OIL TANK

WASTE OIL TANK, PUMP HOUSING AND DIESEL

NEW. SEE DRAWING EZ2.

CONTROL ENCLOSURE FOR TANKS

ONE ELECTRICAL CONDUIT COMING UP
THROUGH CONCRETE DECK TO BE
REMOVED AND REPLACED WITH NEW. SEE
DRAWING EZ2.

FRC
STORAGE BLDG

EXISTING READY LOCKER
TO BE RELOCATED.
DISCONNECT EXISTING
CIRCUITS TO FACILITATE
RELOCATION.

TRENCH OF EXISTING CONDUIT (14 CONDUITS
TOTAL) AND WIRING TO READY LOCKER,

TANK TO BE TEMPORARILY RELOCATED. SEE
CIVIL DRAWINGS FOR DETAILS. REINSTATE
ASSOCIATED CIRCUITS WHEN NEW DECK WORK
IS COMPLETE. SUPPLY AND INSTALL NEW

CONDUITS AND NEW WIRING. SEE DRAWING EZ2.

TECK CABLE STRAPPED TO WHEEL GUARD

~ 6800L DIESEL-—
CTANK T

/
POWER PEDESTAL, AND DIESEL TANK. CONDUIT i
TO REMAIN. ALL WIRING TO BE REMOVED
BACK TO SOURCE AND REPLACED WITH NEW.
EXTEND ALL CONDUITS TO NEW LOCATION OF

/
/

READY LOCKER SHED. SEE DRAWING E2. /
/
OVERHANG DPB /
600 AMP, / OVERHANG
120/240 VOLT, /
19 /
TO REMAIN /
FIRE ALARM PANEL // SAR
/
EST (ADDRESSABLE) / OPERAT'ONS
TO REMAIN /
ELECTRICAL ROOM // BLDG
/
/
—/
/T AUTOMATIC TRANSFER
/ SWITCH
_‘_____T TO REMAIN
PANEL EA DPA
30 AMP, 120/240 600 AMP, 120/240 VOLT, 1¢
VOLT, 1¢ TO REMAIN
TO REMAIN
.PANEL D
100 AMP, 120/240
VOLT, 1¢
TO REMAIN

EXISTING SITE PLAN

% \\)
PANEL A
225 AMP, 120/240 VOLT, 1¢
TO REMAIN

Q

FEEDING LIGHT TO BE REMOVED BACK TO
SOURCE.

EXISTING CONDUITS TO REMAIN
(53mm EMPTY CONDUITS — 6 SUCH)

. CONCRETE' DEGK

WIRING DEVICES

on{ |

S

LEGEND

DUPLEX U—-GROUND RECEPTACLE. 120 VOLT,
& C/W STAINLESS STEEL COVERPLATE. WALL MOUNT 400mm ABOVE FINISHED

ELECTRICAL PEDESTAL. SEE DETAILS ON DRAWING E4 FOR NEW PEDESTAL.
NEW LIGHT FIXTURES ON NEW POLE. SEE DETAILS ON DRAWING EB6.

ELECTRICAL PANEL. EEMAC 2 (SPRINKLER PROOF) IF THERE IS A SPRINKLER SYSTEM.

ELECTRIC MOTOR. SUPPLIED BY MECHANICAL DIVISION, WIRED BY ELECTRICAL DIVISION.

15 AMP, SPECIFICATION GRADE. WHITE

C FLOOR. "WP” INDICATES WEATHERPROOF COVERPLATE. "C” INDICATES CEILING
HRV MOUNTED, COORDINATE EXACT LOCATION ON SITE. "HRV” INDICATES FOR HRV UNIT,
COORDINATE EXACT LOCATION ON SITE WITH MECHANICAL PRIOR TO ROUGH=—IN.

EMERGENCY/EXIT

LIGHTING

H EXISTING EMERGENCY LIGHTING BATTERY UNIT.

FIRE ALARM SYSTEM

LIGHTING

F EXISTING FIRE ALARM MANUAL PULL STATION.

HD EXISTING FIRE ALARM HEAT DETECTOR.

EXISTING FIRE ALARM COMBINATION STROBE LIGHT/HORN.

LED LIGHTING FIXTURE. LETTER DENOTES TYPE. SEE LIGHTING FIXTURE SCHEDULE
& SPECIFICATIONS FOR DESCRIPTION.

$a,b SINGLE POLE TOGGLE SWITCH. 15 AMP, SPECIFICATION GRADE, WHITE C/W
p STAINLESS STEEL COVERPLATE. SEE SPEC. FOR MORE INFORMATION. MOUNT
k 1200mm ABOVE FINISHED FLOOR.

"a” OR "b” INDICATES CIRCUIT TO BE CONTROLLED.
"p” INDICATES PILOT LIGHT

"k” INDICATES KEY OPERATED

KA LED LIGHTING FIXTURE, WALL MOUNTED. LETTER DENOTES TYPE. SEE LIGHTING
2 FIXTURE SCHEDULE & SPECIFICATIONS FOR DESCRIPTION.
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/GENERAL NOTES:

~

EQUIPMENT.

JURISDICTION.

BE USED.

OPERATIONS.

DISPOSE.

o

FROM DRAWINGS.

1. CONTRACTOR MUST VERIFY ALL DIMENSIONS AND CONDITIONS ON SITE
BEFORE PROCEEDING WITH ANY PORTION OF THIS WORK. DO NOT SCALE
CONTRACTOR TO ASSESS WORK AREA IN ADVANCE WITH
DEPARTMENTAL REPRESENTATIVE FOR COORDINATION OF RELATED DAILY

WORK SCHEDULES, PARKING, BUILDING ACCESS, AND STORAGE OF

2. ALL WORK TO BE IN ACCORDANCE WITH THE LATEST REQUIREMENTS OF:
THE NATIONAL BUILDING CODE OF CANADA, LATEST EDITION; CANADIAN
ELECTRICAL CODE, CURRENT EDITION; ALL ASSOCIATED ENVIRONMENTAL
STANDARDS AND GUIDELINES; ANY OTHER AUTHORITIES HAVING

3. WORK SHALL BE SCHEDULED DURING NORMAL WORKING HOURS.
CONTRACTOR MAY WORK AFTER NORMAL WORKING HOURS AS COORDINATED
BY DEPARTMENTAL REPRESENTATIVE.

4. CONTRACTOR SHALL BE RESPONSIBLE FOR CLEAN UP AND DISPOSALS OF

WORK AREA ON A DAILY BASIS. AFTER EACH WORKING SHIFT BUILDING TO
BE CLEANED AND FREE OF DEBRIS. BUILDING GARBAGE BINS ARE NOT TO

5. ANY ELECTRICAL SYSTEM SHUTDOWN TO BE SCHEDULED AND COORDINATED
WITH DEPARTMENTAL REPRESENTATIVE. SUFFICIENT NOTICE SHALL BE GIVEN.
S5 WORKING DAYS NOTICE IS REQUIRED FOR ANY DISRUPTION.

6. WORK TO BE CARRIED OUT IN CONSIDERATION OF CLIENT COMFORT AND

7. ACCESS TO FACILITY TO BE COORDINATED WITH DEPARTMENTAL
REPRESENTATIVE.

8. ALL EXISTING ELECTRICAL EQUIPMENT TO BE REMOVED FROM SITE AND

/
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