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DIRECTION ARROW

DOM. CWS

25

DOM. CWS

460

5075

VALVE

STRAIGHT RUNS

PIPING IDENTIFICATION ARRANGEMENT FOR

AT VALVES & FITTINGS

PIPING IDENTIFICATION ARRANGEMENT

FOR PIPE SIZE NPS 2-1/2 TO 6 FOR PIPE SIZE NPS 1/2 TO 2

NOTES:

1. APPLICABLE TO BOTH CONCEALED AND

EXPOSED INSULATED PIPING.

NOTES:

1. SIZE RANGE: NPS 3/4 TO NPS 12.

2. FOR STEEL PIPE THE PIPE CLIP

SHALL BE CARBON STEEL

GALVANIZED.

3. FOR COPPER PIPE THE PIPE CLIP

SHALL BE EPOXY COATED BLACK

STEEL.

NOTES:

1. STANCHION SADDLE SUPPORT PIPES TO BE

SCH. 40 BLACK IRON. PROVIDE LENGTH OF

PIPE AS REQUIRED TO SUIT APPLICATION.

2. WHERE APPLICABLE THE STEEL PLATE MAY BE

BOLTED OR WELDED TO STRUCTURAL STEEL

MEMBERS.

3. WHEN USED FOR EXTERIOR PIPE SUPPORT

THE ASSEMBLY SHALL BE HOT DIPPED

GALVANIZED.

N.T.S.

PIPE SUPPORT - HEAVY DUTY PIPE CLIP

M3

N.T.S.

PIPE SUPPORT - PIPE STANCHION ASSEMBLY

M3

N.T.S.

PIPE SUPPORT - RIGID BASE SUPPORT

M3

N.T.S.

PIPE IDENTIFICATION DETAIL

M3

N.T.S.

PRESSURE GAUGE MOUNTING FOR STEEL PIPE DETAIL

M3

N.T.S.

TYPICAL PIPE INSULATION AROUND VALVES, UNIONS, ETC.

M3

N.T.S.

PIPE INSULATION END TERMINATION DETAIL

M3

A
A

· SEE SHOP DWG IN SPECIFICATION FOR THIMBLES

BEING SUPPLIED. ANY/ALL REQUIREMENTS TO

ACHIEVE THIS DETAIL IS THE RESPONSIBILITY OF THE

INSTALLATION CONTRACTOR.
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m

m

N.T.S.

SILENCER DETAIL

M3

N.T.S.

EXHAUST THIMBLE DETAIL

M3
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COMB. HORN/STROBE TYPICAL INSTALLATION

DO2 COM

FROM GAS DETECTION

PANEL RELAY.

TO HORN/STROBE RELAYS IN PUMPHOUSE

120VAC BY ELECTRICAL DIV.

GAS DETECTION PANEL

120V TO 24V

TX

NO2 SENSOR

1200UH-120-R

1-18/2 SHIELDED COMM CABLE

1-18/2 LVT POWER CABLE

NOTES:

1. EXHAUST FAN TO ENERGIZE ON LOW LEVEL GAS

DETECTION.

2. INTAKE LOUVERS TO OPEN WHEN EXHAUST

FANS ARE ENERGIZED

3. COMB. HORN/STROBE ALARM TO ACTIVATE ON

HIGH LEVEL GAS DETECTION. FOR LOCATION

SEE DRAWING.

4. GAS DETECTION PANEL LOCATED AS PER

DRAWINGS.

5. NO2 SENSORS TO BE MOUNTED 1.0m BELOW

FINISHED CEILING, CO SENSORS TO BE

MOUNTED 1.0m ABOVE FINISHED FLOOR.

OUTPUT TO FAN STARTER.

N.T.S.

GAS DETECTION DETAIL

M3

SUPPORT GUSSETS 4

PLCS EQUALLY SPACED.

200mmØ

VENTILATING HOLES

CONTRACTOR SHALL COORDINATE

LOCATION & SIZE OF ROUGH OPENING

WITH BUILDING SUPPLIER & ENGINE

SUPPLIER.

PROVIDE TRIM AND

SEALANT ALL ROUND

OPENING.

PEST CONTROL

SCREEN.

200mm SCHEDULE 40 PIPE

25mm THICK INSULATION

NOT SHOWN.

STAINLESS STEEL

INNER FLASHING.

INNER WALL.

FLASHING AND SEALANT.

PROVIDE TRIM ALL

ROUND OPENING.

PROVIDE & INSTALL STAINLESS STEEL OUTER

FLASHING TO MATCH PRE-FAB WALL

CONSTRUCTION TO MAKE A WATER TIGHT

CONNECTION.

RAINGUARD AND

CLAMP.

SEAL ENDS OF PIPE INSULATION WHERE

INSULATION IS OMITTED FROM VALVES, VALVE

BONNETS, UNIONS, STRAINERS, ETC. TO MAINTAIN

INTEGRITY OF INSULATION AND VAPOR BARRIER.

PIPE INSULATION

PIPE

SHUT-OFF VALVE

FASTEN TO CONCRETE FLOOR WITH 6.4Ø

CONCRETE ANCHOR HLC SLEEVE

ANCHORS.

6mm VENT HOLE (FOR PIPE ONLY).

RIGID BASE SUPPORT TO SUIT PIPE SIZE.

PIPE (SEE DRAWINGS FOR SIZE).

ALLOW FOR

GROUT OR SHIMS.

ASME BPV 1X 6mm

INLET

O
U

T
L

E
T

I
N

L
E

T

OUTLET

SEAL ENDS OF PIPE INSULATION WHERE

INSULATION IS OMITTED FROM UNIONS, AND

OTHER DEVICES NOT REQUIRED TO BE

INSULATED TO MAINTAIN INTEGRITY OF

INSULATION AND VAPOR BARRIER.

PIPE INSULATION

PIPE

LINE SIZE BY 3/4 NPS REDUCING TEE.

FEMALE THREADED CONNECTIONS

PIPE. REFER TO PLANS AND

SCHEMATICS FOR SIZING

3/4 x 1/4 THREADED REDUCING BUSHING

MINI BALL VALVE 1/4 NPT FEMALE x 1/4 NPT MALE.

LIQUID FILLED PRESSURE GAUGE 1/4 MALE NPT

CONNECTION

PIPE. REFER TO PLANS AND SCHEMATICS

FOR SIZING

COMPRESSION COUPLING

LINE SIZE BY 1 NPS  REDUCING TEE

1 x 1/4 THREADED REDUCING BUSHING

MINI BALL VALVE 1/4 NPT FEMALE x 1/4

NPT MALE.

LIQUID FILLED PRESSURE GAUGE 1/4

MALE NPT CONNECTION

LEGEND

DIRECTION ARROW

PRIMARY COLORPRIMARY COLOR

SECONDARY COLOR

BAND

LEGEND

PRIMARY COLOR

SECONDARY COLOR

ATTACHMENT BOLTS TO SUIT WALL

CONSTRUCTION:

- CONCRETE: CONCRETE ANCHOR HLC

BOLT HEAD SLEEVE ANCHORS.

- STRUCTURAL STEEL: HEX HEAD

BOLT/NUTS.

- WOOD: HEX HEAD LAG BOLTS.

PIPE (SEE DRAWINGS FOR SIZES).

TYPICAL ANCHOR SPACING

600mm O.C.

ANCHORED TO WALL

GALVANIZED HEAVY DUTY

PIPE CLIP. MYATT FIG.162.

ANCHOR PIPE SUPPORT PLATE TO

CONCRETE FLOOR WITH 6.4Ø

CONCRETE ANCHOR HLC BOLT

HEAD SLEEVE ANCHORS.

PROVIDE FOUR (4) PER SUPPORT

PLATE.

CONCRETE  FLOOR

WELD ALL AROUND

NPS 1-1/2 FOR PIPES

UP TO NPS 3

NPS 2-1/2 FOR PIPE

SIZE NPS 4 TO NPS 12

PIPE COVERING PROTECTION

SADDLE OR INSULATION SHIELD.

PIPE (SEE DRAWINGS FOR SIZES).

MYATT FIG. 306S PIPE STANCHION

SADDLE COMPLETE WITH U-BOLT.

150x150x6mm

STEEL PLATE

BOLTED TO

CONCRETE FLOOR.
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