200

DOWN COVER WITH STAINLESS STEEL SCREWS. 305mm x 305mm x 150mm Dp.

GFCI MODULE, 30 AMP,
LARGE NEON POWER 'ON’ LIGHT, RECESSED ONE PIECE SEALED KEYPAD, MANUAL T

AND RESET c/w HINGED AND GASKETTED WEATHERPROOF COVERPLATE, YELLOW IN
COLOR. MOUNTED IN STANDARD NON—-METALLIC FD DEVICE BOX.

53mm PVC EXPANSION JOINT, UV AND IMPACT RESISTANT. MAXIMUM EXPANSION LE
OF 102mm (4”)

NOTE:

RECEPTACLES, DEVICE BOXES AND COVER PLATES SHALL BE OF MANUFACTURER.

MOLDED PVC JUNCTION BOX, CSA 4X RATED, ¢/w MOUNTING FEET, GASKETTED SCREW

125 VOLT, HIGH IMPACT UV RESISTANT, TYPE 3R ENCLOSURE,

EST

NGTH

/

NOTES:

1. SPLICES IN ALL ELECTRICAL SHROUD JUNCTION BOXES
ARE TO BE MADE USING MECHANICAL BOLTED
CONNECTORS AND HEAT SHRINK BOOTS.

2. EACH SHROUD TO BE BONDED.

.

STAINLESS STEEL SCREW LOCK
HASP — SUPPLIED AND INSTALLED
BY USERS

Vo
D)

RECEPTACLE SUPPORT

A\

STAINLESS STEEL STRAIN RELIEF
GRIP — SUPPLIED AND INSTALLED

BY USERS
(6

NOTE

- SCALE :
TYPICAL FOR ALL POWER SHROUDS.

N.T.S.

&)

™\

ELECTROCUTION HAZARD!
MOORING TO POWER SHROUD
AND SAFETY BOLLARDS IS
STRICTLY PROHIBITED!

&)

la

POWER SHROUD SIGNAGE

SCALE : N.T.S.

— TYPICAL /7))
%

C200 x 50 I*I Public Works and Travaux Publics et
6 SHROUD FRAMING Government Services Services gouvernementaux
1000 €200 x 50 SHROUD FRAMING, Canada Canada
MITER & WELD CORNERS \
9.5 THICK
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BACKING ANGLE L102 x 200 x | | _ (‘| |
STEEL ADHESIVE ANCHOR c/w AN GALVANIZED STEEL SHROUD | 4E
1000 STAINLESS STEEL NUT AND I X |
WASHER (TYP.) 200mm |
EMBEDMENT. | %
’ | 41750-200
| — |
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® B) | c/w 16mm@ STAINLESS STEEL
@ @' @ @ | T.0. WHEEL GUARD | ADHESIVE ANCHOR c/w STAINLESS
—————— ————— : | A 4 : STEEL NUT AND WASHER (TYP.)
53mm RIGID PVC CONDUIT | | | 200mm  EMBEDMENT.
I
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PLAN VIEW — TYPICAL POWER SHROUD I | I il
SCALE : N.TS. Qy /| U/S DECK /i
78mm PVC CONDUIT / 78mm PVC CONDUIT /
SLEEVE POURED—IN—PLACE SLEEVE POURED—IN—PLACE
SECTION A’
/-\ SCALE : N.T.S.
SCALE : N.T.S. @
NOTE:
ALL DIMENSIONS SHOWN ON THIS
DRAWING ARE IN MILLIMETERS.
SHROUD NUMBER SHROUD NUMBER SHROUD NUMBER
TO BE LABELED TO BE LABELED TO BE LABELED
° BOND WIRE ° BOND WIRE ° BOND WIRE
AND CLIP AND CLIP AND CLIP
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53mm RIGID PVC CONDUIT 53mm RIGID PVC CONDUIT 53mm RIGID PVC CONDUIT .
DETAIL— POWER SHROUD #1 (PS1) LAYOUT 3 DETAIL— POWER SHROUD #2 (PS2) LAYOUT m DETAIL— POWER SHROUD #3 (PS3) LAYOUT 5 SECTION 'B’
SCALE : N.T.S. E2 SCALE : N.T.S. Qy SCALE : N.T.S. E2 SCALE : N.T.S.
NOTE: ALSO TYPICAL FOR POWER SHROUDS PS4 AND PS5 NOTE: SECTION IS TYPICAL FOR ALL SHROUDS.
0 | ISSUED FOR TENDER i
/ \ revisions date
IPMENT/MATERIALS LIST — POWER SHR TYPICAL SHROUD } — —
(1)- 30 AMP, 125 VOLT, SINGLE, LOCKING RECEPTACLE. CSA CONFIGURATION L5—30R. SCH WHARF 404, 405
MARINE GRADE CORROSION RESISTANT, YELLOW NYLON FACE c/w HINGED AND
GASKETTED WEATHERPROOF COVERPLATE, YELLOW IN COLOR. MOUNTED IN 406 RECONSTRUCTION
STANDARD NON—METALLIC FD DEVICE BOX. :
(2)— 20 AMP, 125 VOLT, T—SLOT , CSA CONFIGURATION 5—20R, MARINE GRADE. CORROSION YPICAL FOR ALL RECEPTACLES | LAMACOID PLATE SECURELY FASTENED DIGBY COUNTY
RESISTANT, c¢/w HINGED & GASKETTED METALLIC 'IN—USE’ COVER. MOUNTED IN STANDARD TYPE N POWER SHROUDS | TO BACK OF POWER SHROUD. NOVA SCOTIA
FD NON—METALLIC DEVICE BOX. ' | YELLOW WITH BLACK LETTERING.
N~ | TYPICAL CORD AND PLUG LETTER HEIGHT TO BE DETERMINED YELLOW, TYPICAL
(3)— GFCI MODULE, 20 AMP, 125 VOLT, HIGH IMPACT UV RESISTANT, TYPE 3R ENCLOSURE, I SUPPLIED AND INSTALLED AFTER SHROUD CONSTRUCTION — —
LARGE NEON POWER 'ON' LIGHT, ~ RECESSED ONE PIECE SEALED KEYPAD, MANUAL 6mm ¢ STAINLESS EYE BOLT | BY USERS ) BLACK. TYPICAL k |
SET. ¢/w HINGED AND GASKETTED WEATHERPROOF COVERPLATE, YELLOW IN c/w STANLESS STEEL NUT AND Q- ’
COLOR. MOUNTED IN A STANDARD NON—METALLIC FD DEVICE BOX. WASHERS N x WARNING!

ELECTRICAL SHROUD
DETAILS
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