
RUNWAY 09-27, 10,011 ft. x 100 ft. (3,051 m x 60 m)

TAXIWAY BRAVO (CLOSED)

CSB

INSTALL LOW PROFILE BARRICADES
SPACED AT NO MORE THAN 3.0m
BARRICADES SUPPLIED BY OWNER

REFER TO DETAIL:

TAXIWAY CLOSURE MARKER (TYP.)
REFER TO DETAIL:

INSTALL LOW PROFILE BARRICADES
SPACED AT NO MORE THAN 3.0m
BARRICADES SUPPLIED BY OWNER
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TAXIWAY CLOSURE MARKER (TYP.)
REFER TO DETAIL:

DRAINAGE IMPROVEMENTS
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2 - ISSUED FOR TENDER CZ 21.02.04MB

ISSUED FOR TENDER CZ 21.02.04MB

NOTES:

1. TAXIWAY CLOSURE MARKER SHALL BE CONSTRUCTED OF POLYETHYLENE OR APPROVED MATERIAL

2. MARKER SHALL BE SECURED WITH SANDBAGS TO MITIGATE THE EFFECTS OF WIND DISTURBANCE

3. THE CONTRACTOR SHALL VERIFY THE INSTALLATION OF THE MARKER AT THE START AND END OF EACH WORKING

SHIFT AND SHALL CORRECT ANY ISSUES WITH THE INSTALLATION AS REQUIRED FOR THE DURATION OF CONSTRUCTION

4. MARKERS SHALL BE PROVIDED TO THE OWNER UPON THE COMPLETION OF CONSTRUCTION

RED BATTERY POWERED FLASHING

LIGHT WITH PHOTOCELL SECURELY

FASTENED TO TOP OF BARRICADE
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