DETAIL BELOW) —-Ie

RED BATTERY POWERED FLASHING OBSTRUCTION  LISHT 6" 600 }
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Canada Canada
e 13"x12"x24" SPLICE BLOCK
1"x127x2'00” WOOD SECURELY NAILED TO
SPACER SPIKED TO TIMBER BARRICADE 127x12"x12°00” LONG. PAINT ALTERNATING COLOUR STRIPES  ADJACENT 12x12'S
EACH END 18" WIDE, CONSISTING OF 4 INTERNATIONAL ORANGE AND 4 REFLECTORIZED
WHITE STRIPES. UNDERSIDE OF BARRICADE PAINT (TYP.) WITH 2 COATS OF 0 25 75 125m
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| 2500mm OBSTRUCTION LIGHT PAINTED ORANGE. SPLICE BLOCKS, PLATES AND STAKES SHALL BE PAINTED TO LO,L-G DOWEL TO KEE“;,X rac ||1:2500
I OMNIDIRECTIONAL MATCH BARRICADE. FROM DROOPING
AVIATION YELLOW LENS
BARRICADE_NOTES: | ———20"x20" PLASTIC FLAG seals
% N . -~ FLUORESCENT ORANGE WITH
1. BARRICADES SHALL BE MULTI-BARRIER SAFETY BARRICADES WITH REFLECTIVE STRIPING 2 | L‘%r’;(\wsrlﬁ?x';c - . #12 GAGE WIRE STIFFENER
(MODEL AR—10X96 — OR APPROVED EQUAL) AND SHALL MEET REQUIREMENTS OF FAA 8 —— L POINTED STEEL PIN
ADVISORY CIRCULAR 150/5370—2E. OR OTHER SUITABLE REGULATION AS APPROVED BY g 7"6x3'00” LONG DRIVEN
STEPHENVILLE AIRPORT AND THE ENGINEER. THROUGH §"¢ HOLE FRILLED
3 — 3"#x6” LONG
2. BARRIERS SHALL BE PLACED END—TO—END TO CREATE A CONTINUOUS BARRICADE. BARTR'.“(‘;%E LA s!caxgws IN 12x12 (2 PER TIMBER) 104"
3. ENGINEER AND STEPHENVILLE AIRPORT OPERATIONS WILL HAVE FINAL DETERMINATION OBSTRUCTION LIGHT DETAIL SPIKE_DOWEL TO BARRICADE AND
WHERE EACH TYPE OF BARRICADE SHALL BE PLACED. ASPHALT PAVEMENT PAINT SAME TO MATCH
FLAG DETAIL
4. BARRICADES SHALL BE ADEQUATELY WEIGHTED TO WITHSTAND HIGH WINDS AND/OR JET
BLAST. ANCHORAGE DETAILS
N.T.S.
5. CONTRACTOR SHALL MAKE FREQUENT INSPECTION OF THE BARRICADES/CONES TO ENSURE
LIGHTS ARE OPERATING EVERY NIGHT. LOW PROFILE TIMBER BARRICADE SIGNATURE
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LOW PROFILE WATER BALLASTED BARRICADE \/ (ALTERNATIVE TO WATER BALLASTED BARRICADE
NT.S. NT.S.
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