
2 3 4 5 6 7

A

B

C

D

E

F

G

3'

FFD
FD

G
D
-1

G
D
-1

G
D
-1

G
D
-1

G
D
-1

CO

PD-1

PD-1

PD-1

CO

CO

CO

CO

CO

75⌀ SAN.
FROM ABOVE

100⌀ SAN.
FROM ABOVE

CO

CONNECT NEW ST LINE
TO NEW CATCH BASIN

CO

FD

FD

LA
V

EX. ELEVATOR
SUMP PIT C/W 
NEW PUMP P-17

EX. ELEVATOR
SUMP PIT C/W 
NEW PUMP P-19

100ø

CO

75⌀ SAN.

FROM ABOVE

8 9 10 111

75⌀ PUMPED STORM
WATER DISCHARGE LINE UP

CONNECT NEW 100⌀ STORM
PIPING TO EXISTING INCOMING
WEEPING TILE DRAINAGE PIPING.
DRAIN INTO EX. SUMP PIT.

EXISTING PERIMETER WEEPING
TILE TO REMAIN.

CO

ST

100ø

100ø100ø

FD

75⌀ SAN. FROM ABOVE

100ø  SAN

EX. PERIMETER WEEPING
TILE TO REMAIN

CO

RUN AND CONNECT NEW 100⌀ SAN.

LINE INTO EXISTING SEWAGE PIT.
INV. EL. 5.67

75⌀ PUMPED STORM
WATER DISCHARGE LINE

NEW 900x900x1800 DEEP STORM
WATER SUMP PIT C/W DUPLEX 
PUMPS P-20A AND P-20B.

CONNECT NEW ST LINE
TO NEW CATCH BASIN

EX. SUMP PUMP PIT C/W
NEW DUPLEX PUMPS
P-22A AND P-22B

100ø

TD
TRENCH DRAIN

S
T

100⌀
PUMPED
SAN.

CO

S
A

N

S
T

100ø

S
T

TD
TRENCH DRAIN

100ø

100ø
40⌀ PUMPED

SAN.
100ø

100ø

100ø

75⌀ PUMPED SAN.

WATER DISCHARGE 
LINE

100ø

CO

CO

W
C

100ø

ST

100ø100ø W
C
's

LA
V

CO

LA
V

SH

SH
SH

SHSH

FD

FD
FD

FD

CO

CO

CO

CO

CO

LA
V

100ø

100ø

100ø

100ø

100ø

100ø

W
C
's

100ø

100ø 100ø
100ø

100ø100ø

1

ST. INV. EL. 
6.256

SAN. INV. EL. 5.856

100ø

100ø

2

JM
S
-1

FD

SAN

100ø

S
A

N
S

A
N

150ø

CO

INV. EL. 5.49

SAN

150ø

100ø

S
T

100ø

CO

100ø

100ø

NEW 900x900x2000 DEEP 
SEWAGE PIT C/W DUPLEX 
PUMPS P-23A AND P-23B

100ø

INV. EL.
5.765

CO

CO

INV. EL. 
6.102

S
A

N

100ø

100ø

100ø

100ø

100ø

100ø

100ø

100ø
100ø

FD

FD

FD

FD

FD

FD

FD

FD

100ø

100ø 100ø

100ø

100ø100ø

100ø

75⌀ PUMPED SAN. UP

CO

ST INV. EL. 6.03

SAN INV. EL. 6.27

INV. EL. 5.87

S
A

N

ST ST

100ø 100ø

ST

S
T

100ø

CO

CO

CO

CO

100ø

SAN

100ø 100ø

100ø

100ø

S
A

N

100ø

100ø

100ø

SAN

CO

INV. EL. 5.72

ST INV. EL. 6.01

SAN INV. EL. 5.78

CO

ST INV. EL. 6.02

SAN. INV. EL. 6.35

100ø

100ø

100ø

100ø

100⌀ SAN.
FROM ABOVE

100ø

100ø
100ø

FD

JM
S
-1

P

19

P

18

P

17

EXISTING SEWAGE PIT C/W
NEW DUPLEX PUMPS
P-21A AND P-21B.

40⌀ SAN. FROM ABOVE.

ELEVATOR PIT 
DRAIN AT INV. 3.756.
DRAIN INTO THE 
NEW SUMP PIT.

CB
CB

FD
FD

FD

100ø

FD

FD

FD

100ø

100ø

FD
FD

100ø

100ø

FFD

FD

FFD

FFD

100ø

S
A

N

100ø

CO

CO

100ø

40⌀ SAN. REFER TO
DWG. M2-01 FOR CONTINUATION.

75⌀ SAN DRAIN 
FROM ABOVE

SAN. INV. EL. 6.11

ST. INV. EL. 5.79

START INV. 6.22

START INV. 6.22

FFE = 6.756

START INV. 6.22

START INV. 6.25

PD-1

FD

CO

100ø

T
R
U
E
 

N
O
R
T
H

PROJECT 

NORTH

175  Bloor St. East 
North Tower, 15th Floor
Toronto, ON   Canada   M4W 3R8
norr.com

NORR Architects & Engineers Limited
An Ingenium Group Company

Soumission

Administrateur de projets TPSGC

no. du projet

no. du dessin

project number

drawing no.

PWGSC Project Manager

Tender

approved

date

drawn

date

designed

date

approuvé

dessiné

conçu

drawing

project

dessin

projet

revisions date

C

C

100

C

PWGSC A0 (2004)

20mm0 10 6040 80 140120 160 200mm180
E-DRM/GDD-E:

Travaux Publics et
Services gouvernementaux

Public Works and
Government Services
Canada Canada

key plan 

G
R

A
F

T
O

N
 S

T
R

E
E

T
 

K
E

N
T

 S
T

R
E

E
T

 

project and true North  

project legend   

DANIEL J MACDONALD
MODERNIZATION

161 GRAFTON STREET
CHARLOTTETOWN, PEI, C1A 1L1

2022-05-27

Designer

Author

Checker

M20-00

R.056687.005

2020-8-31

DRAINAGE -
UNDERSLAB NEW

WORK

2020-8-31

M20-00

DRAINAGE UNDERSLAB1

1

DRAWING NOTES:

NEW SUMP PIT 800x800x3000 DEEP C/W SAN. WATER PUMP P-18.

50⌀ PUMPED SANITARY, CONNECT TO 100⌀ LINE.2

SCALE : 1:100
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GENERAL NOTES:

1. DRAWINGS SHALL BE READ IN CONJUNCTION WITH ALL FLOOR PLANS AND SPECIFICATIONS.
2. ALL EXISTING SERVICES SHOWN ARE APPROXIMATE AND BASED ON EXISTING DRAWINGS. CONTRACTOR
    SHALL VERIFY ALL LOCATIONS ON SITE.
3. CONTRACTOR TO COORDINATE INSTALLATION WITH ALL OTHER TRADES INVOLVED ON SITE.
4. ENSURE NOT TO DISTURB SERVICES COVERING AREAS NOT INCLUDED IN THE SCOPE. ALL WORK MUST BE 
    COORDINATED WITH DEPARTMENTAL REPRESENTATIVE.
5. CONTRACTOR SHALL VISIT SITE TO EXAMINE EXISTING CONDITIONS.
6. CONTRACTOR TO PROPOSE SOLUTIONS FOR REVIEW TO THE CONSULTANT IF ANY INTERFERENCES OCCUR
    DUE TO SITE CONDITIONS.
7. PROVIDE PLUMBING VENT SYSTEM IN ACCORDANCE WITH CODE REQUIREMENTS. VENT SYSTEM NOT SHOWN. 
    COORDINATE WITH ALL OTHER SERVICES.
8. ALL DRAINAGE PIPING SHOWN ON THE DRAWINGS IS SUGGESTED ONLY AND SHOULD BE CONSIDERED  
    GRAPHICAL IN NATURE AND THE CONTRACTOR MUST INSTALL TO MEET THE CODE.
9. INSTALL ALL PIPING AS HIGH AS POSSIBLE. COORDINATE ROUTING WITH EXISTNG LIGHTING FIXTURES.
10. MECHANICAL CONTRACTOR TO X-RAY SCAN SLAB PRIOR TO CORING. 
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