NOT PERMITTED

SUPPORT UNISTRUT CHANNEL FOR
BOXES WITH ANGLE BRACKET AND
STRUT BELOW TRAY WHERE

MOUNTING DIRECTLY TO TRAY IS

SECURE STRUT TO SIDE OF TRAY

PROVIDE QTY 2 X 20A/125 (NEMA L5-20R)

AND QTY 2 X 30A/250V (NEMA L6-30R) TWIST
LOCK RECEPTACLES SEPARATELY FUSED

AS INDICATED. JUNCTION BOX MOUNTED WITH
CHANNEL NUTS TO STRUT ON SIDE OF THE TRAY.

WHERE PERMITTED BY
MANUFACTURER WITH
MANUFACTURER APPROVED MEANS

01 BASKET TRAY WITH STRUT MOUNTED RECEPTACLES TO SIDE
\E03-04/ SCALE: NTS
N7

ALL CONDUITS SHALL BE

INSTALLED NI STRAIGHT
RUNS. \

OFFICE

OFFICE

U

TELECOM LEGEND AND NOTES

SYMBOLE

DESCRIPTION

PROVIDE:

- 100 X 305 X 3048mm (4" X 12" X 10") BASKET TRAY,

- MINIMUM 300mm CLEARANCE FROM THE TOP OF TRAY TO
z] CEILING OR ANY OBSTRUCTIONS.

- MANUFACTURER'S INSTALLATION PROCEDURES.
ACCESSORIES AND FITTINGS ARE TO BE USED/ FOLLOWED
UNLESS STATED OTHERWISE.

PROVIDE

-QTY 11X

RISE.

-QTY 1 X.27mm EMT RECESSED CONDUIT C/W ASSOCIATED HARDWARE.
- CONDUIT TO BE SECURELY FASTENED TO BASKET TRAY.

DOUBLE GANG COMMUNICATION OUTLET BOX

(101 X 101 X 54mm) C/W SONGLE REDUCER PLATE WITH 12mm

- OUTLET BOX HEIGHT TO MATCH ELECTRICAL

TYPICAL EMT CONDUIT INSTALLATION ROUTE TO BASKET TRAY DETAIL

Coz

TYPICAL EMT CONDUIT INSTALLATION ROUTE TO BASKET TRAY DETAIL

PROVIDE ONLY PROPER
MANUFACTURER'S ACCESSORIES
AND FITTINGS. BOND BASKET TRAT
AS PER CEC AND MANUFACTURER'S
SPECIFICATIONS.

PROVIDE BASKET TRAY. %

INSTALL AS PER

MANUFACTURER'S SPECS. ~}\W§\

\E03—04 / SCALE: NTS
\\/
CEILING SPACE
27mm EMT CONDUIT TO
_ CEILING SPACE
DUPLEX RECEPTACLE \
- TV ) 2-GANG A/V OUTLET BOX
= \ /_/ 1-GANG DATA OUTLET BOX
DEVICES CENTRED - — Ih ||:|:|/
ON HOST WALL
: CREDENZA
axom
] f'\
\ 2-GANG A/V OUTLET BOX
IN WALL ENTRANCE AND FITTING
TO FLOOR TRACK
DUPLEX RECEPTACLE 1x27mmC EMT STUBBED DOWN TO
RACEWAY IN-WALL END-FITTING TO
BOTTOM OF DATA OUTLET CONNECTION
ONE DOUBLE GANG
DATA OUTLET BOX
03 TYPICAL MEDIUM MEETING ROOM DETAIL
\E03-04/ SCALE: NTS
\\/
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04 TYPICAL BASKET TRAY TEE CONNECTION DETAIL
\E03-04/ SCALE: NTS
\/
TYPICAL FIRE RATED PATHWAYS THROUGH
FLOOR AT LADDER TRAY DETAIL
—_ PROVIDEQTY 10X 102X 118 X 356mm
PRE-ENGINEERED FIRE RATED
PATHWAYS. BOND TO LADDER TRAY.
BOND LADDER TRAY TO
FIRE RATED PATHS WITH PROVIDE QTY 10 X 102 X 118 X 356mm
INSULATED STRANDED PRE-ENGINEERED FIRE RATED
COPPER WIRE. PATHWAYS.
05 TYPICAL FIRE RATED PATHWAYS THROUGH FLOOR AT LADDER TRAY DETAIL
\E03-04 / SCALE: NTS
v
21mm EMT
53mm EMT 1x Ctrl Cable
21imm EMT PULL STRING
PULL STRING
JB
& (6-4) N CONNECTION
mm
n =N 27mm EMT 35mm EMT 35mm EMT 35mm EMT TO FIRE ALARM
JUNCTION St 16x Mol ine 1x CAT6 4x CAT6 6xSDI — " 14x MiclLine MUTE RELAY
X T~ X 2x Intercom
35mm EMT
4x CAT6
2x SDI
27mm EMT
4x Mic/Line
| 35mm EMT
CONTROL COLUMN COLUMN COLUMN 3x Ant Coax
TOUCH PROGRAM PROGRAM PROGRAM 35mm EMT
PANEL SPEAKER SPEAKER SPEAKER (oomm E|
JB 2x Mic/Line
(24-6) TP SP SP SP PTZ MULT ANT 6x SDI
PTZ F.O.H. ANTENNA
CAMERA CONNECTION
PLATE
LOW
VOLTAGE AV — gSrgmtéEMT
CABLE IN x Ca
5 RACEWAY RACK 2x Intercom
{
JUNCTION
BOX MULT MULT MULT
JB JB JB AVFB AVFB AVFB AVFB MULT
AT BASE OF 27mm EMT 27mm EMT
FUTURE FUTURE FUTURE AV FLOOR AV FLOOR AVFLOOR AV FLOOR COLUMNS 4x CAT6 4x CAT6 MULTI-
VIDEO VIDEO VIDEO BOX BOX BOX BOX 1x Mic/Line 1x Mic/Line CONNECTION
DISPLAY DISPLAY DISPLAY PLATE
CONNECTIONS CONNECTIONS CONNECTIONS
AT1R€|)léJM VIDEO STUDIO
MAIN LEVEL ), FIRE PANEL ROOM 1-07 1-18A
NOTES:
1. CONDUIT WIDTHS To BE MINIMUM 27mm IF NOT STATED OTHERWISE.
2. JUNCTION BOX TO BE LOCATED IN ACCESSIBLE PART OF CEILING, WALL & FLOOR SPACES.
3. CONDUIT LENGTHS SHALL NOT EXCEED 90m.
4. REFER TO AV DRAWINGS FOR JUNCTION BOX LOCATIONS.
5. LOW VOLTAGE CABLING SUPPLIED AND INSTALLED BY AV CONTRACTOR.
6 AV CONDUIT RISER
\E03-04/ SCALE: NTS
\\/

drawing no. no. du dessin
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