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TRANSFORMER TO BE HUNG FROM WIDE FLANGE
BEAMS OR CONCRETE SLAB ABOVE. USE
APPROPRAITE ANCHORING EQUIPMENT A
DRIPSHIELD DRIPSHIELD DRIPSHIELD DRIPSHIELD DRIPSHIELD REQUIORED CHORING EQU S
83 FOR SAFE SUSPENSION OF THE TOTAL FACTORED
TOP VIEW LOAD BEING SUSPENDED, SEE NOTES 5 AND 6.
SPRING ISOLATION (TYPICAL) N1 (NEUTRAL 1) WHITE/BLACK WIRE #10 AWG ¢ ¢ <
15A
ALY —3 BLACK WIRE #12 AWG
R A i A i A ¢ 15A
—~ RED WIRE #12 AWG
B(L2) —o o
600A 600A TRANSFORMER
METER METER LSI LSI G1 (GROUND 1) GREEN/BARE COPPER
400A o 400A o WHITE/RED WIRE #10 AWG ¢ ‘ = > TO
LS| L LS| L VIBRATION MOUNTING PAD (TYPICAL) N2 (NEUTT:: 2) WORKSTATIONS
- -
400A 2 400A 2 — PINK WIRE #12 AWG
LSI LSI 50mm x 100mm CHANNEL X(L3) —o o [
) 800A ) PREPARED PRSEPZACF:EED (ZD PREPARED PRSEPZACF:EED (ZD |RONS 15A TAN WlRE #12 AWG
FRONT LS| 2500A. FRAME i x WELDED TOGETHER TO MAKE Y (L4) —8 o ‘
ACCESSED PIRE. 2200ATRIP = = PLATFORM GREEN/YELLOW
LUGS LSIG 225A ? 225A @ G2 (GROUND2)
A LSI S LS| 5 J=- D . . .
100A | 2008 | D25 S | 100 NORR Architects & Engineers Limited
B B LSI LSI = LSI = L L 120V An Ingenium Group Company
—> —> < < DETAIL NOTES:
E_ UTILITY E_ UTILITY S 2250 S ooy 2 175 Bloor St. East
TH TH - North Tower, 15th Floor
p— Soen 1. SPACE CHANNEL IRONS SO THAT TRANSFORMER IS PROPERLY SUPPORTED. Toronto ON Comac” Maw 3RS
LS|
N/ 2. ALLOW ADEQUATE ACCESS SPACE BETWEEN RODS AND TRANSFORMER FOR REMOVAL norr.com
\/ SPACE SPACE SPACE OF FRONT COVER'
FRONT ACCESSED LUGS ||| FRONT ACCESSED LUGS
3. PROVIDE FLEXIBLE CONDUIT FOR PRIMARY AND SECONDARY CONNECTIONS TO THE
R O Y A Y A 5 A TRANSFORMER. DETAIL NOTES: key plan
4. FOR CONNECTIONS TO CONCRETE SLAB, SCAN SLAB PRIOR TO ANCHORING TO AVOID 1. POWER HARNESS TO BE SUPPLIED BY THE SYSTEM FURNITURE SUPPLIER, INSTALLED BY THE ELECTRICAL CONTRACTOR. UNLESS
CUTTING ANY REINFORCEMENT. PROVIDE POST-INSTALLED ANCHORS. NOTED OTHERWISE, SYSTEM FURNITURE TO BE WIRED FOR 4-CIRCUIT, 8-WIRE WIRING CONFIGURATION FROM FOUR (4) 15A.1P 4
BREAKERS (PHASE, PHASE, OVERSIZED SHARED NEUTRAL, GROUND, PHASE, PHASE, OVERSIZED SHARED NEUTRAL, GROUND). A B —
T%’NSFORMER FRONT VIEW " SUITE LOCATION OF TRANSFORMER PER CONTRACTOR. PROVIDE 10MM STIFFENERS AT | .
ALL POINT LOAD LOCATIONS ON WIDE FLANGE BEAMS. DO NOT ANCHOR OR FASTEN TO m i
SWBD-AAA CONCRETE ON METAL DECK. & 5
600/347V 2500A 50kA 2 Lz
NOTES: = — 8
X . <
1. MAIN BREAKER - GFCI INSULATED CASE BREAKER, FIXED: i 8
BRANCH BREAKERS - MOLDED CASE BREAKERS. e e
o
m SWITCHBOARD ELEVATION 2 SUSPENDED TRANSFORMER DETAIL - TYPICAL m SYSTEMS FURNITURE WIRING DIAGRAM g me
\E03-01/  SCALE:NTS \E03-01,/  SCALE:NTS \E03.01,  SCALE:NTS
project legend
POWER CONDUIT AND ~Q o5 O
WIRING CONDUIT TO TERMINATE UP
TO ACCESSIBLE CEILING H TO ACCESSIBLE CEILING
SPACE. REFER TO NOTE #3 SPACE. REFER TO NOTE #
®. . . ® ®. . ©® 2.
[ T [ T
POWER JUNCTION BOX ——}
RELAY MOUNTED ADJACENT | | | |
TO PANEL FEEDING ‘ ‘ ‘ I REFER TO NOTE #4
RECEPTACLE FOR SOUND REFER TO NOTE #5 @
MASKING SYSTEM \ \ \
DATA/NVOICE CABLING SPLIT
| | | LOOM
B B B FLEX CONNECTION POKE-THRU FLOOR BOX
CIRCUIT ® I @ ® o | FLOOR SLAB |
BREAKER COMMUNICATIONS JUNCTION BOX . - N
L ¢ P IN IN IN IN
o O TWO (2) GANG BACK BOX = & IN N ThE ASSOCIATION OF
C/W N A A N N ~ Prorgssional ENncmiin
STAINLESS STEEL COVER S RN = s Oa SN P .
RECEPTACLE FOR PLATE | VALID FOR THE YEAR 2022
=) SOUND MASKING 27MM CONDUIT FOR DATA L
}1’ fR\ SYSTEM CABLING TO TERMINATE IN PACKED FIRE STOP
-/ CONNECTION DETAIL NOTES: ACCESSIBLE CEILING SPACE (TYPICAL)
/ Salil M. Ranadive
1. REFER TO DESIGNER'S DRAWINGS FOR MOUNTING HEIGHT OF DEVICE. / NO. 2556
]
2. ELECTRICAL CONTRACTOR TO PROVIDE ONE (1) 27MM E.C. FOR UP TO TWO (2) WORKSTATIONS, ’ DATE:  May 27,2022
ONE(1) 35MM E.C. FOR UP TO FOUR (4) WORKSTATIONS, TWO (2) 35 MM E.C. FOR UP TO EIGHT (8) CONDUIT EOR AUDIO-VISUAL CABLING
B e O T ) THROUGH £ BOX WORKSTATIONS, ONE (1) 35MM E.C. AND ONE (1) 4IMM E.C. FOR UP TO TEN (10) WORKSTATIONS, WHERE APPLICABLE (REFER TO LEGEND POWER JUNCTION BOX
AND TWO (2) 41MM E.C. FOR UP TO TWELVE (12) WORKSTATIONS. END OF CONDUIT SHALL BE DRAWING SYMBOL FOR FLOOR BOX TYPE DESIGNATION LICENSED
ADJACENT TO PANEL FEEDING RECEPTACLE FOR SOUND PROVIDED WITH INSULATED THROAT BUSHING AND TERMINATE IN ACCESIBLE CEILING SPACE. PROFESSIONAL ENGINEER
MASKING SYSTEM T REQUIREMENTS. DRAWING SYMBOL PROVINCE OF
PrRNCE EDWARD |SLAND
3. SYSTEMS FURNITURE POWER WIRING CONFIGURATION IS AN 8-WIRE, 4-CIRCUIT SYSTEM. TERMINATE IN ACCESSIBLE CEILING
ELECTRICAL CONTRACTOR TO PROVIDE 4-HOTS, 2-NEUTRAL, AND 2-GROUND WIRES FOR FINAL SPACE. REFER TO A/V DRAWINGS FOR C E
TERMINATION IN TO FURNITURE SYSTEM. EXACT SIZE AND REQUIREMENTS. Digially signed by Salil Ranadive
DN: C=CA,
4. SIZE OF HOLE FOR DATA/VOICE CABLING TO BE COORDINATED BY ELECTRICAL CONTRACTOR WITH SECTION H FB Salil Ranadive 6xiora aciens s ergieers
DETAIL NOTES: COMMUNICATIONS CONTRACTOR PRIOR TO INSTALLATION. NTS Limited, CN=Salil Ranadive
. Date: 2022.06.07 09:42:12-04'00'
1. ELECTRICAL CONTRACTOR TO ALLOW FOR TWO (2) RECEPTACLES PER FLOOR FOR SOUND MASKING SYSTEM CONNECTION WIRED AS PER THIS DETAIL. 5. OPENING SHALL BE SUFFICIENT TO ACCOMMODATE POWER HARNESS. PROVIDE A 90° EMT 1. (F:'-OOMOF,FI{_STOEX\E%L'F;S\'/EVEVFLREXTOA-/R\/E‘FQ%%TF'{%’;\‘AEQTFSS?@Elszé%?{lg"é[/)*F(;F,’\IREOIYEECDTFE{%XI*_LL’E'E;TEENRDNAT'VE)
COORDINATE WITH SOUND MASKING SYSTEM MANUFACTURER'S INSTALLATION DRAWINGS FOR LOCATIONS OF HEAD END EQUIPMENT. ALLOW FOR CONNECTOR FOR FURNITURE WHIP AS REQUIRED (BY ELECTRICAL CONTRACTOR). : :
DEDICATED 15A-1P CIRCUIT IN NEARBY NORMAL RECEPTACLE PANEL. . PROVIDE INSULATED THROAT BUSHING AT END OF CONDUITS
6. REFER TO PLANS FOR CIRCUITING AND LOCATIONS. : :
3. WHERE APPLICABLE COMMUNICATIONS MOUNTING PLATE AND JACKS PROVIDED BY COMMUNICATIONS CONTRACTOR.
1 CIRCUIT FEEDING SOUND MASKING SYSTEM 3 WALL MOUNTED DIRECT CONNECTION TO SYSTEM FURNITURE m FLOOR BOX - FLUSH MOUNTED POKE THRU
\E03-01/ SCALE: NTS \E03-01/ SCALE: NTS \E03-01/ SCALE: NTS
| |
|
0 ISSUED FOR TENDER 2022-05-27
g h DETAIL NOTES
( 1 revisions date
1. ELECTRIC VEHICLE CHARGING STATION IS DUAL roject rojet
00000 o s c prol proJ
PORT, WITH STANDARD 2 - 30A INPUT CURRENT
(WITH AN INTEGRAL COMMUNICATION GATEWAY POWER POWER DANIEL J MACDONALD
MODEM). PROVIDE TWO (2) DEDICATED 208V.40A.2P OUTLET OUTLET CABLE CLIP MODERNIZATION
NON-GFCI BREAKERS AND FEEDERS.
II A ] -
/ \
(ﬂ‘b (ﬂ‘b HIGH VOLTAGIL POWER = X
o POWER
~ ¢ 161 GRAFTON STREET
CHARLOTTETOWN, PEI, C1A 1L1
~—— ELECTRIC VEHICLE CHARGING AUDIO-VIDEO
. / \ . STATION - DUAL PORT LOW VOLTAGH < INFRASTR. DVO — drawing dessin
[ . x N S ELECTRICAL DETAILS
AV 2xDVO
OUTLET OUTLET
OVER FLOOR DEVICE BOX OFR48-4 OFR6
7 designed NORR congu
DRAWING SYMBOL NOTES: DRAWING SYMBOL date  01/29/19
EV 1. FOUR GANG DEVICE BOX TO BE WIREMOLD OFR SERIES AND SHALL Al B E drawn  NORR dessiné
BE C/W QUANTITY OF RECEPTACLES AND DATA DROPS AS ot 01129119
DESCRIBED ON LEGEND ac
approved SR approuve
53mm CONDUIT—= ——— 53mm CONDUIT date  2022-05-27
Tender Soumission
PWGSC Project Manager Administrateur de projets TPSGC
project number no. du projet
8 EV CHARGING STATION 7 SURFACE FLOOR BOX WITH RACEWAY . ' ' .
\E03-01/ SCALE: NTS \EO3 01/ SCALE: NTS drawing no. no. du dessin
S~ N E03-01
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