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DEMOLITION NOTES

1. COMPLETELY DEMOLISH THE STRUCTURE IN A MANNER THAT DOES NOT ENDANGERED ANY 
STRUCTURE DESIGNED TO REMAIN, AND/OR ANY ADJACENT PROPERTIES. REMOVE FROM THE 
SITE ALL DEBRIS, EQUIPMENT, SERVICES AND GARBAGE.

2. PRIOR TO PROCEEDING WITH THE DEMOLITION WORK, THE CONTRACTOR SHALL SUBMIT A 
DETAILED DEMOLITION WORK PLAN FOR REVIEW AND APPROVAL. DETAILED DEMOLITION WORK 
PLAN TO INCLUDE THE FOLLOWING.

2.1 PROPOSED DEMOLITION SEQUENCE

2.2 DEMOLITION TECHNIQUES

2.3 DEMOLITION EQUIPMENT

2.4 HOARDING LAYOUT

3. THE SUBMITTED DEMOLITION PLAN SHALL BE SIGNED AND SEALED BY AN ENGINEER LICENSED IN 
THE PROVINCE OF PEI. THE SPECIAL ENGINEER HIRED BY THE CONTRACTOR SHALL DESIGN 
SHORING, BRACING, NEEDLING AND THE LIKE AND ALSO BE EMPLOYED TO FULLY SUPERVISE 
THEIR INSTALLATION AND REMOVAL AND SHALL PROVIDE GENERAL REVIEW AS REQUIRED BY THE 
DEPARTMENTAL REPRESENTATIVE.

4. INSTALL HOARDING AS REQUIRED TO ENSURE PROTECTION OF THE PUBLIC AND ADJACENT 
PROPERTIES DURING DEMOLITION WORKS.

5. DEMOLITION WORK WITHIN THE BUILDING RELATED TO HAZARDOUS MATERIALS MUST BE 
COMPLETED IN ACCORDANCE WITH APPLICABLE REGULATIONS AND CONTRACT SPECIFICATIONS.

6. BEFORE COMMENCING WITH THE EXCAVATION AND DEMOLITION WORK,CONTRACTOR TO VERIFY 
AND CONFIRM THE LOCATION OF ALL EXISTING SERVICES IN THE VICINITY OF THE DEMOLITION.

7. NOTIFY THE DEPARTMENTAL REPRESENTATIVE IF CONDITIONS ON SITE DIFFER FROM WHAT IS 
SHOWN ON THE DRAWING.

8. REFER TO THE GENERAL DEMOLITION NOTES AND SPECIFICATIONS FOR FURTHER INFORMATION.
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