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1 @ 1S4IOECTION C-C: ASPHALT SPILLWAY & SPILLWAY DETAILS
100 C-302 :
350mm THICK T EX
1500 MIN. CLASS 10 RIPRAP \/ GROUND
(VARIES) EMBED INTO EX SLOPE Surveyed by / Arpenté par Drawn by / Dessiné par Date
McELHANNEY MMK 2022-06-03
i ) Designed by / Congu par Reviewed by / Revisé par Scale / Echelle
/ /A SECTION A-A: ASPHALT SPILLWAY NOTES: ” - o D
RIPRAP @ 1:40 1. SPILLWAYS ARE TO BE LOCATED AT THE DOWNHILL END OF Parks Canada Project Manager / Administrateur de Projets Parcs Canada
INTEGRAL ASPHALT CURBS OR BARRIER STRINGS.
- Client Acceptance / Acceptation du client Approved by / Approuvé par
| 1500 | 2. ADDITIONAL SPILLWAYS SHALL BE PROVIDED AT 100m
INTERVALS ALONG CURBS AND BARRIERS.
et Catocn Rosporsive Ot | et Fesposale Pacs G o S —_
A 3. INTEGRAL ASPHALT CURB SHALL BE FORMED AT DRAINAGE Project No. / No. du projet ‘Asset No. / No. du-bien SheetNo.
- BARRIER OUTLETS USING A 150mm TRANSITION. 2511-01292-00 No. de la feullle
/8\ TYPICAL ASPHALT SPILLWAY - PLAN 4. SPILLWAYS ARE NOT REQUIRED WHERE ROADWAY GRADE IS =SS VA T ————— 10
@ 1:20 FLATTER THAN 3%. C-302

Paper Size: ANSI D (22 x 34") ‘mmm‘
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