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ADJUSTABLE CLEVIS HANGER
TYPE 1 - SEE SPECIFICATIONS

ADJUSTABLE CLEVIS HANGER
TYPE 43 - SEE SPECIFICATIONS

SIDE VIEW
TRAPEZE HANGER FOR UP

TO 1000 LB. (453 KG) UNIFORM LOAD

TYPICAL PIPE HANGERS

WELD

SADDLE

HANGER ROD

INSULATION (VAPOUR
BARRIER TYPE IS
REQUIRED FOR LOW
TEMPERATURE PIPE)

PROVIDE HIGH
COMPRESSIVE STRENGTH
INSULATION (9 PCF MIN.
DENSITY) UNDER
INSULATION SHIELD

INSULATION SHIELD AT
HANGER

1/2" (15mm) DIA. HANGER RODS WITH 36" 
(900mm) MAX.  SPACING ON EACH CHANNEL

BAND

PROVIDE INSULATION
SHIELD AND INSERT FOR

ALL PIPING [8" (200mm) MIN.]

15/8" (43mm) 12 
GAUGE CHANNEL 

OR 2"x2"x1/4" 
(50x50x8mm) ANGLE

SHUT-OFF VALVE

PROVIDE CLEARANCE FOR 
SERVICING AS PER THE 

MANUFACTURER'S 
RECOMMENDATIONS.

PRESSURE 
GAUGE.

FLUSH LINE 
WITH FILTER.

TRIPLE DUTY VALVE, C/W 
PIPE STOOL WELDED TO 

FLOOR PLATE WITH RUBBER 
VIBRATION PAD

SPOOL PIECE.  
2-5 PIPE 

DIAMETERS.

PROVIDE CLEARANCE FOR 
SERVICING AS PER THE 
MANUFACTURER'S 
RECOMMENDATIONS.

SUCTION GUIDE, C/W 
PIPE STOOL WELDED TO 
FLOOR PLATE WITH 
RUBBER VIBRATION 
ISOLATION PAD.

PIPE STOOL WELDED 
TO FLOOR PLATE WITH 
RUBBER VIBRATION 
ISOLATION PAD.

INCREASER IF 
REQUIRED.

VERTICAL INLINE PUMP.

PET COCK PET COCK

PROVIDE CLEARANCE FOR 
SERVICING AS PER THE 

MANUFACTURER'S 
RECOMMENDATIONS.

RAIN CAP

GUY WIRE RING
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ANCHOR POINT 
(x3)
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PROVIDE SEISMIC RESTRAINTS 
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