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Part 1 General 

1.1 REFERENCE STANDARDS 

.1 CSA Group 

.1 CAN/CSA S269.2-M87, Access Scaffolding for Construction Purposes. 

.2 CSA S350 M1980 (R2003), Code of Practice for Safety in Demolition of 

Structures. 

.2 Department of Justice Canada (Jus) 

.1 Canadian Environmental Protection Act (CEPA), 2012 

.1 Transportation of Dangerous Goods Act (TDGA), 1992, c. 34. 

.2 Hazardous Materials Information Review Act, 1985. 

.2 Impact Assessment Act (IAA), 2019. 

1.2 DEFINITIONS 

.1 Demolish: Detach items from existing construction and legally dispose off site, unless 

indicated to be removed and salvaged or removed and reinstalled. 

.2 Remove and Salvage: Detach items from existing construction and deliver them to 

Departmental Representative. 

.3 Remove and Reinstall: Detach items from existing construction, prepare them for re-use, 

and re-install them where indicated. 

.4 Existing to Remain: Existing items of construction that are not removed and that are not 

otherwise indicated as being removed, removed and salvaged, or removed and reinstalled. 

.5 Hazardous Substances: Dangerous substances, dangerous goods, hazardous commodities 

and hazardous products may include asbestos, mercury and lead, PCB's, poisons, 

corrosive agents, flammable substances, radioactive substances, or other material that can 

endanger human health or wellbeing or environment if handled improperly as defined by 

the Federal Hazardous Products Act (RSC 1985) including latest amendments. 

1.3 ADMINISTRATIVE REQUIREMENTS 

.1 Coordination: Coordinate selective demolition work so that work of this Section adheres 

to aesthetic criteria established by the Drawings and specified dimensions with all 

elements in planes as drawn, maintaining their relationships with all other building 

elements. 

.2 Coordination: Coordinate with Departmental Representative for the material ownership 

as follows: 

.1 Except for items or materials indicated to be reused, salvaged, reinstalled, or 

otherwise indicated to remain Departmental Representative’s property, 
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demolished materials shall become Contractor’s property and shall be removed 

from Project site. 

.2 Historic items, relics, and similar objects including, but not limited to, 

cornerstones and their contents, commemorative plaques and tablets, antiques, 

and other items of interest or value to Departmental Representative that may be 

encountered during selective demolition remain Departmental Representative's 

property: 

.1 Carefully remove and salvage each item or object in a manner to prevent 

damage and deliver promptly to Departmental Representative. 

.2 Coordinate with Departmental Representative's historical advisor, who 

will establish special procedures for removal and salvage. 

.3 Pre-demolition Meeting: Conduct a pre-demolition meeting at Project site, in accordance 

with requirements listed in Section 01 31 19 – Project Meetings, to confirm extent of 

salvaged and demolished materials; and to review Contractor’s demolition plan prepared 

by a professional engineer. 

1.4 SUBMITTALS 

.1 Provide the following submittals before starting work of this Section: 

.1 Schedule of Selective Demolition Activities: Coordinate with Section 

01 32 16.19 – Construction Progress Schedule – Bar (GANTT) Chart, and 

indicate the following: 

.1 Detailed sequence of selective demolition and removal work, with 

starting and ending dates for each activity. 

.2 Coordinate with Departmental Representative's building manager and 

user group regarding on-going site operations, and limit the number of 

interruptions during regular business hours. 

.3 Interruption of utility services. 

.4 Coordination for shutoff, capping, and continuation of utility services. 

.5 Use of elevator and stairs. 

.6 Locations of temporary partitions and means of egress, including for 

others affected by selective demolition operations. 

.7 Coordination with continuing occupancy of portions of existing building. 

.2 Demolition Plan: Submit a plan of demolition area indicating extent of temporary 

facilities and supports, methods of removal and demolition prepared by a 

professional engineer in accordance with requirements of Authority Having 

Jurisdiction, and as follows: 

.1 Proposed Dust Control and Noise Control Measures: Submit statement or 

drawing that indicates the measures proposed for use, proposed 

locations, and proposed time frame for their operation. Departmental 

Representative reserves the right to make modifications where proposed 

methods interfere with the Departmental Representative’s ongoing 

operation 

.2 Inventory: Submit a list of items that have been removed and salvaged 

after selective demolition is complete. 
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.3 Landfill Records: Indicate receipt and acceptance of hazardous wastes by 

a landfill facility licensed to accept hazardous wastes. 

.4 Pre-demolition photographs: Submit photographs indicating existing 

conditions of adjoining construction and site improvements prior to 

starting Work. Include finish surfaces that may be misconstrued as 

damage caused by selective demolition operations. 

.3 Qualification Data: Submit information for companies and personnel indicating 

their capabilities and experience to perform work of this Section including; but 

not limited to, lists of completed projects with project names and addresses, 

names and addresses of architects and owners, for work of similar complexity 

and extent. 

1.5 QUALITY ASSURANCE 

.1 Regulatory Requirements: Comply with governing environmental notification 

requirements and regulations before beginning selective demolition. Comply with hauling 

and disposal regulations of authorities having jurisdiction and in accordance with the 

following: 

.1 Federal Workers’ Compensation Service and Provincial Workers’ Compensation 

Boards/Commissions. 

.2 Government of Canada, Labour Program: Workplace Safety and Provincial 

Occupational Health and Safety Standards and Programs. 

.2 Demolition Firm Qualifications: An experienced firm that has specialized in demolition 

work similar in material and extent to that indicated for this Project: 

.1 Conform to the Provincial Occupational Health and Safety Act and Regulations. 

.2 Conform to provincial Workers' Compensation Board Regulations. 

.3 Conform to the local municipal bylaws and regulations governing this type of 

work. 

1.6 SITE CONDITIONS 

.1 Portions of building immediately adjacent to selective demolition area will be occupied. 

.1 Conduct selective demolition so that operations will not be disrupted. 

.2 Provide not less than 72 hours’ notice to Departmental Representative of 

activities that will affect operations. 

.2 Maintain access to existing walkways, corridors, and other adjacent occupied or used 

facilities and as follows: 

.1 Do not close or obstruct walkways, corridors, or other occupied or used facilities 

without written permission from authorities having jurisdiction. 

.3 Departmental Representative assumes no responsibility for condition of areas to be 

selectively demolished: 

.1 Conditions existing at time of Pre-Bid Site Review will be maintained by 

Departmental Representative as far as practical. 
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.4 Hazardous Materials: Hazardous materials are present in building to be selectively 

demolished. A report on the presence of hazardous materials is appended as an 

information document to this project manual for review and use: 

.1 Examine report to become aware of locations where hazardous materials are 

present. 

.2 Coordinate with Section 02 82 00.02 – Asbestos Abatement – Intermediate 

Precautions. 

.5 Storage or sale of removed items or materials on site will not be permitted. 

.6 Maintain existing utilities indicated to remain in service and protect them against damage 

during selective demolition operations. 

.7 Maintain fire protection facilities in service during selective demolition operations. 

Part 2 Products 

2.1 MATERIALS 

.1 Temporary Support Structures: Design temporary support structures required for 

demolition work and underpinning, and other foundation supports necessary for the 

project using a qualified professional engineer registered or licensed in province of the 

Work. 

.2 Hoarding and Dust Screens: Refer to Section 01 56 00 – Temporary Barriers and 

Enclosures for framing and sheathing materials. 

.3 Repair Materials: Use repair materials identical to existing materials: 

.1 If identical materials are unavailable or cannot be used for exposed surfaces, use 

materials that visually match existing adjacent surfaces to the fullest extent 

possible. 

.2 Use materials whose installed performance equal or surpasses that of existing 

materials. 

.3 Comply with material and installation requirements specified in individual 

technical specification Sections. 

.4 Retained Materials: Retain items identified for re use in new construction. 

.5 Floor Patching and Levelling Compounds: Cement based, trowelable, self levelling 

compounds compatible with specified floor finishes; gypsum based products are not 

acceptable for work of this Section. 

.6 Gypsum Board Patching Compounds: Joint compound to ASTM C475/C475M, bedding 

and finishing types thinned to provide skim coat consistency to patch and prepare 

existing gypsum board walls ready for new finishes in accordance with Section 09 21 16 

– Gypsum Board Systems. 
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2.2 EQUIPMENT 

.1 Provide equipment required for safe and proper demolition of building interiors indicated. 

2.3 DEBRIS 

.1 Arrange for transport and disposal of demolished materials from the site. 

Part 3 Execution 

3.1 EXAMINATION 

.1 Verify that utilities have been disconnected and capped. 

.2 Survey existing conditions and correlate with requirements indicated to determine extent 

of selective demolition required. 

.3 Inventory and record the condition of items to be removed and reinstalled and items to be 

removed and salvaged. 

.4 Notify the Departmental Representative where existing mechanical, electrical, or 

structural elements conflict with intended function or design: 

.1 Investigate and measure the nature and extent of conflict and submit a written 

report to Departmental Representative. 

.2 Departmental Representative will issue additional instructions or revise drawings 

as required to correct conflict. 

.5 Engage a professional engineer to survey condition of building when removing elements 

that may result in structural deficiency or unplanned collapse of any portion of structure 

or adjacent structures during selective demolition operations. 

.6 Perform surveys as the Work progresses to detect hazards resulting from selective 

demolition activities. 

3.2 UTILITY SERVICES 

.1 Coordinate existing services indicated to remain and protect them against damage during 

selective demolition operations. 

.2 Locate, identify, disconnect, and seal or cap off indicated utilities serving areas to be 

selectively demolished. 

.1 Arrange to shut off affected utilities with utility companies. 

.2 If utility services are required to be removed, relocated, or abandoned, before 

proceeding with selective demolition provide temporary utilities that bypass area 

of selective demolition and that maintain continuity of service to other parts of 

building. 

.3 Cut off pipe or conduit in walls or partitions to be removed. Cap, valve, or plug 

and seal remaining portion of pipe or conduit after bypassing. 
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.4 Cut off pipe or conduit to a minimum of 25 mm below slab, and remove concrete 

mound. 

.3 Coordinate with Mechanical and Electrical Divisions for shutting off, disconnecting, 

removing, and sealing or capping utilities. 

.4 Do not start selective demolition work until utility disconnecting and sealing have been 

completed and verified in writing. 

.5 Existing Utilities: 

.1 Abandon existing utilities and below grade utility structures; cut utilities flush 

with grade. 

.2 Demolish existing utilities and below grade utility structures that are within 1500 

mm outside of footprint indicated for new construction; abandon utilities outside 

this area, fill abandoned utility structures with satisfactory soil materials. 

.1 Piping: Disconnect piping at unions, flanges, valves, or fittings 

.2 Wiring Ducts: Disassemble into unit lengths and remove plug in and 

disconnecting devices 

.3 Demolish and remove existing utilities and below grade utility structures. 

.1 Piping: Disconnect piping at unions, flanges, valves, or fittings. 

.2 Wiring Ducts: Disassemble into unit lengths and remove plug in and 

disconnecting devices 

3.3 PREPARATION 

.1 Drain, purge, or otherwise remove, collect, and dispose of chemicals, gases, explosives, 

acids, flammables, or other dangerous materials before proceeding with selective 

demolition operations. 

.2 Identify and mark all equipment and materials identified to be retained by Departmental 

Representative or to be re-used in subsequent construction. Separate and store items to be 

retained in an area away from area of demolition, and protect from accidental disposal. 

.3 Conduct selective demolition and debris removal operations to ensure minimum 

interference with roads, streets, walks, walkways, and other adjacent occupied and used 

facilities: 

.1 Do not close or obstruct streets, walks, walkways, or other adjacent occupied or 

used facilities without permission from Departmental Representative and 

authorities having jurisdiction. Provide alternate routes around closed or 

obstructed traffic ways if required by governing regulations. 

.2 Erect temporary protection, such as walks, fences, railings, canopies, and covered 

passageways, where required by authorities having jurisdiction. 

.3 Protect existing site improvements, appurtenances, and landscaping to remain. 

.4 Erect a plainly visible fence around drip line of individual trees or around 

perimeter drip line of groups of trees to remain. 
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.4 Provide temporary barricades and other protection required to prevent injury to people 

and damage to adjacent buildings and facilities to remain in accordance with Section 01 

56 00 – Temporary Barriers and Enclosures, and as follows: 

.1 Provide protection to ensure safe passage of people around selective demolition 

area and to and from occupied portions of building. 

.2 Provide temporary weather protection, during interval between selective 

demolition of existing construction on exterior surfaces and new construction, to 

prevent water leakage and damage to structure and interior areas. 

.3 Protect walls, ceilings, floors, and other existing finish work that are to remain or 

that are exposed during selective demolition operations. 

.4 Cover and protect furniture, furnishings, and equipment that have not been 

removed. 

.5 Provide temporary enclosures for protection of existing building and construction, in 

progress and completed, from exposure, foul weather, other construction operations, and 

similar activities in accordance with Section 01 52 00 - Construction Facilities. 

.1 Provide temporary weather tight enclosure for building exterior. 

.2 Where heating or cooling is needed and permanent enclosure is not complete, 

provide insulated temporary enclosures. 

.3 Coordinate enclosure with ventilating and material drying or curing requirements 

to avoid dangerous conditions and effects. 

.6 Erect and maintain dustproof partitions and temporary enclosures to limit dust and dirt 

migration and to separate areas from fumes and noise in accordance with Section 01 51 

00. 

.7 Provide and maintain shoring, bracing, or structural support to preserve stability and 

prevent movement, settlement, or collapse of construction to remain, and to prevent 

unexpected or uncontrolled movement or collapse of construction being demolished: 

.1 Strengthen or add new supports when required during progress of selective 

demolition. 

.8 Do not disrupt active or energized utilities crossing the demolition site. 

.9 Post warning signs on electrical lines and equipment that must remain energized to serve 

other areas during period of demolition. 

.10 Mark materials required to be re-used, store in a safe place until ready for re installation. 

.11 Adjust junction boxes, receptacles and switch boxes flush with new wall construction 

where additional layers to existing construction are indicated. 

3.4 POLLUTION CONTROLS 

.1 Dust Control: Provide water mist, temporary enclosures, or other suitable methods 

reviewed and accepted by the Departmental Representative to limit spread of dust and 

dirt. Comply with governing environmental protection regulations, and as limited below: 



Wabush - ATB Boiler Upgrade Section 02 41 19.13 
Project No.R111141.001 Selective Building Demolition 
Wabush Airport Page 8 of 11 
 

 

.1 Do not use water when it may damage existing construction or create hazardous 

or objectionable conditions, such as ice, flooding, and pollution. 

.2 Wet mop floors to eliminate tracking of dirt, wipe down walls and doors of 

demolition enclosure. Vacuum carpeted areas. 

.2 Prevent debris from blocking drainage inlets and systems and ground drainage, and 

protect material and electrical systems and services that must remain in operation. 

.3 Remove and transport debris to prevent spillage on adjacent surfaces and areas. 

.4 Remove debris from elevated portions of building by chute, hoist, or other device that 

will convey debris to grade level in a controlled descent. 

.5 Clean adjacent structures and improvements of dust, dirt, and debris caused by selective 

demolition operations. Return adjacent areas to condition existing before selective 

demolition operations began. 

.6 Provide and maintain fire prevention equipment and alarms accessible during demolition. 

3.5 SELECTIVE DEMOLITION 

.1 Demolish and dismantle work in a neat and orderly manner and in accordance with all 

regulations. 

.2 Demolish and remove existing construction only to the extent required by new 

construction and as indicated. Use methods required to complete the Work within 

limitations of governing regulations and as follows: 

.1 Proceed with selective demolition systematically, from higher to lower level. 

Complete selective demolition operations above each floor or tier before 

disturbing supporting members on the next lower level. 

.2 Neatly cut openings and holes plumb, square, and true to dimensions required. 

Use cutting methods least likely to damage construction to remain or adjoining 

construction. Use hand tools or small power tools designed for sawing or 

grinding, not hammering and chopping, to minimize disturbance of adjacent 

surfaces. Temporarily cover openings to remain. 

.3 Cut or drill from the exposed or finished side into concealed surfaces to avoid 

marring existing finished surfaces. 

.4 Do not use cutting torches until work area is cleared of flammable materials. At 

concealed spaces, such as duct and pipe interiors, verify condition and contents 

of hidden space before starting flame cutting operations. Maintain fire watch and 

portable fire suppression devices during flame cutting operations. 

.5 Maintain adequate ventilation when using cutting torches. 

.6 Remove decayed, vermin infested, or otherwise dangerous or unsuitable 

materials and promptly dispose of off site. 

.7 Remove structural framing members and lower to ground by method suitable to 

avoid free fall and to prevent ground impact or dust generation. 

.8 Locate selective demolition equipment and remove debris and materials so as not 

to impose excessive loads on supporting walls, floors, or framing. 
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.9 Dispose of demolished items and materials promptly. 

.10 Return elements of construction and surfaces that are to remain to condition 

existing before selective demolition operations began. 

.3 Comply with Departmental Representative’s requirements for using and protecting stairs, 

walkways, loading docks, building entries, and other building facilities during selective 

demolition operations. 

.4 Demolish in a manner to minimize generation and migration of dust. 

.5 Removed and Salvaged Items: 

.1 Clean salvaged items. 

.2 Pack or crate items after cleaning. 

.3 Identify contents of containers. 

.4 Store items in a secure area until delivery to Departmental Representative. 

.5 Protect items from damage during transport and storage. 

.6 Removed and Reinstalled Items: 

.1 Clean and repair items to functional condition adequate for intended re use. Paint 

equipment to match new equipment. 

.2 Pack or crate items after cleaning and repairing. 

.3 Identify contents of containers. 

.4 Protect items from damage during transport and storage. 

.5 Reinstall items in locations indicated. 

.6 Comply with installation requirements for new materials and equipment. 

.7 Provide connections, supports, and miscellaneous materials necessary to make 

item functional for use indicated. 

.7 Existing Items to Remain: 

.1 Protect construction indicated to remain against damage and soiling during 

selective demolition. 

.2 Items may be removed to a suitable, protected storage location during selective 

demolition and cleaned and reinstalled in their original locations after selective 

demolition operations are complete. 

.8 Concrete: 

.1 Demolish in small sections. 

.2 Cut concrete full depth at junctures with construction to remain and at regular 

intervals, using power driven saw, then remove concrete between saw cuts. 

.3 Dislodge concrete from reinforcement at perimeter of areas being demolished, 

cut reinforcement, and then remove remainder of concrete indicated for selective 

demolition. 

.4 Neatly trim openings to dimensions indicated. 

.9 Concrete Slab Reinforcing: 
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.1 Locate location of reinforcing steel in concrete slabs prior to cutting or coring 

using non-destructive, non-ionizing radio frequency locators. 

.2 Core concrete slabs to avoid reinforcing steel, electrical conduit or water pipes; 

adjust core location and coordinate with Departmental Representative where slab 

features interfere with core drilling. 

.3 Notify the Departmental Representative immediately for further instructions 

where coring or cutting will damage existing slab features. 

.10 Concrete Slabs on Grade: Saw cut perimeter of area to be demolished, then break up and 

remove. 

.11 Below Grade Construction: Demolish foundation walls and other below grade 

construction including; but not limited to, the following: 

.1 Basements. 

.2 Foundation walls. 

.3 Footings. 

.12 Masonry: 

.1 Demolish in small sections. 

.2 Cut masonry at junctures with construction to remain, using power driven saw, 

then remove masonry between saw cuts. 

.13 Roofing: Remove no more existing roofing than can be waterproofed in one day. Refer to 

Division 07 sections for new roofing requirements. 

.14 Air Conditioning Equipment: Remove equipment without releasing refrigerants. 

.15 Fill openings in gypsum board walls with gypsum board and wood framing to like new 

condition, skim coat to make wall smooth and even. 

.16 Remove wall coverings scheduled for demolition. Patch and repair wall surfaces with 

skim coat of gypsum board joint compound leaving wall surfaces smooth and even ready 

for new wall finishes. 

.17 Floors and Walls: 

.1 Where walls or partitions that are demolished extend from one finished area into 

another, patch and repair floor and wall surfaces in the new space. 

.2 Provide level and smooth surface having uniform finish colour, texture, and 

appearance. 

.3 Remove existing floor and wall coverings and replace with new materials, if 

necessary, to achieve uniform colour and appearance. 

.4 Patch with durable seams that are as invisible as possible. 

.5 Provide materials and comply with installation requirements specified in other 

Sections of these Specifications. 

.6 Where patching occurs in a painted surface, apply primer and intermediate paint 

coats over patch and apply final paint coat over entire unbroken surface 

containing patch. Provide additional coats until patch blends with adjacent 

surfaces. 
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.7 Where feasible, test and inspect patched areas after completion to demonstrate 

integrity of installation. 

.18 Ceilings: patch, repair, or re hang existing ceilings as necessary to provide an even plane 

surface of uniform appearance. 

.19 Patch and repair mechanical equipment and electrical fixtures damaged or exposed 

during demolition to match adjacent finished surfaces. 

.20 At end of each day's work, leave Work in safe condition so that no part is in danger of 

toppling or falling. 

3.6 CLEANING 

.1 Waste Management: Remove waste materials in accordance with Section 01 74 19 - 

Waste Management and Disposal. 

.2 Demolition Waste Disposal: Arrange for legal disposal and remove demolished materials 

to accredited provincial landfill site or alternative disposal site (recycle centre) except 

where explicitly otherwise for materials being salvaged for re use in new construction 

and as follows: 

.1 Promptly dispose of demolished materials. 

.2 Do not allow demolished materials to accumulate onsite. 

.3 Do not burn demolished materials. 

.3 Divert excess materials from landfill to site approved Departmental Representative. 

.4 Promptly as the Work progresses, and on completion, clean up and remove from the site 

all rubbish and surplus material. Remove rubbish resulting from demolition work daily. 

.5 Maintain access to exits clean and free of obstruction during removal of debris. 

.6 Keep surrounding and adjoining roads, lanes, sidewalks, municipal rights of way clean 

and free of dirt, soil or debris that may be a hazard to vehicles or persons. 

END OF SECTION 
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Part 1 General 

1.1 SUMMARY 

.1 Comply with requirements of this Section when performing following Work: 

.1 Removing all or part of a false ceiling to obtain access to a work area, if asbestos 

containing material is likely lying on the surface of the false ceiling. 

.2 Removing more than 7.5 square metres of asbestos containing suspended ceiling 

tiles, as indicated. 

.3 Removal of asbestos containing material from piping and equipment located in 

the Boiler Room. 

.4 Removal or disturbance of one square metre or less of friable asbestos containing 

material during the repair, alteration, maintenance or demolition of all or part of 

machinery or equipment, or of a building. 

.5 Removal all or part of a false ceiling to obtain access to a work area, if asbestos 

containing is likely to be lying on the surface of the false ceiling. 

.6 Removing non-friable asbestos containing materials by breaking, cutting, 

drilling, abrading, grounding, sanding or vibrating at locations indicated on 

drawings if: 

.1 The material is not wetted to control the spread of dust or fibres, and 

.2 The work is done only by means of non-powered hand-held tools. 

.7 Removing non-friable asbestos containing materials by breaking, cutting, 

drilling, abrading, grounding, sanding or vibrating if the work is done by means 

of power tools that are attached to dust-collecting devices equipped with HEPA 

filters. 

.8 Removing more than one square metre of drywall in which joint-filling 

compounds that are asbestos containing materials have been used. 

.9 Removing of asbestos containing material from a pipe, duct or similar structure 

using a glove bag. 

.10 Removing filters used in an air handling unit in a building that has sprayed-on 

asbestos containing fireproofing. 

1.2 HAZARDOUS MATERIALS ASSESSMENT 

.1 Refer to Annex A Hazardous Material Assessment completed by Pinchin Ltd for the 

project, Contractor to obtain additional samples during construction to ensure work 

covered in the contract is abated in the appropriate manner. 

1.3 REFERENCE STANDARDS 

.1 Department of Justice Canada (Jus) 

.1 Canadian Environmental Protection Act, 1999 (CEPA). 

.2 SOR/2018-196 Prohibition of Asbestos and Products Containing Asbestos 

Regulations. 

.2 Canadian General Standards Board (CGSB) 
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.1 CAN/CGSB-1.205-94, Sealer for Application of Asbestos Fibre Releasing 

Materials. 

.3 Health Canada/Workplace Hazardous Materials Information System (WHMIS) 

.1 WHMIS Safety Data Sheets (SDS). 

.4 Transport Canada (TC) 

.1 Transportation of Dangerous Goods Act, 1992 (TDGA). 

.5 Underwriters' Laboratories of Canada (ULC) 

1.4 DEFINITIONS 

.1 Amended Water: water with non-ionic surfactant wetting agent added to reduce water 

tension to allow wetting of fibres. 

.2 Asbestos Containing Materials (ACMs): materials that contain provincial regulated 

amount 0.1 per cent or more asbestos by dry weight and are identified under Existing 

Conditions including fallen materials and settled dust. 

.3 Asbestos Work Area: area where work takes place which will, or may disturb ACMs. 

.4 Authorized Visitors: designated representatives, and representatives of regulatory 

agencies. 

.5 Competent worker person:  in relation to specific work, means a worker who: 

.1 Is qualified because of knowledge, training and experience to perform the work. 

.2 Is familiar with the federal and provincial laws and with the provisions of the 

regulations that apply to the work. 

.3 Has knowledge of all potential or actual danger to health or safety in the work. 

.6 Friable Materials: material that when dry can be crumbled, pulverized or powdered by 

hand pressure and includes such material that is crumbled, pulverized or powdered. 

.7 Glove Bag: prefabricated glove bag as follows: 

.1 Minimum thickness 0.25 mm (10 mil) polyvinyl-chloride bag. 

.2 Integral 0.25 mm (10 mil) thick polyvinyl-chloride gloves and elastic ports. 

.3 Equipped with reversible double pull double throw zipper on top and at 

approximately mid-section of the bag. 

.4 Straps for sealing ends around pipe. 

.8 HEPA vacuum: High Efficiency Particulate Air filtered vacuum equipment with filter 

system capable of collecting and retaining fibres greater than 0.3 microns in any 

dimension at 99.97% efficiency. 

.9 Non-Friable Material: material that when dry cannot be crumbled, pulverized or 

powdered by hand pressure. 

.10 Occupied Area: any area of building or work site that is outside Asbestos Work Area. 

.11 Polyethylene: polyethylene sheeting or rip-proof polyethylene sheeting with tape along 

edges, around penetrating objects, over cuts and tears, and elsewhere as required to 

provide protection and isolation. 
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.12 Sprayer: garden reservoir type sprayer or airless spray equipment capable of producing 

mist or fine spray. Must have appropriate capacity for scope of work. 

1.5 ACTION AND INFORMATIONAL SUBMITTALS 

.1 Submittals in accordance with Section 01 33 00 - Submittal Procedures. 

.2 Submit proof satisfactory to Departmental Representative that suitable arrangements have 

been made to dispose of asbestos containing waste in accordance with requirements of 

authority having jurisdiction. 

.3 Submit Provincial/Territorial and/or local requirements for Notice of Project Form. 

.4 Submit proof of Contractor's Asbestos Liability Insurance. 

.5 Submit to Departmental Representative necessary permits for transportation and disposal 

of asbestos containing waste and proof that asbestos containing waste has been received 

and properly disposed. 

.6 Submit proof satisfactory to Departmental Representative that all asbestos workers have 

received appropriate training and education by a competent person in the hazards of 

asbestos exposure, good personal hygiene, entry and exit from Asbestos Work Area, 

aspects of work procedures and protective measures while working in Asbestos Work 

Areas, and the use, cleaning and disposal of respirators and protective clothing. 

.7 Submit proof that supervisory personnel have attended asbestos abatement course, of not 

less than two days duration, approved by Departmental Representative. Minimum of one 

supervisor for every ten workers. 

.8 Submit Worker's Compensation Board status and transcription of insurance. 

.9 Submit documentation including test results, fire and flammability data, and WHMIS 

Safety Data Sheets (SDS) for chemicals or materials including: 

.1 Encapsulants; 

.2 Amended water; 

.3 Slow drying sealer. 

.10 Submit proof satisfactory to Departmental Representative that employees have respirator 

fitting and testing. Workers must be fit tested (irritant smoke test) with respirator that is 

personally issued. 

1.6 QUALITY ASSURANCE 

.1 Regulatory Requirements: comply with Federal, Provincial/Territorial and local 

requirements pertaining to asbestos, provided that in case of conflict among these 

requirements or with these specifications more stringent requirement applies. Comply 

with regulations in effect at the time work is performed. 

.2 Health and Safety: 

.1 Do construction occupational health and safety in accordance with Section 

01 35 29 - Health and Safety Requirements. 

.2 Safety Requirements: worker and visitor protection. 

.1 Protective equipment and clothing to be worn by workers while in 

Asbestos Work Area include: 
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.1 Air purifying half-mask respirator with N-100, R-100 or P-100 

particulate filter, personally issued to worker and marked as to 

efficiency and purpose, suitable for protection against asbestos 

and acceptable to Provincial Authority having jurisdiction. The 

respirator to be fitted so that there is an effective seal between 

the respirator and the worker's face, unless the respirator is 

equipped with a hood or helmet. The respirator to be cleaned, 

disinfected and inspected after use on each shift, or more often if 

necessary, when issued for the exclusive use of one worker, or 

after each use when used by more than one worker. The 

respirator to have damaged or deteriorated parts replaced prior to 

being used by a worker; and, when not in use, to be stored in a 

convenient, clean and sanitary location. The employer to 

establish written procedures regarding the selection, use and care 

of respirators, and a copy of the procedures to be provided to and 

reviewed with each worker who is required to wear a respirator. 

A worker not to be assigned to an operation requiring the use of 

a respirator unless he or she is physically able to perform the 

operation while using the respirator. 

.2 Disposable type protective clothing that does not readily retain 

or permit penetration of asbestos fibres. Protective clothing to be 

provided by the employer and worn by every worker who enters 

the work area, and the protective clothing to consist of a head 

covering and full body covering that fits snugly at the ankles, 

wrists and neck, in order to prevent asbestos fibres from reaching 

the garments and skin under the protective clothing. It includes 

suitable footwear, and it to be repaired or replaced if torn. 

.3 Eating, drinking, chewing, and smoking are not permitted in Asbestos Work 

Area. 

.4 Before leaving Asbestos Work Area, the worker can decontaminate his or her 

protective clothing by using a vacuum equipped with a HEPA filter, or by damp 

wiping, before removing the protective clothing, or, if the protective clothing will 

not be reused, place it in a container for dust and waste. The container to be dust 

tight, suitable for asbestos waste, impervious to asbestos, identified as asbestos 

waste, cleaned with a damp cloth or a vacuum equipped with a HEPA filter 

immediately before removal from the work area, and removed from the work 

area frequently and at regular intervals. 

.5 Ensure workers wash hands and face when leaving Asbestos Work Area. 

Facilities for washing. 

.6 Ensure that no person required to enter an Asbestos Work Area has facial hair 

that affects seal between respirator and face. 

.7 Visitor Protection: 

.1 Provide protective clothing and approved respirators to Authorized 

Visitors to work areas. 

.2 Instruct Authorized Visitors in the use of protective clothing, respirators 

and procedures. 



Wabush - ATB Boiler Upgrade Section 02 82 00.02 

Project No.R111141.001 Asbestos Abatement - Intermediate Precautions 

Wabush Airport Page 5 of 9 

 

 

.3 Instruct Authorized Visitors in proper procedures to be followed in 

entering into and exiting from Asbestos Work Area. 

1.7 WASTE MANAGEMENT AND DISPOSAL 

.1 Remove from site and dispose of packaging materials at appropriate recycling facilities. 

.2 Place materials defined as hazardous or toxic in designated containers. 

.3 Handle and dispose of hazardous materials in accordance with the CEPA, TDGA, 

Regional and Municipal regulations. 

.4 Fold up metal banding, flatten and place in designated area for recycling. 

.5 Disposal of asbestos waste generated by removal activities must comply with Federal, 

Provincial/Territorial and Municipal regulations. Dispose of asbestos waste in sealed 

double thickness 6 mils bags or leak proof drums. Label containers with appropriate 

warning labels. 

.6 Provide manifests describing and listing waste created. Transport containers by approved 

means to licenced landfill for burial. 

1.8 EXISTING CONDITIONS 

.1 Reports and information pertaining to ACMS to be handled, removed, or otherwise 

disturbed and disposed of during this Project are bound into this specification 

immediately as Annex A. 

.2 Notify Departmental Representative of friable material discovered during Work and not 

apparent from specifications, or report pertaining to Work. Do not disturb such material 

until instructed by Departmental Representative. 

1.9 SCHEDULING 

.1 Hours of Work: perform work outside of normal working hours. Include in Contract Sum 

additional costs due to this requirement. 

1.10 PERSONNEL TRAINING 

.1 Before beginning Work, provide Departmental Representative satisfactory proof that 

every worker has had instruction and training in hazards of asbestos exposure, in personal 

hygiene and work practices, in use of glove bag procedures, and in use, cleaning, and 

disposal of respirators and protective clothing. 

.2 Instruction and training related to respirators includes, at minimum: 

.1 Fitting of equipment. 

.2 Inspection and maintenance of equipment. 

.3 Disinfecting of equipment. 

.4 Limitations of equipment. 

.3 Instruction and training must be provided by competent, qualified person. 
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Part 2 Products 

2.1 MATERIALS 

.1 Drop and Enclosure Sheets: 

.1 Polyethylene: 0.15 mm thick. 

.2 FR polyethylene: 0.15 mm thick woven fibre reinforced fabric bonded both sides 

with polyethylene. 

.2 Wetting Agent: 50% polyoxyethylene ester and 50% polyoxyethylene ether mixed with 

water in concentration to provide thorough wetting of asbestos containing material. 

.3 Waste Containers: contain waste in two separate containers. 

.1 Inner container: 0.15 mm thick sealable polyethylene bag or where glove bag 

method is used, glove bag itself. 

.2 Outer container: sealable metal or fibre type where there are sharp objects 

included in waste material; otherwise outer container may be sealable metal or 

fibre type or second 0.15 mm thick sealable polyethylene bag. 

.3 Labelling requirements: affix preprinted cautionary asbestos warning, in both 

official languages, that is visible when ready for removal to disposal site. 

.4 Glove bag: 

.1 Acceptable materials: safe-T-Strip products in configuration suitable for Work, 

or Alternative material approved by addendum during tendering period in 

accordance with Instructions to Tenderers. 

.2 The glove bag to be equipped with: 

.1 Sleeves and gloves that are permanently sealed to the body of the bag to 

allow the worker to access and deal with the insulation and maintain a 

sealed enclosure throughout the work period. 

.2 Valves or openings to allow insertion of a vacuum hose and the nozzle of 

a water sprayer while maintaining the seal to the pipe, duct or similar 

structure. 

.3 A tool pouch with a drain. 

.4 A seamless bottom and a means of sealing off the lower portion of the 

bag. 

.5 A high strength double throw zipper and removable straps, if the bag is 

to be moved during the removal operation. 

.5 Tape: tape suitable for sealing polyethylene to surfaces under both dry and wet conditions 

using amended water. 

.6 Slow - drying sealer: non-staining, clear, water - dispersible type that remains tacky on 

surface for at least 8 hours and designed for purpose of trapping residual asbestos fibres. 

.1 Sealer: flame spread and smoke developed rating less than 50 and be compatible 

with new fireproofing. 
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Part 3 Execution 

3.1 SUPERVISION 

.1 Minimum of one Supervisor for every ten workers is required. 

.2 Approved Supervisor must remain within Asbestos Work Area during disturbance, 

removal, or other handling of asbestos-containing materials. 

3.2 PROCEDURES 

.1 Do construction occupational health and safety in accordance with Section 01 35 29.06 - 

Health and Safety Requirements. 

.2 Before beginning Work, at each access to Asbestos Work Area, install warning signs in 

both official languages in upper case 'Helvetica Medium' letters reading as follows, where 

number in parentheses indicates font size to be used: 'CAUTION ASBESTOS HAZARD 

AREA (25 mm)/NO UNAUTHORIZED ENTRY (19 mm)/WEAR ASSIGNED 

PROTECTIVE EQUIPMENT (19 mm)/BREATHING ASBESTOS DUST MAY 

CAUSE SERIOUS BODILY HARM (7 mm)'. 

.3 Before beginning Work remove visible dust from surfaces in work area where dust is 

likely to be disturbed during course of work. 

.1 Use HEPA vacuum or damp cloths where damp cleaning does not create hazard 

and is otherwise appropriate. 

.2 Do not use compressed air to clean up or remove dust from any surface. 

.4 Prevent spread of dust from Asbestos Work Area using measures appropriate to work to 

be done. 

.1 Use FR polyethylene drop sheets over flooring such as carpeting that absorbs 

dust and over flooring in work areas where dust or contamination cannot 

otherwise be safely contained. 

.2 When removing suspended ceilings and walls themselves do not enclose work 

area and when removing asbestos containing material from piping or equipment 

and "glove bag" method is not used erect enclosure of polyethylene sheeting 

around work area, shut off mechanical ventilation system serving work area and 

seal ventilation ducts to and from work area. 

.5 Before removing suspended ceilings, remove friable material on upper surfaces using 

HEPA vacuum equipment. 

.1 Remove and clean surfaces of ceiling panels using HEPA vacuum, wrap clean 

panels in 0.10 mm thick polyethylene, and store in building as directed by 

Departmental Representative. 

.2 Clean "T" grid suspension system, disconnect, wrap in 0.10 mm thick 

polyethylene, and store in building as directed by Departmental Representative. 

.6 Remove loose material by HEPA vacuum; thoroughly wet friable material containing 

asbestos to be removed or disturbed before and during Work unless wetting creates 

hazard or causes damage. 

.1 Use garden reservoir type low - velocity sprayer or airless spray equipment 

capable of producing mist or fine spray. 



Wabush - ATB Boiler Upgrade Section 02 82 00.02 

Project No.R111141.001 Asbestos Abatement - Intermediate Precautions 

Wabush Airport Page 8 of 9 

 

 

.2 Perform Work in a manner to reduce dust creation to lowest levels practicable. 

.7 Pipe Insulation Removal Using Glove Bag: 

.1 A glove bag not to be used to remove insulation from a pipe, duct or similar 

structure if: 

.1 It may not be possible to maintain a proper seal for any reason including, 

without limitation: 

.1 The condition of the insulation. 

.2 The temperature of the pipe, duct or similar structure. 

.2 The bag could become damaged for any reason including, without 

limitation. 

.1 The type of jacketing. 

.2 The temperature of the pipe, duct or similar structure. 

.2 Upon installation of the glove bag, inspect bag for any damage or defects. If any 

damage or defects are found, the glove bag is to be repaired or replaced. The 

glove bag to be inspected at regular intervals for damage and defects, and repair 

or replaced, as appropriately. The asbestos containing contents of the damaged or 

defective glove bag found during removal are to be wetted and the glove bag and 

its contents are to be removed and disposed of in an appropriate waste disposal 

container. Any damaged or defective glove bags are not be reused. 

.3 Place tools necessary to remove insulation in tool pouch. Wrap bag around pipe 

and close zippers. Seal bag to pipe with cloth straps. 

.4 Place hands in gloves and use necessary tools to remove insulation. Arrange 

insulation in bag to obtain full capacity of bag. 

.5 Insert nozzle of garden reservoir type sprayer into bag through valve and wash 

down pipe and interior of bag thoroughly. Wet surface of insulation in lower 

section of bag. 

.6 To remove bag after completion of stripping, wash top section and tools 

thoroughly. Remove air from top section through elasticized valve using a HEPA 

vacuum. Pull polyethylene waste container over glove bag before removing from 

pipe. Release one strap and remove freshly washed tools. Place tools in water. 

Remove second strap and zipper. Fold over into waste container and seal. 

.7 After removal of bag ensure that pipe is free of residue. Remove residue using 

HEPA vacuum or wet cloths. Ensure that surfaces are free of sludge which after 

drying could release asbestos dust into atmosphere. Seal exposed surfaces of pipe 

and ends of insulation with slow drying sealer to seal in any residual fibres. 

.8 Upon completion of Work shift, cover exposed ends of remaining pipe insulation 

with polyethylene taped in place. 

.8 Work is subject to visual inspection and air monitoring. Contamination of surrounding 

areas indicated by visual inspection or air monitoring will require complete enclosure and 

clean-up of affected areas. 

.9 Cleanup: 

.1 Frequently during Work and immediately after completion of work, clean up dust 

and asbestos containing waste using HEPA vacuum or by damp mopping. 
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.2 Place dust and asbestos containing waste in sealed dust tight waste bags. Treat 

drop sheets and disposable protective clothing as asbestos waste and wet and fold 

to contain dust and then place in waste bags. 

.3 Immediately before their removal from Asbestos Work Area and disposal, clean 

each filled waste bag using damp cloths or HEPA vacuum and place in second 

clean waste bag. 

.4 Seal and remove double bagged waste from site. Dispose of in accordance with 

requirements of Provincial/Territorial and Federal authority having jurisdiction. 

Supervise dumping and ensure that dump operator is fully aware of hazardous 

nature of material to be dumped and that guidelines and regulations for asbestos 

disposal are followed. 

.5 Perform final thorough clean-up of Asbestos Work Areas and adjacent areas 

affected by Work using HEPA vacuum. 

3.3 AIR MONITORING 

.1 From beginning of Work until completion of cleaning operations, Contractor to take air 

samples on daily basis outside of Asbestos Work Area enclosures in accordance with 

Provincial/Territorial Occupational Health and Safety Regulations. 

.1 Contractor will be responsible for monitoring inside and outside of the enclosure 

in accordance with applicable Provincial/Territorial Occupational Health and 

Safety Regulations. 

.2 If air monitoring shows that areas outside Asbestos Work Area enclosures are 

contaminated, enclose, maintain and clean these areas in same manner as that applicable 

to Asbestos Work Area. 

.3 Ensure that respiratory safety factors are not exceeded. 

.4 During the course of Work, Departmental Representative to measure fibre content of air 

outside Work areas by means of air samples analyzed by Phase Contrast Microscopy 

(PCM). 

.1 Stop Work when PCM measurements exceed 0.05 f/cc and correct procedures. 

END OF SECTION 


