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DEMOLITION NOTES

SURFACE AREA OF UPPER ROOF: 152.2 sq.m.
SURFACE AREA OF ELEVATOR MECHANICAL ROOM ROOF: 5.2sq.m.

SURFACE AREA OF LOWER ROOF: 23.2sq.m.
PERIMETER OF UPPER ROOF: 66.8 m.
PERIMETER OF MECHANICAL ROOM ROOF: 9.1 m.

PERIMETER OF LOWER ROOF: 19.5 m.
*ALL QUANTITIES ARE APPROXIMATE ONLY

1. CUT, REMOVE AND CONSERVE FOR REUSE EXISTING LEAD
COATED COPPER SKIRT FLASHING AROUND THE BASES OF
CHIMNEYS, ROOF HATCH, AND MECHANICAL ROOM. MAINTAIN
ALLOWANCE FOR SOLDERED JOINTS FOR REINSTATEMENT.

2. ALL OTHER ROOF PENETRATIONS TO BE REPLACED WITH NEW
SHEET METAL FLASHING OR ELSE, AS SPECIFIED.

3. REMOVE, STORE AND PRESERVE ROOF GAS PIPE SUPPORTS AS
REQUIRED. PROVIDE TEMPORARY SUPPORTS TO AVOID ANY
STRESS TO PIPES. REINSTATE ONCE THE GRANULATED CAP
SHEET INSTALLATION IS COMPLETE IN THE CONCERNED AREA.

4. EXISTING FLASHING SET IN BRICK JOINTS WITH SEALANT TO BE
REMOVED BY MASON WITH EXPERIENCE WITH SOFT BRICK
WORK. MASON TO CLEAN BRICK OF EXISTING SEALANT AND
PREPARE JOINT FOR NEW FLASHING.

5. CONTRACTOR TO SUBMIT DEMOLITION PLAN UPON START-UP

MEETING, INCLUDING METHODS OF REMOVAL AND LOCATIONS

OF WASTE BINS AND CHUTES. SUBJECT TO APPROVAL BY

DEPARTMENTAL REPRESENTATIVE.

NOTE: ROOF ANCHORS:

THE CONTRACTOR IS INFORMED OF THE LOCATIONS OF TWO
ANCHOR POINTS (MARKED WITH AN "X" AT ROOF HATCH AND AT THE
MECHANICAL ROOM PENTHOUSE). THE CONTRACTOR MUST
PROVIDE ADDITIONAL/TEMPORARY OR PERMANENT ANCHOR
POINTS, FENCING, ETC. TO PERFORM THE WORK IN STRICT
COMPLIANCE WITH THE ONTARIO OCCUPATIONAL HEALTH AND
SAFETY ACT, R.S.0. 1990,c.0.1. HAVE ALL INSTALLATIONS APPROVED
BY A STRUCTURAL ENGINEER AUTHORIZED TO PRACTICE IN THE
PROVINCE OF ONTARIO.
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CONSTRUCTION NOTES:
1. PROVIDE NEW LEAD COATED COPPER FLASHING COMPLETE WITH REGLET AS PER
DETAILS
2. RIENSTATE ALL CONSERVED SKIRT FLASHINGS AT THE BASE OF CHIMNEYS, ROOF Parks Parcs
HATCH, AND MECHANICAL ROOM C/W NEW SOLDERED JOINTS. I*I C
3. NO EXPOSED FASTENERS UPON REINSTATING COUNTER FLASHING AND SKIRTS. n Sim anada Canada
4. TERMINATION BAR FASTENERS TO FASTEN INTO PLYWOOD ONLY. NO FASTENERS INTO
BRICK FACES. W
5. CONTRACTOR TO VERIFY ALL ROOF PENETRATION PIPE DIAMETERS AND HEIGHT AT
THE SITE PRIOR TO ORDERING VENT STACK FLASHING COMPONENTS.
6. PROVIDE SUBMITTALS FOR ALL FASTENERS TO BE USED. |
7. MOCK-UPS ARE REQUIRED FOR 1-REGLETS, 2-COPPER FLASHING JUNCTIONS AT ROOF I
PERIMETER, AND 3-MECHANICAL PENTHOUSE PAINTING. ALSO REFERTO L sim
SPECIFICATIONS FOR ADDITIONAL DETAILS WHERE APPLICABLE. w n
NOTE: ROOF ANCHORS: W
THE CONTRACTOR IS INFORMED OF THE LOCATIONS OF TWO ANCHOR POINTS (MARKED 1\ 1
WITH AN "X" AT ROOF HATCH AND AT THE MECHANICAL ROOM PENTHOUSE). THE Caso1 /) , gg”;‘t'_tggase”
CONTRACTOR MUST PROVIDE ADDITIONAL/TEMPORARY OR PERMANENT ANCHOR POINTS, : ~— P .
FENCING, ETC. TO PERFORM THE WORK IN STRICT COMPLIANCE WITH THE ONTARIO A 104 D125 1 arcn!tect
OCCUPATIONAL HEALTH AND SAFETY ACT, R.S.0. 1990,c.0.1. HAVE ALL INSTALLATIONS §EEEE3"\E/EQ'% architecte
APPROVED BY STRUCTURAL ENGINEER AUTHORIZED TO PRACTICE IN THE PROVINCE OF T '
ONTARIO.
| |>< ()
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o 3 TO SPECIFICATIONS ROUND
MOULDINGS
WITH NEW PINE
— SALVAGED AND RE-USE N SALVAGED AND RE-USE LEADED MATERIAL AND
LEADED COPPER SKIRT 10 COPPER SKIRT FLASHING C/W FINISH
FLASHING C/W NEW i . =] NEW SOLDERED JOINTS MATCHING
SOLDERED JOINTS sim DOOR
B A301 RESTORATION.
33 98 % o |8 / \
|
411 INT. EXT.
608
i N\ Z | N\
N 7/ N i 7
/1 \MECHANICAL ROOM WEST ELEVATION /2 \MECHANICAL ROOM SOUTH ELEVATION /5 \DOOR SECTION

Qz_(yrm

@1:10
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2231

1831

146

1657

EXISTING EMBOSSED STEEL
SHEET METAL CLADDING/SIDING

\V/

— NEW ROOF AND LEAD-
COATED COPPER
PERIMETER FLASHING.
ROOF EDGE FLASHING
TO BE SINGLE LENGTH
FOR EACH SIDE OF
MECHANICAL ROOM
ROOF

— WOOD MOULDING TO
BE MAINTAINED AND
REPAINTED.

— REMOVE EXISTING
PAINT. REPAINT SIDING.

— SALVAGED AND RE-USE
LEADED COPPER SKIRT
FLASHING C/W NEW
SOLDERED JOINTS

2315

1915

EXISTING EMBOSSED STEEL
SHEET METAL CLADDING/SIDING

1657

—— ADD SLEEPERS TO PROVIDE A 2%
SLOPE MINIMUM IF EXISTING
SLOPE IS LESS THAN 2%.

— NEW ROOF AND LEAD-COATED
COPPER PERIMETER FLASHING.
ROOF EDGE FLASHING TO BE
SINGLE LENGTH FOR EACH SIDE
OF MECHANICAL ROOM ROOF

— WOOD MOULDING TO
BE MAINTAINED AND
REPAINTED.

— REMOVE EXISTING PAINT.
REPAINT SIDING.

— SALVAGED AND RE-USE LEADED
COPPER SKIRT FLASHING C/W
NEW SOLDERED JOINTS

AN

/3 \MECHANICAL ROOM EAST ELEVATION

4 \MECHANICAL ROOM NORTH ELEVATION

@1:10

@1:10
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EXISTING BUILT-UP ROOF
AND FIBREBOARD TO BE
REMOVED AND DISPOSED OF

EXISTING LEAD COATED
COPPER FLASHING AND
GRAVEL STOP TO BE
REMOVED AND DISPOSED OF

EXISTING LEAD
COATED COPPER
FLASHING TO REMAIN

SN

SELF-ADHERED GRANULATED CAP
SHEET MEMBRANE, ADHERED

4.8mm FACTORY-LAMINATED BASE
SHEET AND PROTECTION BOARD,
ADHERED

330mm WIDE SELF-ADHERED MEMBRANE,
ADHERED

SEALING COMPOUND WITH REINFORCING
FABRIC AT EDGE, CONTINUOUS

NEW 15.9mm PLYWOOD BOARD MECHANICALLY
FASTENED TO EXISTING WOOD DECKING

NEW LEAD COATED COPPER FLASHING
PROFILE

EXISTING LEAD COATED COPPER FLASHING
TO REMAIN

Sim

SELF-ADHERED GRANULATED CAP
SHEET MEMBRANE, ADHERED

SEALING COMPOUND AT EDGE, BELOW ———
METAL FLASHING, CONTINUOUS

10mm HEAD DIA. x 30mm MIN. LONG ——
COPPER ROOFING NAIL

SEALING COMPOUND WITH ——
REINFORCING FABRIC AT EDGE,
CONTINUOUS

4.8mm FACTORY-LAMINATED BASE ——
SHEET AND PROTECTION BOARD,
ADHERED

330mm WIDE SELF-ADHERED MEMBRANE, ——
ADHERED

NEW 15.9mm PLYWOOD BOARD
MECHANICALLY FASTENED TO EXISTING
WOOD DECKING

SELF-ADHERED GRANULATED CAP ——
SHEET MEMBRANE, ADHERED

JOINT SEALING MEMBRANE, ADHERED ———

100 MIN.
ING.IF MARGI ALLY WIDER

—— 7 7
T T T 7L LT
S s 7 I 22
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% NEW LEAD COATED COPPER FLASHING ggnerltltig;seil
EXISTING WOOD DECKING, PROFILE P
25 x 125mm NOMINAL architect
EXISTING LEAD COATED COPPER FLASHING hitect
TO REMAIN architecte
WOOD TRIMS TO

EXISTING WOOD TRIM TO REMAIN

REMAIN
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EXISTING WOOD DECKING, ——
25 x 125mm NOMINAL

/A TYPICAL ROOF EDGE DEMOLITION /2 \TYPICAL ROOF EDGE NEW WORK /3 \ROOF EDGE ENLARGED
@ 1:5 @ 1:5 W 1:2

—— SEALING COMPOUND WITH REINFORCING
FABRIC AT EDGE, CONTINUOUS

330mm WIDE SELF-ADHERED MEMBRANE,
ADHERED

SELF-ADHERED GRANULATED CAP SHEET
MEMBRANE, ADHERED

— 4.8mm FACTORY-LAMINATED BASE SHEET AND
PROTECTION BOARD, ADHERED

1 1/4" BUILT-UP ROOF WITH EMBEDDED
GRAVEL TO BE REMOVED

7/16" FIBREBOARD / "TENTEST" TO BE
REMOVED

1 1/4" x 5" NOMINAL DIMENSION TONGUE
& GROOVE BOARDS TO REMAIN

S A A T 2
SOSOHSOHSOHS = = @ iee; 2"x 4" LUMBER TO REMAIN

330mm WIDE SELF-ADHERED MEMBRANE,
ADHERED

R-1

NEW 15.9mm PLYWOOD BOARD WITH

SLEEPERS TO CREATE 2% SLOPE AS

INDICATED AND MECHANICALLY FASTENED TO

EXISTING WOOD DECKING

EXISTING WOOD DECKING, 1 1/4" x 5"

NOMINAL

EXISTING EDGE

FLASHING TO BE COPPER METAL EDGE FLASHING, TYPE
]\\ REMOVED AND GAUGE AS SPECIFIED 2 REVISED ISSUED FOR TENDER 2022/05/05
é' EXISTING 2" x 4" NOMINAL LUMBER 1 ISSUED FOR TENDER 2022/03/30
B (PRESUMABLY) no. description date

| EXISTING WOOD EXISTING WALL ASSEMBLY,

SOFFIT TO REMAIN COMPOSITION UNKNOWN
T~ SIDING TO BE REFINISHED AS PER
SPECIFICATIONS

@MECHANICAL ROOM ROOF DEMOLITION @MECHANICAL ROOM ROOF NEW WORK

issued or revised
émis ou revisé

EXISTING MANSARD ROOF ASSEMBLY

MORTAR JOINT AS SPECIFIED Q~\ ‘7
S 5 2

< ©)
@) CHITECTS =2

COPPER METAL FLASHING, TYPE

AND GAUGE AS SPECIFIED, SLOPE z )
_ FLASHING AT 45° AS SHOWN 7 foTRAN GNGRAS 5
PRECAST POLYESTER RESIN BLOCK Sim LICENCE S
a SEALING JOINT, CONTINUOUS 8996
FILLING COMPOUND APPLICATION TR
SEALANT COMPOUND @
3x30mm THICK TERMINATION BAR
SELF-ADHERED GRANULATED CAP al : AND FASTENER, 150mm project
SHEET MEMBRANE, ADHERED d
\ NEW 19.1mm PLYWOOD BOARD MECHANICALLY projet
4.8mm FACTORY-LAMINATED \& FASTENED @ 300mm O.C. TO EXISTING WALL
BASE SHEET AND PROTECTION AT MORTAR JOINTS
— EXISTING BOX CLADDED WITH METAL BOARD, ADHERED ——==
REUSED CONSERVED FLASHING
FLASHING TO REMAIN SEALING COMPOUND. i - \I\ I LAU RI ER HOUSE
=~ = CONTINUOUS APPLICATION | SELF-ADHERED MEMBRANE FLASHING F LAT ROO F
FILLING COMPOUND SELF-ADHERED MEMBRANE FLASHING St k 8 4.8mm FACTORY-LAMINATED BASE SHEET AND
PRECAST POLYESTER RESIN BLOCK /LW/HJ[ § 50 PROTECTION BOARD, ADHERED REHABILITATI O N
B FILL GAPS WITH ROCK WOOL BATT A u L | 3
SEALANT COMPOUND INSULATION, AS SPECIFIED . Il b I\SAEﬁBgEAHNEER/EBfEF;AENDULATED CAP SHEET
25 MM M'N. 4.8mm FACTORY-LAMINATED BASE SHEET | | I__ o= = ——
‘ . AND PROTECTION BOARD, ADHERED EXISTING PENETRATING PIPING I B // R-1 NEW 15.9mm PLYWOOD BOARD MECHANICALLY
< FASTENED TO EXISTING WOOD DECKING
Al B B SELF-ADHERED GRANULATED CAP SHEET REUSED CONSERVED FLASHING , ) =1 L\ O\ l .
< || drawing
, MEMBRANE, ADHERED — "o En .
ps | P g S EXISTING WOOD DECKING, 1 1/4" x 5 dessin
<\ H B E MECHANICALLY FASTENED TO 4.8mm FACTORY-LAMINATED | EXISTING BRICK MASONRY
L\ 1:1I = = | i EXISTING WOOD DECKING BASE SHEET AND PROTECTION N >/\ — DETAILS
= & BOARD, ADHERED || < EXISTING WOOD STRUCTURE
——— EXISTING WOOD DECKING, 1 1/4" x 5" SELF-ADHERED GRANULATED CAP || \>/
NOMINAL SHEET MEMBRANE, ADHERED 50 150
FILL GAPS WITH ROCK WOOL BATT NEW 15.9mm PLYWOOD BOARD p o 1
15 INSULATION, AS SPECIFIED MECHANICALLY FASTENED TO % o~ (]
EXISTING WOOD DECKING —~ e =
——— EXISTING WOOD STRUCTURE @ S
AN él Y o
—— EXISTING PENETRATING PIPING, PROVIDE N PN : ‘ 3}—
FOR A CONDENSATION MEASURE TO BE EXISTING WOOD DECKING, 1 1/4" x5 = approve(:j by SG
)/ PROVIDED AT CONSTRUCTION STAGE NOMINAL —— approuve par
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MORTAR JOINT AS SPECIFIED

COPPER METAL FLASHING, TYPE AND GAUGE
AS SPECIFIED

SEALING JOINT, CONTINUOUS
APPLICATION

3x30mm THICK TERMINATION BAR
AND FASTENER, 150mm

NEW 19.1mm PLYWOOD BOARD MECHANICALLY
FASTENED @ 300mm O.C. TO EXISTING WALL
AT MORTAR JOINTS

REUSED CONSERVED FLASHING, C/W NEW
SOLDERED JOINTS AT CORNERS

SELF-ADHERED MEMBRANE FLASHING

4.8mm FACTORY-LAMINATED BASE SHEET AND
PROTECTION BOARD, ADHERED

SELF-ADHERED GRANULATED CAP SHEET

MEMBRANE, ADHERED

NEW 15.9mm PLYWOOD BOARD MECHANICALLY
FASTENED TO EXISTING WOOD DECKING

| EXISTING WOOD DECKING, 1 1/4" x 5"

NOMINAL

[ EXISTING BRICK MASONRY

[ EXISTING WOOD STRUCTURE

-

—

—

COPPER METAL FLASHING, TYPE
AND GAUGE AS SPECIFIED, SLOPE
FLASHING AT 5° MIN. AS SHOWN

SEALING COMPOUND,
CONTINUOUS APPLICATION

3x30mm THICK TERMINATION BAR
AND FASTENER, 150mm

REUSED CONSERVED FLASHING

NEW 19.1mm PLYWOOD BOARD MECHANICALLY
FASTENED @ 300mm O.C. TO EXISTING WALL

SELF-ADHERED MEMBRANE FLASHING

4.8mm FACTORY-LAMINATED BASE SHEET AND
PROTECTION BOARD, ADHERED

SELF-ADHERED GRANULATED CAP SHEET
MEMBRANE, ADHERED

NEW 15.9mm PLYWOOD BOARD MECHANICALLY
FASTENED TO EXISTING WOOD DECKING

EXISTING WOOD DECKING, 1 1/4" x 5"
NOMINAL

EXISTING WALL ASSEMBLY

EXISTING WOOD STRUCTURE

ADD EPDM COMPRESSIVE WEATHERSTRIP
AROUND ENTIRE DOOR PERIMETER

25mm X 25mm WOOD BLOCK TO SUPPORT
FLASHING AROUND ENTIRE DOOR PERIMETER, C/W
GROOVE FOR INTEGRATED WEATHERSTRIP

RESTORED WOOD DOOR

DOOR SWEEP WITH RUBBER BASE

—— COPPER METAL FLASHING, TYPE AND GAUGE AS
SPECIFIED, RETURNED AT BOTH SIDE OF WALL

—— SEALING JOINT, CONTINUOUS
APPLICATION

REUSED CONSERVED FLASHING, C/W

>

L

uj

TSR

NEW SOLDERED JOINTS AT CORNERS

—— SELF-ADHERED MEMBRANE FLASHING,
|| UPTURNED AT BOTH SIDES OF DOOR FRAME

_—— 4.8mm FACTORY-LAMINATED BASE SHEET AND
PROTECTION BOARD, ADHERED

||
Iéi /
SELF-ADHERED GRANULATED CAP SHEET
0 0, |

MEMBRANE, ADHERED AND UPTURNED AT
> BOTH SIDES OF DOOR FRAME

- NEW 15.9mm PLYWOOD BOARD MECHANICALLY
N FASTENED TO EXISTING WOOD DECKING

| EXISTING WOOD DECKING, 1 1/4" x 5"
NOMINAL

|7 EXISTING WALL ASSEMBLY

|7 EXISTING WOOD STRUCTURE

1\ BRICK CHIMNEY UPTURN DETAIL

2 \MECHANICAL ROOM UPTURN DETAIL

/3 \MECHANICAL ROOM DOOR SILL DETAIL

W1:5

W1:5

WMS

— NEW COPPER METAL FLASHING,

TYPE AND GAUGE AS SPECIFIED

SEALING JOINT, CONTINUOUS
APPLICATION

REUSED CONSERVED FLASHING, C/W
NEW SOLDERED JOINTS AT CORNERS

SELF-ADHERED MEMBRANE FLASHING

4.8mm FACTORY-LAMINATED BASE SHEET AND
PROTECTION BOARD, ADHERED

SELF-ADHERED GRANULATED CAP SHEET
MEMBRANE, ADHERED

NEW 15.9mm PLYWOOD BOARD MECHANICALLY
FASTENED TO EXISTING WOOD DECKING

EXISTING WOOD DECKING, 1 1/4" x 5"
NOMINAL

[ EXISTING ROOF HATCH

[ EXISTING WOOD STRUCTURE

4\ ROOF HATCH DETAIL

Wms

EXISTING BRICK MASONRY

RAKE OUT 38mm OF MORTAR USING —
HAND TOOLS. DO NOT DAMAGE BRICK.
CLEAN JOINT OF ALL LOOSE MORTAR
AND DEBRIS.

COPPER METAL
/ FLASHING, TYPE AND
GAUGE AS SPECIFIED

FILL JOINT WITH MORTAR AFTER — =

INSTALLATION OF FLASHING. / \3§
COMPACT MORTAR.

ENSURE REMAINING
MORTAR IS SOUND.

< | —— 3x30mm THICK TERMINATION BAR

HZ AND FASTENED TO PLYWOOD
ii§ § EVERY 150mm
— 8|
Ig |~ SELF-ADHERED GRANULATED CAP
; SHEET MEMBRANE, ADHERED

mvx SELF-ADHERED MEMBRANE
\ FLASHING
NEW 19.1mm PLYWOOD BOARD
MECHANICALLY FASTENED @
300mm O.C. TO EXISTING WALL

AT MORTAR JOINTS. DO NOT
FASTEN TO FACE OF BRICK.

460

CHIMNEY CAP, AS SPECIFIED

TWO-PIECE HOT PIPE COLLAR, AS
SPECIFIED

6" DIA. HOT PIPE FLASHING, AS SPECIFIED

HIGH TEMPERATURE / FIRE RATED
SEALING COMPOUND

SEALING COMPOUND

PROTECTION BOARD, ADHERED

SELF-ADHERED GRANULATED CAP SHEET
MEMBRANE, ADHERED

FASTENED TO EXISTING WOOD DECKING

—— EXISTING WOOD DECKING, 1 1/4" x 5"
NOMINAL

[~ FILL GAPS WITH ROCK WOOL BATT
INSULATION, AS SPECIFIED

— EXISTING WOOD STRUCTURE

GALVANIZED STEEL SLEEVE OVER DECK
AND STRUCTURE

—— EXISTING CELLULOSE INSULATION LEVEL

Yy

AJEEETEET

N

460
T

A\

Yy

N

YT Y Y

VENT CAP IF REQUIRED, AS SPECIFIED

VARIABLE DIAMETER AND HEIGHT VENT
STACK FLASHING, AS SPECIFIED.
CONTRACTOR TO SURVEY ALL
PROJECTIONS PRIOR TO ORDER.

SEALING COMPOUND

—— POLYESTER REINFORCED FLASHING BASE
PLY

—— 4.8mm FACTORY-LAMINATED BASE SHEET AND
PROTECTION BOARD, ADHERED

SELF-ADHERED GRANULATED CAP SHEET
MEMBRANE, ADHERED

NEW 15.9mm PLYWOOD BOARD MECHANICALLY
FASTENED TO EXISTING WOOD DECKING

—— EXISTING WOOD DECKING, 1 1/4" x 5"
NOMINAL

X FILL GAPS WITH ROCK WOOL BATT

INSULATION, AS SPECIFIED

— EXISTING WOOD STRUCTURE

[ —————— WRAP STACK PIPE WITH 1" THICK

INSULATION+FOIL TO EXISTING
CELLULOSE INSULATION LEVEL

- | —— EXISTING CELLULOSE INSULATION LEVEL
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POLYESTER REINFORCED FLASHING BASE PLY

4.8mm FACTORY-LAMINATED BASE SHEET AND

/7 \ROOF VENT DETAIL

w«s

EW 15.9mm PLYWOOD BOARD MECHANICALLY

+/-100

SEALING COMPOUND AT
EDGE, CONTINUOUS ~

10mm HEAD DIA. x 30mm MIN. ——
LONG COPPER ROOFING NAIL

—— SELF-ADHERED GRANULATED ————__ |
CAP SHEET MEMBRANE,
ADHERED

— SEALING COMPOUND WITH
REINFORCING FABRIC AT EDGE,
CONTINUOUS

\ NEW LEAD COATED COPPER —— |

FLASHING, TYPE AND GAUGE AS
SPECIFIED, OVERLAPPED 50mm,

CRIMPED AND SEALED AT ALL
SEAMS

4.8mm FACTORY-LAMINATED
BASE SHEET AND PROTECTION
BOARD, ADHERED

330mm WIDE SELF-
ADHERED MEMBRANE,
ADHERED

EXISTING LEAD COATED
COPPER FLASHING TO
REMAIN

NEW 15.9mm PLYWOOD

BOARD MECHANICALLY

FASTENED TO EXISTING
WOOD DECKING

EXISTING WOOD DECKING, ——
25 x 125mm NOMINAL

EXISTING WOOD STRUCTURE /

/5 \YHORIZONTAL MORTAR REGLET DETAIL

/6 \ROOF CHIMNEY DETAIL

/8 \EDGE FLASHING OVERLAP DETAIL
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