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GENERAL NOTES
1. ALL DIMENSIONS ARE IN MILLIMETERS EXCEPT GRADE, FLOOR 

ELEVATIONS AND PROPERTY LINE DIMENSIONS (SHOWN IN METERS). 
2. REFER TO THE SPECIFICATIONS FOR PRODUCTS AND PROCEDURES.
3. CONTRACTOR TO COORDINATE WITH PROPERTY OWNER FOR WORK 

RESTRICTIONS, BARRIERS, ENCLOSURES AND LAY-DOWN AREAS.
4. CONTRACTOR TO COMPLY WITH ALL APPLICABLE HEALTH AND 

SAFETY REQUIREMENTS IN THE PROVINCE OF ONTARIO
5. JOB SITE SHALL BE KEPT CLEAN AND TIDY THROUGHOUT EACH DAY 

AND CLEANED AT THE END OF EACH WORKDAY.
6. PROTECT THE HERITAGE BUILDING, LANDSCAPE AND NEIGHBOURING 

PROPERTIES THROUGHOUT THE COURSE OF THE WORK.
7. REPLACE ANY DAMAGED COMPONENTS AT NO ADDITIONAL COST TO 

THE OWNER.
8. CONTRACTOR SHALL COMPLY WITH ALL PROVINCIAL AND FEDERAL 

COVID-19 RESTRICTIONS AND PROCEDURES.

DEMOLITION NOTES
1. DEMOLISH ELEMENTS ONLY AS NOTED IN DRAWINGS INCLUDING ANY 

DEMOLITION NECESSARY TO INSTALL NEW MATERIAL. 
2. SALVAGE ELEMENTS AS NOTED IN THE DRAWINGS AND 

SPECIFICATIONS.
3. REMOVE, STORE AND PRESERVE ROOF GAS PIPE SUPPORTS AS 

REQUIRED. PROVIDE TEMPORARY SUPPORTS TO AVOID ANY STRESS 
TO PIPES. REINSTATE ONCE THE GRANULATED CAP SHEET 
INSTALLATION IS COMPLETE IN THE CONCERNED AREA.

4. PERFORM A SITE WALK-THROUGH WITH CONSULTANT PRIOR TO 
COMMENCEMENT OF DEMOLITION.

5. PROTECT ALL EXISTING ELEMENTS TO REMAIN.
6. EXISTING FLASHING SET IN BRICK JOINTS WITH SEALANT TO BE 

REMOVED BY MASON WITH EXPERIENCE WITH SOFT BRICK WORK.  
MASON TO CLEAN BRICK OF EXISTING SEALANT AND PREPARE JOINT 
FOR NEW FLASHING.

SITE ACCESS AND PROTECTION NOTES

1. CONTRACTOR TO COORDINATE ALL SITE ACCESS AND PROTECTION 
MEASURES WITH PARKS CANADA AGENCY REPRESENTATIVE.

2. CONTRACTOR TO SUBMIT SITE MOBILIZATION PLAN FOR APPROVAL  
PRIOR TO COMMENCEMENT OF WORK.

ROOFING PROCEDURES

1. REFER TO SECTION 07 52 00 FOR ALL ROOFING PROCEDURES.

CHAPEL STREET

LAURIER AVENUE EAST

R1 - TYPICAL NEW MOD-BIT ROOF ASSEMBLY

- SELF-ADHERED GRANULATED CAP SHEET MEMBRANE (OVER PRIMED SURFACE)\
- SELF-ADHERED JOINT COVER MEMBRANE (OVER PRIMED SURFACE)
- FACTORY-LAMINATED BASE PANEL (ADHESIVE REQUIRED AT THE SPECIFIED RATE)
- NEW 15.9mm PLYWOOD BOARD MECHANICALLY FASTENED TO EXISTING WOOD DECKING
- EXISTING WOOD STRUCTURE, INCLUDING WOOD DECKING AND JOISTS TO REMAIN
- EXISTING VENTILATED ROOF CAVITY

NOTE: THE USE OF ADHESIVES IS PROHIBITED IN THE  INSTALLATION OF THE PLYWOOD 
BOARD ON TOP OF THE EXISTING ROOF PLANKS
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BRICK WALL EDGE.

SLATE ROOF EDGE.

FASCIA BOARD EDGE.

100 D/110 H
SHEET METAL

VENT SCREENED 
ON TOP.

117 D/210 H
7mm CAST IRON VENT.
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115 D/310 H
CAST IRON STACK, 
7mm THICK.

115 D/120 H
CAPPED AL. VENT.

ROOF HATCH - CUT 
AND CONSERVE 
BASE FLASHING FOR 
RE-USE

100 D/906 H
SHEET METAL
CAPPED VENT.

67
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104 D/125 H
SHEET METAL
CAPPED VENT.

115 D/500 H
VENT STACK,
7mm THICK.

125 D/140 H
CAST IRON
VENT STACK,
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NEW PENETRATION & FLASHING

PENETRATION AND FLASHING -
120 x 180 BOX TYPE

FREESTANDING
SUPPORT

TYPICAL: FOR ALL BUILT-UP ROOF AREAS REMOVE GRAVEL, ASPHALTIC 
MEMBRANE AND FIBREBOARD TO EXPOSE ROOF DECKING BOARDS. WOOD 
DECKING TO REMAIN.

TYPICAL: PERIMETER LEAD-COATED COPPER FLASHING. REMOVE UPPER 
PORTION OF THE FLASHING, INCLUDING THE GRAVEL STOP. CONSERVE 
THE UNAFFECTED LOWER FLASHING COMPONENT. REFER TO DETAILS.

SURFACE AREA OF UPPER ROOF: 152.2 sq.m.
SURFACE AREA OF ELEVATOR MECHANICAL ROOM ROOF: 5.2sq.m. 

PERIMETER OF UPPER ROOF: 66.8 m.

PERIMETER OF LOWER ROOF: 19.5 m. 

EXISTING LOWER ROOF

EXISTING MECHANICAL 
ROOM ROOF

DORMER PERIMETER LEAD COATED COPPER FLASHING TO REMAIN

DORMER MODIFIED-BITUMEN ROOF TO REMAIN

*ALL QUANTITIES ARE APPROXIMATE ONLY

EXISTING MECHANICAL EQUIPMENT 
BASE - CUT AND CONSERVE BASE 
FLASHING FOR RE-USE

REMOVE PAINT FROM 
EXISTING GALVANIZED 
SIDING ON ALL 4 SIDES 

OF ELEVATOR 
MECHANICAL ROOM

REPAIR/PAINT EXISTING 
WOOD DOOR AS PER 
INSTRUCTIONS AND 
SPECIFICATIONS

REMOVE TEMPORARILY EXISTING 
FLASHING AT BASE OF CHIMNEY 

FOR RE-USE

EXISTING MASONRY CHIMNEY TO 
REMAIN - CAP FLASHING NIC

EXISTING MASONRY CHIMNEY TO 
REMAIN - CAP FLASHING NIC

EXISTING MASONRY CHIMNEY TO 
REMAIN - CAP FLASHING NIC

EXISTING MASONRY CHIMNEY TO 
REMAIN - CAP FLASHING NIC

DORMER PERIMETER LEAD 
COATED COPPER 
FLASHING TO REMAIN

DORMER MODIFIED-
BITUMEN ROOF TO REMAIN100 D/906 H

SHEET METAL
CAPPED VENT.

EXISTING GAS PIPE 
TO REMAIN, 
INCLUDING PIER 
SUPPORTS

2.
0°

DEMOLITION NOTES
1. CUT, REMOVE AND CONSERVE FOR REUSE EXISTING LEAD 

COATED COPPER SKIRT FLASHING AROUND THE BASES OF 
CHIMNEYS, ROOF HATCH, AND MECHANICAL ROOM. MAINTAIN 
ALLOWANCE FOR SOLDERED JOINTS FOR REINSTATEMENT.

2. ALL OTHER ROOF PENETRATIONS TO BE REPLACED WITH NEW 
SHEET METAL FLASHING OR ELSE, AS SPECIFIED.

3. REMOVE, STORE AND PRESERVE ROOF GAS PIPE SUPPORTS AS 
REQUIRED. PROVIDE TEMPORARY SUPPORTS TO AVOID ANY 
STRESS TO PIPES. REINSTATE ONCE THE GRANULATED CAP 
SHEET INSTALLATION IS COMPLETE IN THE CONCERNED AREA.

4. EXISTING FLASHING SET IN BRICK JOINTS WITH SEALANT TO BE 
REMOVED BY MASON WITH EXPERIENCE WITH SOFT BRICK 
WORK.  MASON TO CLEAN BRICK OF EXISTING SEALANT AND 
PREPARE JOINT FOR NEW FLASHING.

5. CONTRACTOR TO SUBMIT DEMOLITION PLAN UPON START-UP 
MEETING, INCLUDING METHODS OF REMOVAL AND LOCATIONS 
OF WASTE BINS AND CHUTES. SUBJECT TO APPROVAL BY 
DEPARTMENTAL REPRESENTATIVE.

TYPICAL: FOR ALL BUILT-UP ROOF 
AREAS REMOVE GRAVEL, 

ASPHALTIC MEMBRANE AND 
FIBREBOARD TO EXPOSE ROOF 

DECKING BOARDS. WOOD DECKING 
TO REMAIN.

TYPICAL: FOR ALL BUILT-UP ROOF 
AREAS REMOVE GRAVEL, 

ASPHALTIC MEMBRANE AND 
FIBREBOARD TO EXPOSE ROOF 

DECKING BOARDS. WOOD DECKING 
TO REMAIN.

REMOVE TEMPORARILY EXISTING 
FLASHING BELOW SOFFIT FOR RE-USE

NOTE: ROOF ANCHORS:
THE CONTRACTOR IS INFORMED OF THE LOCATIONS OF TWO 
ANCHOR POINTS (MARKED WITH AN "X" AT ROOF HATCH AND AT THE 
MECHANICAL ROOM PENTHOUSE). THE CONTRACTOR MUST 
PROVIDE ADDITIONAL/TEMPORARY OR PERMANENT ANCHOR 
POINTS, FENCING, ETC. TO PERFORM THE WORK IN STRICT 
COMPLIANCE WITH THE ONTARIO OCCUPATIONAL HEALTH AND 
SAFETY ACT, R.S.O. 1990,c.O.1. HAVE ALL INSTALLATIONS APPROVED 
BY A STRUCTURAL ENGINEER AUTHORIZED TO PRACTICE IN THE 
PROVINCE OF ONTARIO.

SURFACE AREA OF LOWER ROOF: 23.2sq.m. 

EXISTING ANCHOR 
POINT

EXISTING ANCHOR 
POINT

PERIMETER OF MECHANICAL ROOM ROOF: 9.1 m.

0 1 2 5 10

AFFECTED AREA

ITEM TO BE DEMOLISHED

ITEM TO REMAIN

LINE/HATCH LEGEND

KEEGUARD TO BE REMOVED, 
STORED TEMPORARILY AND 

REINSTATED AT THE END OF THE 
PROJECT. STORAGE AT GROUND 

LEVEL IS NOT AUTHORIZED.
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BRICK WALL EDGE.

SLATE ROOF EDGE.

FASCIA BOARD EDGE.

117 D/210 H
7mm CAST IRON VENT.
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CONSTRUCTION NOTES:
1. PROVIDE NEW LEAD COATED COPPER FLASHING COMPLETE WITH REGLET AS PER 

DETAILS
2. RIENSTATE ALL CONSERVED SKIRT FLASHINGS AT THE BASE OF CHIMNEYS, ROOF 

HATCH, AND MECHANICAL ROOM C/W NEW SOLDERED JOINTS.
3. NO EXPOSED FASTENERS UPON REINSTATING COUNTER FLASHING AND SKIRTS.
4. TERMINATION BAR FASTENERS TO FASTEN INTO PLYWOOD ONLY. NO FASTENERS INTO 

BRICK FACES.
5. CONTRACTOR TO VERIFY ALL ROOF PENETRATION PIPE DIAMETERS AND HEIGHT AT 

THE SITE PRIOR TO ORDERING VENT STACK FLASHING COMPONENTS.
6. PROVIDE SUBMITTALS FOR ALL FASTENERS TO BE USED.
7. MOCK-UPS ARE REQUIRED FOR 1-REGLETS, 2-COPPER FLASHING JUNCTIONS AT ROOF 

PERIMETER, AND 3-MECHANICAL PENTHOUSE PAINTING. ALSO REFER TO 
SPECIFICATIONS FOR ADDITIONAL DETAILS WHERE APPLICABLE.

100 D/110 H
SHEET METAL

VENT SCREENED 
ON TOP.

100 D/110 H
SHEET METAL
CAPPED VENT.

104 D/125 H
SHEET METAL
CAPPED VENT.

115 D/310 H
CAST IRON STACK,
7mm THICK.

115 D/120 H
CAPPED AL. VENT.

100 D/906 H
SHEET METAL
CAPPED CHIMNEY.

104 D/125 H
SHEET METAL
CAPPED VENT.

115 D/500 H
VENT STACK,
7mm THICK.

125 D/140 H
CAST IRON STACK,
7mm THICK.

STACK VENT

NEW PENETRATION 
FLASHING AT GAS PIPE 
PENETRATION

100 D/906 H
SHEET METAL
CAPPED VENT.
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NOTE: ROOF ANCHORS:
THE CONTRACTOR IS INFORMED OF THE LOCATIONS OF TWO ANCHOR POINTS (MARKED 
WITH AN "X" AT ROOF HATCH AND AT THE MECHANICAL ROOM PENTHOUSE). THE 
CONTRACTOR MUST PROVIDE ADDITIONAL/TEMPORARY OR PERMANENT ANCHOR POINTS, 
FENCING, ETC. TO PERFORM THE WORK IN STRICT COMPLIANCE WITH THE ONTARIO 
OCCUPATIONAL HEALTH AND SAFETY ACT, R.S.O. 1990,c.O.1. HAVE ALL INSTALLATIONS 
APPROVED BY STRUCTURAL ENGINEER AUTHORIZED TO PRACTICE IN THE PROVINCE OF 
ONTARIO.

EXISTING ROOF ANCHOR

EXISTING ROOF ANCHOR

EXISTING MEMBRANE ROOF 
ABOVE BAY WINDOW TO REMAIN

EXISTING MEMBRANE ROOF 
ABOVE BAY WINDOW TO REMAIN

7

A300

Sim

0 1 2 5 10

A2012
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m

A201

3Sim

A201 4

Si
m

A201

1 Sim

ROOF WIND UPLIFT REQUIRED RESISTANCE

-2.4 kPa

-1.2 kPa

-1.0 kPa

NOTE: REFER TO SPECIFICATION FOR ADHESIVE 
REQUIREMENTS ACCORDING TO WIND UPLIFT RESISTANCE
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16
57

REMOVE EXISTING 
PAINT. REPAINT SIDING.

1831

14
6

2231

NEW ROOF AND LEAD-
COATED COPPER 
PERIMETER FLASHING. 
ROOF EDGE FLASHING 
TO BE SINGLE LENGTH 
FOR EACH SIDE OF 
MECHANICAL ROOM 
ROOF

SALVAGED AND RE-USE 
LEADED COPPER SKIRT 
FLASHING C/W NEW 
SOLDERED JOINTS

EXISTING EMBOSSED STEEL 
SHEET METAL CLADDING/SIDING

WOOD MOULDING TO 
BE MAINTAINED AND 
REPAINTED.

16
57 REMOVE EXISTING PAINT. 

REPAINT SIDING.

1915

2315

NEW ROOF AND LEAD-COATED 
COPPER PERIMETER FLASHING. 
ROOF EDGE FLASHING TO BE 
SINGLE LENGTH FOR EACH SIDE 
OF MECHANICAL ROOM ROOF

ADD SLEEPERS TO PROVIDE A 2% 
SLOPE MINIMUM IF EXISTING 
SLOPE IS LESS THAN 2%.

SALVAGED AND RE-USE LEADED 
COPPER SKIRT FLASHING C/W 
NEW SOLDERED JOINTS

EXISTING EMBOSSED STEEL 
SHEET METAL CLADDING/SIDING

WOOD MOULDING TO 
BE MAINTAINED AND 
REPAINTED.
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REMOVE EXISTING PAINT. 
REPAINT SIDING.

1915

2315

DOOR TO BE RESTORED - REFER 
TO SPECIFICATIONS

NEW ROOF AND LEAD-COATED 
COPPER PERIMETER FLASHING. 
ROOF EDGE FLASHING TO BE 
SINGLE LENGTH FOR EACH SIDE 
OF MECHANICAL ROOM ROOF

ADD SLEEPERS TO PROVIDE A 2% 
SLOPE MINIMUM IF EXISTING 
SLOPE IS LESS THAN 2%.

SALVAGED AND RE-USE LEADED 
COPPER SKIRT FLASHING C/W 
NEW SOLDERED JOINTS

IF HARDWARE NEEDS TO BE REPLACED, THE 
RESTORATION CONTRACTOR TO SUBMIT 
REPLICA SAMPLE

5

A201

Sim

3

A301

Sim

EXISTING 
EMBOSSED STEEL 
SHEET METAL 
CLADDING/SIDING

WOOD MOULDING TO BE MAINTAINED 
AND REPAINTED.

16
57

REMOVE EXISTING 
PAINT. REPAINT SIDING.

1831

14
6

2231

NEW ROOF AND LEAD-
COATED COPPER 
PERIMETER FLASHING. 
ROOF EDGE FLASHING 
TO BE SINGLE LENGTH 
FOR EACH SIDE OF 
MECHANICAL ROOM 
ROOF

SALVAGED AND RE-USE 
LEADED COPPER SKIRT 
FLASHING C/W NEW 
SOLDERED JOINTS

EXISTING EMBOSSED STEEL 
SHEET METAL CLADDING/SIDING

WOOD MOULDING TO 
BE MAINTAINED AND 
REPAINTED.

INT. EXT.

REMOVE AND 
REPLACE 
GLASS. USE 
6mm THICK, 
TEMPERED 
WIRED GLASS. 
REPLACE ALL 
QUARTER 
ROUND 
MOULDINGS 
WITH NEW PINE 
MATERIAL AND 
FINISH 
MATCHING 
DOOR 
RESTORATION.
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EXISTING BUILT-UP ROOF 
AND FIBREBOARD TO BE 

REMOVED AND DISPOSED OF

EXISTING LEAD COATED 
COPPER FLASHING AND 

GRAVEL STOP TO BE 
REMOVED AND DISPOSED OF

EXISTING LEAD 
COATED COPPER 

FLASHING TO REMAIN

WOOD TRIMS TO 
REMAIN

SELF-ADHERED GRANULATED CAP 
SHEET MEMBRANE, ADHERED

NEW LEAD COATED COPPER FLASHING  
PROFILE

EXISTING LEAD COATED COPPER FLASHING
TO REMAIN

EXISTING WOOD TRIM TO REMAIN

4.8mm FACTORY-LAMINATED BASE 
SHEET AND PROTECTION BOARD, 

ADHERED

NEW 15.9mm PLYWOOD BOARD MECHANICALLY 
FASTENED TO EXISTING WOOD DECKING

330mm WIDE SELF-ADHERED MEMBRANE, 
ADHERED

EXISTING WOOD DECKING, 
25 x 125mm NOMINAL

SEALING COMPOUND WITH REINFORCING 
FABRIC AT EDGE, CONTINUOUS

Sim
3

A300

R-1

2" x 4"   LUMBER TO REMAIN

1 1/4" x 5" NOMINAL DIMENSION TONGUE 
& GROOVE BOARDS TO REMAIN

7/16" FIBREBOARD / "TENTEST" TO BE 
REMOVED

1 1/4" BUILT-UP ROOF WITH EMBEDDED 
GRAVEL TO BE REMOVED

EXISTING EDGE 
FLASHING TO BE 
REMOVED

EXISTING WOOD 
SOFFIT TO REMAIN

EXISTING 2" x 4" NOMINAL LUMBER 
(PRESUMABLY)

EXISTING WOOD DECKING, 1 1/4" x 5" 
NOMINAL

SEALING COMPOUND WITH REINFORCING 
FABRIC AT EDGE, CONTINUOUS

4.8mm FACTORY-LAMINATED BASE SHEET AND 
PROTECTION BOARD, ADHERED

NEW 15.9mm PLYWOOD BOARD WITH 
SLEEPERS  TO CREATE 2% SLOPE AS 
INDICATED AND  MECHANICALLY FASTENED TO 
EXISTING WOOD DECKING

SELF-ADHERED GRANULATED CAP SHEET 
MEMBRANE, ADHERED

330mm WIDE SELF-ADHERED MEMBRANE, 
ADHERED

EXISTING WALL ASSEMBLY, 
COMPOSITION UNKNOWN

Sim
3

A300

SIDING TO BE REFINISHED AS PER 
SPECIFICATIONS

COPPER METAL EDGE FLASHING, TYPE 
AND GAUGE AS SPECIFIED

R-1

330mm WIDE SELF-ADHERED MEMBRANE, 
ADHERED

SELF-ADHERED GRANULATED CAP 
SHEET MEMBRANE, ADHERED

NEW LEAD COATED COPPER FLASHING  
PROFILE

4.8mm FACTORY-LAMINATED BASE 
SHEET AND PROTECTION BOARD, 

ADHERED

NEW 15.9mm PLYWOOD BOARD 
MECHANICALLY FASTENED TO EXISTING 

WOOD DECKING

330mm WIDE SELF-ADHERED MEMBRANE, 
ADHERED

EXISTING WOOD DECKING, 
25 x 125mm NOMINAL

SEALING COMPOUND WITH 
REINFORCING FABRIC AT EDGE, 

CONTINUOUS

10mm HEAD DIA. x 30mm MIN. LONG 
COPPER ROOFING NAIL

SEALING COMPOUND AT EDGE, BELOW 
METAL FLASHING, CONTINUOUS

SELF-ADHERED GRANULATED CAP 
SHEET MEMBRANE, ADHERED

JOINT SEALING MEMBRANE, ADHERED

R-1

EXISTING LEAD COATED COPPER FLASHING
TO REMAIN

200 MIN.OR MATCH EXISTING IF MARGINALLY WIDER
100 MIN.

EXISTING BRICK MASONRY

COPPER METAL FLASHING, TYPE 
AND GAUGE AS SPECIFIED, SLOPE 
FLASHING AT 45° AS SHOWN

EXISTING WOOD STRUCTURE

EXISTING WOOD DECKING, 1 1/4" x 5" 
NOMINAL

150 50
4.8mm FACTORY-LAMINATED BASE SHEET AND 
PROTECTION BOARD, ADHERED

SELF-ADHERED GRANULATED CAP SHEET 
MEMBRANE, ADHERED

NEW 15.9mm PLYWOOD BOARD MECHANICALLY 
FASTENED TO EXISTING WOOD DECKING

SELF-ADHERED MEMBRANE FLASHING

SEALING JOINT, CONTINUOUS 
APPLICATION

3x30mm THICK TERMINATION BAR 
AND FASTENER, 150mm

EXISTING MANSARD ROOF ASSEMBLY

Sim
5

A301

REUSED CONSERVED FLASHING

R-1

NEW 19.1mm PLYWOOD BOARD MECHANICALLY 
FASTENED @ 300mm O.C. TO EXISTING WALL 
AT MORTAR JOINTS

MORTAR JOINT AS SPECIFIED

EXISTING WOOD STRUCTURE

EXISTING WOOD DECKING, 1 1/4" x 5" 
NOMINAL

4.8mm FACTORY-LAMINATED BASE SHEET 
AND PROTECTION BOARD, ADHERED

SELF-ADHERED GRANULATED CAP SHEET 
MEMBRANE, ADHERED

NEW 15.9mm PLYWOOD BOARD 
MECHANICALLY FASTENED TO 
EXISTING WOOD DECKING

SEALANT COMPOUND

FILL GAPS WITH ROCK WOOL BATT 
INSULATION, AS SPECIFIED

25 MM MIN.

FILLING COMPOUND

EXISTING BOX CLADDED WITH METAL 
FLASHING TO REMAIN

PRECAST POLYESTER RESIN BLOCK

EXISTING PENETRATING PIPING, PROVIDE 
FOR A CONDENSATION MEASURE TO BE 
PROVIDED AT CONSTRUCTION STAGE

R-1

EXISTING ROOF BOX

EXISTING WOOD STRUCTURE

EXISTING WOOD DECKING, 1 1/4" x 5" 
NOMINAL

15050

4.8mm FACTORY-LAMINATED 
BASE SHEET AND PROTECTION 

BOARD, ADHERED

SELF-ADHERED GRANULATED CAP 
SHEET MEMBRANE, ADHERED

NEW 15.9mm PLYWOOD BOARD 
MECHANICALLY FASTENED TO 

EXISTING WOOD DECKING

SELF-ADHERED MEMBRANE FLASHING

SEALING COMPOUND, 
CONTINUOUS APPLICATION

REUSED CONSERVED FLASHING

4.8mm FACTORY-LAMINATED 
BASE SHEET AND PROTECTION 

BOARD, ADHERED

SEALANT COMPOUND

FILL GAPS WITH ROCK WOOL BATT 
INSULATION, AS SPECIFIED

25 MM MIN.

FILLING COMPOUND

PRECAST POLYESTER RESIN BLOCK

15
0

SELF-ADHERED GRANULATED CAP 
SHEET MEMBRANE, ADHERED

SELF-ADHERED MEMBRANE FLASHING

EXISTING PENETRATING PIPING

R-1
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38

EXISTING BRICK MASONRY

COPPER METAL 
FLASHING, TYPE AND 
GAUGE AS SPECIFIED

FILL JOINT WITH MORTAR AFTER 
INSTALLATION OF FLASHING. 

COMPACT MORTAR.

ENSURE REMAINING 
MORTAR IS SOUND. 10

0 
M

IN
. 3x30mm THICK TERMINATION BAR 

AND FASTENED TO PLYWOOD 
EVERY 150mm

25

RAKE OUT 38mm OF MORTAR USING 
HAND TOOLS. DO NOT DAMAGE BRICK. 

CLEAN JOINT OF ALL LOOSE MORTAR 
AND DEBRIS.

NEW 19.1mm PLYWOOD BOARD 
MECHANICALLY FASTENED @ 
300mm O.C. TO EXISTING WALL 
AT MORTAR JOINTS. DO NOT 
FASTEN TO FACE OF BRICK.

SELF-ADHERED MEMBRANE 
FLASHING

SELF-ADHERED GRANULATED CAP 
SHEET MEMBRANE, ADHERED

EXISTING BRICK MASONRY

COPPER METAL FLASHING, TYPE AND GAUGE 
AS SPECIFIED

EXISTING WOOD STRUCTURE

EXISTING WOOD DECKING, 1 1/4" x 5" 
NOMINAL

Sim
5

A301

150 50
4.8mm FACTORY-LAMINATED BASE SHEET AND 
PROTECTION BOARD, ADHERED
SELF-ADHERED GRANULATED CAP SHEET 
MEMBRANE, ADHERED

NEW 15.9mm PLYWOOD BOARD MECHANICALLY 
FASTENED TO EXISTING WOOD DECKING

SELF-ADHERED MEMBRANE FLASHING

SEALING JOINT, CONTINUOUS 
APPLICATION

3x30mm THICK TERMINATION BAR 
AND FASTENER, 150mm

REUSED CONSERVED FLASHING, C/W NEW 
SOLDERED JOINTS AT CORNERS

R-1

NEW 19.1mm PLYWOOD BOARD MECHANICALLY 
FASTENED @ 300mm O.C. TO EXISTING WALL 
AT MORTAR JOINTS

MORTAR JOINT AS SPECIFIED

EXISTING WALL ASSEMBLY

COPPER METAL FLASHING, TYPE 
AND GAUGE AS SPECIFIED, SLOPE 
FLASHING AT 5° MIN. AS SHOWN

EXISTING WOOD STRUCTURE

EXISTING WOOD DECKING, 1 1/4" x 5" 
NOMINAL

150 50
4.8mm FACTORY-LAMINATED BASE SHEET AND 
PROTECTION BOARD, ADHERED
SELF-ADHERED GRANULATED CAP SHEET 
MEMBRANE, ADHERED

NEW 15.9mm PLYWOOD BOARD MECHANICALLY 
FASTENED TO EXISTING WOOD DECKING

SELF-ADHERED MEMBRANE FLASHING

SEALING COMPOUND, 
CONTINUOUS APPLICATION
3x30mm THICK TERMINATION BAR 
AND FASTENER, 150mm

REUSED CONSERVED FLASHING

R-1

NEW 19.1mm PLYWOOD BOARD MECHANICALLY 
FASTENED @ 300mm O.C. TO EXISTING WALL

EXISTING WALL ASSEMBLY

COPPER METAL FLASHING, TYPE AND GAUGE AS 
SPECIFIED,  RETURNED AT BOTH SIDE OF WALL

EXISTING WOOD STRUCTURE

EXISTING WOOD DECKING, 1 1/4" x 5" 
NOMINAL

150 50

4.8mm FACTORY-LAMINATED BASE SHEET AND 
PROTECTION BOARD, ADHERED

SELF-ADHERED GRANULATED CAP SHEET 
MEMBRANE, ADHERED AND UPTURNED AT 
BOTH SIDES OF DOOR FRAME

NEW 15.9mm PLYWOOD BOARD MECHANICALLY 
FASTENED TO EXISTING WOOD DECKING

SELF-ADHERED MEMBRANE FLASHING, 
UPTURNED AT BOTH SIDES OF DOOR FRAME

SEALING JOINT, CONTINUOUS 
APPLICATION

REUSED CONSERVED FLASHING, C/W 
NEW SOLDERED JOINTS AT CORNERS

RESTORED WOOD DOOR

25mm X 25mm WOOD BLOCK TO SUPPORT 
FLASHING AROUND ENTIRE DOOR PERIMETER, C/W 
GROOVE FOR INTEGRATED WEATHERSTRIP

DOOR SWEEP WITH RUBBER BASE

R-1

ADD EPDM COMPRESSIVE WEATHERSTRIP 
AROUND ENTIRE DOOR PERIMETER

EXISTING ROOF HATCH

NEW COPPER METAL FLASHING, 
TYPE AND GAUGE AS SPECIFIED

EXISTING WOOD STRUCTURE

EXISTING WOOD DECKING, 1 1/4" x 5" 
NOMINAL

150 50
4.8mm FACTORY-LAMINATED BASE SHEET AND 
PROTECTION BOARD, ADHERED

SELF-ADHERED GRANULATED CAP SHEET 
MEMBRANE, ADHERED

NEW 15.9mm PLYWOOD BOARD MECHANICALLY 
FASTENED TO EXISTING WOOD DECKING

SELF-ADHERED MEMBRANE FLASHING

SEALING JOINT, CONTINUOUS 
APPLICATION

REUSED CONSERVED FLASHING, C/W 
NEW SOLDERED JOINTS AT CORNERS

R-1

EXISTING WOOD STRUCTURE

EXISTING WOOD DECKING, 1 1/4" x 5" 
NOMINAL

4.8mm FACTORY-LAMINATED BASE SHEET AND 
PROTECTION BOARD, ADHERED
SELF-ADHERED GRANULATED CAP SHEET 
MEMBRANE, ADHERED

NEW 15.9mm PLYWOOD BOARD MECHANICALLY 
FASTENED TO EXISTING WOOD DECKING

POLYESTER REINFORCED FLASHING BASE 
PLY

46
0

SEALING COMPOUND

WRAP STACK PIPE WITH 1" THICK 
INSULATION+FOIL TO EXISTING 
CELLULOSE INSULATION LEVEL

EXISTING CELLULOSE INSULATION LEVEL

VARIABLE DIAMETER AND HEIGHT VENT 
STACK FLASHING, AS SPECIFIED. 
CONTRACTOR TO SURVEY ALL 
PROJECTIONS PRIOR TO ORDER.

102 150

FILL GAPS WITH ROCK WOOL BATT 
INSULATION, AS SPECIFIED

VENT CAP IF REQUIRED, AS SPECIFIED

R-1

EXISTING WOOD STRUCTURE

EXISTING WOOD DECKING, 1 1/4" x 5" 
NOMINAL

4.8mm FACTORY-LAMINATED BASE SHEET AND 
PROTECTION BOARD, ADHERED
SELF-ADHERED GRANULATED CAP SHEET 
MEMBRANE, ADHERED

NEW 15.9mm PLYWOOD BOARD MECHANICALLY 
FASTENED TO EXISTING WOOD DECKING

POLYESTER REINFORCED FLASHING BASE PLY

46
0

SEALING COMPOUND

GALVANIZED STEEL SLEEVE OVER DECK 
AND STRUCTURE

EXISTING CELLULOSE INSULATION LEVEL

HIGH TEMPERATURE / FIRE RATED 
SEALING COMPOUND

6" DIA. HOT PIPE FLASHING, AS SPECIFIED

102 150

FILL GAPS WITH ROCK WOOL BATT 
INSULATION, AS SPECIFIED

CHIMNEY CAP, AS SPECIFIED

TWO-PIECE HOT PIPE COLLAR, AS 
SPECIFIED

R-1 +/-100

SELF-ADHERED GRANULATED 
CAP SHEET MEMBRANE, 

ADHERED

NEW LEAD COATED COPPER 
FLASHING, TYPE AND GAUGE AS 
SPECIFIED, OVERLAPPED 50mm, 

CRIMPED AND SEALED AT ALL 
SEAMS

EXISTING LEAD COATED 
COPPER FLASHING TO 

REMAIN

SEALING COMPOUND WITH 
REINFORCING FABRIC AT EDGE, 

CONTINUOUS

4.8mm FACTORY-LAMINATED 
BASE SHEET AND PROTECTION 

BOARD, ADHERED

NEW 15.9mm PLYWOOD 
BOARD MECHANICALLY 
FASTENED TO EXISTING 

WOOD DECKING

EXISTING WOOD DECKING, 
25 x 125mm NOMINAL

10mm HEAD DIA. x 30mm MIN. 
LONG COPPER ROOFING NAIL

SEALING COMPOUND AT 
EDGE, CONTINUOUS

EXISTING WOOD STRUCTURE

R-1

330mm WIDE SELF-
ADHERED MEMBRANE, 

ADHERED
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