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LIMITATIONS OF REPORT 
This report and its contents are intended for the sole use of Parks Canada Agency and their agents. Tetra Tech Canada Inc. 
(Tetra Tech) does not accept any responsibility for the accuracy of any of the data, the analysis, or the recommendations 
contained or referenced in the report when the report is used or relied upon by any Party other than Parks Canada Agency, or 
for any Project other than the proposed development at the subject site. Any such unauthorized use of this report is at the sole 
risk of the user. Use of this document is subject to the Limitations on the Use of this Document attached in the Appendix or 
Contractual Terms and Conditions executed by both parties. 
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1.0 

Figure 1: RMNP 
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2.0 RMNP 

 Highway 19
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2.2 Highway 19 

2.2.1 Km 5.4
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Figure 6: Km 5.4
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2.2.2 Km 16.9
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Figure 7: Km 16.9
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2.2.3 Km 17.5 
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Figure 8: Km 17.5
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Figure 9:  - Km 4.6, Km 15.3
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Figure 10: Km 15.5, Km 18.9

Figure 11: Km 19.3, Km 20.1
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Figure 12: - Km 22.0, Km 23.7
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2.2.5 Km 24.1 to Km 28.9 

Figure 13: km 24.100 to km 24.200 

Figure 14: km 24.690
km 24.450 km 24.480 km 24.670 
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Figure 15: 24.900 - km 25.390
km 24.950 km 25.150 km 25.390 

Figure 16: km 25.450 - km 25.550
( km 25.450 km 25.510 km 25.520 
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Figure 17: km 25.920 - km 27.050
km 25.990 km 26.100 km 26.300 

 km 26.410 km 26.810 km 27,020 
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Figure 18: km 27.830 - km 28.050
km 27.830 km 28.050 

Figure 19: km 28.200 - km 28.338
km 28.210 km 28.250 
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Figure 20: km 28.620 - km 28.900
km 28.700 km 28.750 
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HIGHWAY 19 OVERALL PLAN / PROFILE 
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TETRA TECH’S LIMITATIONS ON THE USE OF THIS DOCUMENT 
 



LIMITATIONS ON USE OF THIS DOCUMENT 
  

 

 1 
 

1.1 USE OF DOCUMENT AND OWNERSHIP 

This document pertains to a specific site, a specific development, and 
a specific scope of work. The document may include plans, drawings, 
profiles and other supporting documents that collectively constitute the 
document (the “Professional Document”). 
The Professional Document is intended for the sole use of TETRA 
TECH’s Client (the “Client”) as specifically identified in the TETRA 
TECH Services Agreement or other Contractual Agreement entered 
into with the Client (either of which is termed the “Contract” herein). 
TETRA TECH does not accept any responsibility for the accuracy of 
any of the data, analyses, recommendations or other contents of the 
Professional Document when it is used or relied upon by any party 
other than the Client, unless authorized in writing by TETRA TECH.  
Any unauthorized use of the Professional Document is at the sole risk 
of the user. TETRA TECH accepts no responsibility whatsoever for any 
loss or damage where such loss or damage is alleged to be or, is in 
fact, caused by the unauthorized use of the Professional Document. 
Where TETRA TECH has expressly authorized the use of the 
Professional Document by a third party (an “Authorized Party”), 
consideration for such authorization is the Authorized Party’s 
acceptance of these Limitations on Use of this Document as well as 
any limitations on liability contained in the Contract with the Client (all 
of which is collectively termed the “Limitations on Liability”). The 
Authorized Party should carefully review both these Limitations on Use 
of this Document and the Contract prior to making any use of the 
Professional Document. Any use made of the Professional Document 
by an Authorized Party constitutes the Authorized Party’s express 
acceptance of, and agreement to, the Limitations on Liability. 
The Professional Document and any other form or type of data or 
documents generated by TETRA TECH during the performance of the 
work are TETRA TECH’s professional work product and shall remain 
the copyright property of TETRA TECH. 
The Professional Document is subject to copyright and shall not be 
reproduced either wholly or in part without the prior, written permission 
of TETRA TECH. Additional copies of the Document, if required, may 
be obtained upon request. 
1.2 ALTERNATIVE DOCUMENT FORMAT 

Where TETRA TECH submits electronic file and/or hard copy versions 
of the Professional Document or any drawings or other project-related 
documents and deliverables (collectively termed TETRA TECH’s 
“Instruments of Professional Service”), only the signed and/or sealed 
versions shall be considered final. The original signed and/or sealed 
electronic file and/or hard copy version archived by TETRA TECH shall 
be deemed to be the original. TETRA TECH will archive a protected 
digital copy of the original signed and/or sealed version for a period of 
10 years. 
Both electronic file and/or hard copy versions of TETRA TECH’s 
Instruments of Professional Service shall not, under any 
circumstances, be altered by any party except TETRA TECH. TETRA 
TECH’s Instruments of Professional Service will be used only and 
exactly as submitted by TETRA TECH. 
Electronic files submitted by TETRA TECH have been prepared and 
submitted using specific software and hardware systems. TETRA 
TECH makes no representation about the compatibility of these files 
with the Client’s current or future software and hardware systems. 

1.3 STANDARD OF CARE 

Services performed by TETRA TECH for the Professional Document 
have been conducted in accordance with the Contract, in a manner 
consistent with the level of skill ordinarily exercised by members of the 
profession currently practicing under similar conditions in the 
jurisdiction in which the services are provided. Professional judgment 
has been applied in developing the conclusions and/or 
recommendations provided in this Professional Document. No warranty 
or guarantee, express or implied, is made concerning the test results, 
comments, recommendations, or any other portion of the Professional 
Document. 
If any error or omission is detected by the Client or an Authorized Party, 
the error or omission must be immediately brought to the attention of 
TETRA TECH. 
1.4 DISCLOSURE OF INFORMATION BY CLIENT 

The Client acknowledges that it has fully cooperated with TETRA TECH 
with respect to the provision of all available information on the past, 
present, and proposed conditions on the site, including historical 
information respecting the use of the site. The Client further 
acknowledges that in order for TETRA TECH to properly provide the 
services contracted for in the Contract, TETRA TECH has relied upon 
the Client with respect to both the full disclosure and accuracy of any 
such information. 
1.5 INFORMATION PROVIDED TO TETRA TECH BY OTHERS 

During the performance of the work and the preparation of this 
Professional Document, TETRA TECH may have relied on information 
provided by third parties other than the Client. 
While TETRA TECH endeavours to verify the accuracy of such 
information, TETRA TECH  accepts no responsibility for the accuracy 
or the reliability of such information even where inaccurate or unreliable 
information impacts any recommendations, design or other 
deliverables and causes the Client or an Authorized Party loss or 
damage. 
1.6 GENERAL LIMITATIONS OF DOCUMENT 

This Professional Document is based solely on the conditions 
presented and the data available to TETRA TECH at the time the data 
were collected in the field or gathered from available databases. 
The Client, and any Authorized Party, acknowledges that the 
Professional Document is based on limited data and that the 
conclusions, opinions, and recommendations contained in the 
Professional Document are the result of the application of professional 
judgment to such limited data.  
The Professional Document is not applicable to any other sites, nor 
should it be relied upon for types of development other than those to 
which it refers. Any variation from the site conditions present, or 
variation in assumed conditions which might form the basis of design 
or recommendations as outlined in this report, at or on the development 
proposed as of the date of the Professional Document requires a 
supplementary exploration, investigation, and assessment. 
TETRA TECH is neither qualified to, nor is it making, any 
recommendations with respect to the purchase, sale, investment or 
development of the property, the decisions on which are the sole 
responsibility of the Client. 
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