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GENERAL NOTE:

LAYDOWN AREA SHOWN SHALL BE USED FOR SITE TRAILER, EQUIPMENT, PORTA
POTTIES, SMOKING, PARKING, ETC. CONTRACTOR TO COORDINATE WITH PARKS
CANADA IF ANY ADDITIONAL SPACE ON SITE IS REQUIRED.

BUILDINGS IN CONTRACT
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(BY CONTRACTOR)

CONTRACTOR'S ENTRANCE
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SHEET REF.  B1.1

CONSTRUCTION NOTES:

APPROXIMATE 26m2 AREA OF CEILING TO HAVE NEW 19mm x 89mm WOOD CEILING STRAPPING & NEW 15.9mm
DRYWALL. ENTIRE CEILING TO BE PAINTED, COLOUR TO BE DETERMINED BY PARKS CANADA. COORDINATE WITH
ELECTRICAL DRAWINGS & ELECTRICAL CONTRACTOR FOR SEQUENCING INSTALLATION OF THERMAL BOARDS AS
REQUIRED. SEE FIGURE 1 ON SHEET B2.

REMOVE EXISTING WOOD CEILING PLANKS AS NECESSARY TO EXTEND SPRINKLER BRANCH. DO NOT CUT CEILING 
PLANKS. CONTRACTOR TO COORDINATE THE LOCATION OF EXISTING CEILING STRAPPING & DETERMINE IF ANY 
SECTIONS OF STRAPPING NEED TO BE REMOVED & REPLACED. COORDINATE LOCATION OF SPRINKLER BRANCH 
WITH MECHANICAL DRAWINGS & MECHANICAL CONTRACTOR. RE-INSTALL WOOD CEILING PLANKS AFTER NEW 
SPRINKLER HEAD HAS BEEN INSTALLED. PAINT TO MATCH SURROUNDING AREAS. SEE FIGURE 2 ON SHEET B2.

APPROXIMATE 7.5m2 AREA OF CEILING TO HAVE NEW 18mm x 89mm WOOD CEILING STRAPPING & NEW 15.9mm
DRYWALL. ENTIRE CEILING TO BE PAINTED, COLOUR TO BE DETERMINED BY PARKS CANADA. COORDINATE WITH
ELECTRICAL DRAWINGS & ELECTRICAL CONTRACTOR FOR SEQUENCING INSTALLATION OF THERMAL BOARDS AS
REQUIRED. SEE FIGURE 3 ON SHEET B2.

APPROXIMATE 600mm x 750mm SECTION OF 25mm THICK FOIL LINED RIGID INSULATION TO BE INSTALLED WITHIN 
CEILING SPACE. FIT TIGHT TO EXISTING INSULATION. SEE FIGURE 4 ON SHEET B2.

APPROXIMATE 450mm x 450mm SECTION OF 25mm THICK FOIL LINED RIGID INSULATION TO BE INSTALLED WITHIN 
CEILING SPACE. FIT TIGHT TO EXISTING INSULATION. SEE FIGURE 5 ON SHEET B2.

APPROXIMATE 500mm x 2400mm SECTION OF 25mm THICK FOIL LINED RIGID INSULATION TO BE INSTALLED WITHIN 
CEILING SPACE. FIT TIGHT TO EXISTING INSULATION. SEE FIGURE 5 ON SHEET B2.

APPROXIMATE 500mm x 3600mm SECTION OF 25mm THICK FOIL LINED RIGID INSULATION TO BE INSTALLED WITHIN 
CEILING SPACE. FIT TIGHT TO EXISTING INSULATION. SEE FIGURE 6 ON SHEET B2.

APPROXIMATE 900mm x 900mm SECTION OF 25mm THICK FOIL LINED RIGID INSULATION TO BE INSTALLED WITHIN 
CEILING SPACE. FIT TIGHT TO EXISTING INSULATION. SEE FIGURE 7 ON SHEET B2.

APPROXIMATE 250mm x 660mm SECTION OF 15.9mm DRYWALL WITH PAINTED FINISH TO BE INSTALLED. COLOUR TO
MATCH EXISTING. SEE FIGURE 8 ON SHEET B2.

APPROXIMATE 235mm x 6655mm SECTION OF WOOD CEILING PLANKS TO BE INSTALLED. EXISTING PLANKS TO BE
PROVIDED BY PARKS CANADA. FILL EXISTING VOIDS & GAPS WITHIN THE MINERAL WOOL INSULATION WITH NEW
150mm MINERAL WOOL AS REQUIRED TO FILL CAVITY. SEE FIGURE 2 ON SHEET B2.

APPROXIMATE 725mm x 4775mm SECTION OF WOOD CEILING PLANKS TO BE INSTALLED. EXISTING PLANKS TO BE
PROVIDED BY PARKS CANADA. FILL EXISTING VOIDS & GAPS WITHIN THE MINERAL WOOL INSULATION WITH NEW
150mm MINERAL WOOL AS REQUIRED TO FILL CAVITY. SEE FIGURE 2 ON SHEET B2.
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GENERAL CONSTRUCTION NOTES:

- ALL NEW OPENINGS OR PENETRATIONS IN ANY SURFACE MUST BE DISCUSSED WITH DEPARTMENTAL
REPRESENTATIVE AND APPROVED PRIOR TO WORK TAKING PLACE.

- WHEN POSSIBLE, USE EXISTING OPENINGS AND PENETRATIONS.

- PARKS CANADA TO SUPPLY DIAMOND VENEER BASE COAT & DIAMOND VENEER FINISH COAT. CONTRACTOR TO
SUPPLY ALL OTHER PLASTERS AS REQUIRED & SPECIFIED IN THE SPECIFICATIONS. SEE FIGURE 18 ON SHEET B2.

- ALL LEFTOVER PRODUCTS TO BE PROVIDED TO PARKS CANADA AFTER COMPLETION OF WORK.

- ALL MOLDINGS AND BASEBOARD LOCATIONS OF EACH PIECE TO BE CONFIRMED BY PARKS CANADA PRIOR TO
INSTALLATION. PARKS CANADA TO PROVIDE HISTORIC CUT NAILS & CONTRACTOR TO PROVIDE GRK SCREWS FOR
FASTENING.

- CONTRACTOR TO CONDUCT PAINT TOUCH-UPS ON MOULDINGS AND BASEBOARDS AS REQUIRED, COLOUR TO BE
DETERMINED BY PARKS CANADA.

- ALL PAINT WORK TO HAVE BRUSH FINISH. REFER TO SPECIFICATIONS FOR FULL REQUIREMENTS.

- MOCK-UPS OF PLASTER AND PAINTING TO BE SUBMITTED TO DEPARTMENTAL REPRESENTATIVE FOR APPROVAL
PRIOR TO START OF WORK. ALL MOCK-UPS AND SUBMITTALS TO MEET REQUIREMENTS AS OUTLINED IN SECTION 01
33 00 OF THE SPECIFICATIONS.

10

11

11

10

AutoCAD SHX Text
UP

AutoCAD SHX Text
UP

AutoCAD SHX Text
UP

AutoCAD SHX Text
UP

AutoCAD SHX Text
UP



DINING ROOM
(RM 11)

+/- 3900mm

+/
- 3

00
0m

m

+/- 3600mm

RM L-11

RM L-13

COVILLE
BEDROOM

(RM 12)

STUDY
(RM 13)

 PARLOUR
(RM 14)

1 2a 2

A

B

C

D

3

4 5

RM 17

RM 18
RM 19RM 12

RM 11

RM 14

RM 13

RM L-11

RM A-11

RM A-12 RM A-13

RM A-14

RM A-15

RM
L-13

R
M

 1
5

R
M

 1
6

EXISTING PERIMETER STRIP LIGHTING TO
BE REINSTALLED. ALIGN w/ OUTERMOST
BOTTOM EDGE OF CROWN MOULDING SO
THAT FIXTURE BLENDS IN SEAMLESSLY.
SHIM MOULDING AS REQUIRED.

NEW 15.9mm DRYWALL

THERMAL BOARDS
BETWEEN STRAPPING.
COORDINATE WITH
ELECTRICAL DRAWINGS &
ELECTRICAL CONTRACTOR

25mm THICK FOIL LINED
RIGID INSULATION

19x89 WOOD STRAPPING

EXISTING CROWN MOULDING
TO BE REINSTALLED

NEW EPDM GASKET

VENEER BASE COAT

VENEER FINISH

PAINTED FINISH

1 2a

C

D

KEY PLAN - MAIN FLOOR
1:200

1
B1.2

PARTIAL LAYOUT - MAIN FLOOR
1:50

1
B1.2

SHEET REF.  B1.2

CONSTRUCTION NOTES:

FULL HEIGHT OF ALL WALLS WITHIN RM 13 TO BE REPAINTED. COLOUR TO BE
DETERMINED BY PARKS CANADA. SEE FIGURE 9 ON SHEET B2.

CEILING TO HAVE NEW 15.9mm PLASTER BOARD WITH VENEER PLASTER FINISH,
PAINT COLOUR TO BE DETERMINED BY PARKS CANADA. COORDINATE WITH
ELECTRICAL DRAWINGS & ELECTRICAL CONTRACTOR FOR SEQUENCING
INSTALLATION OF THERMAL BOARDS AS REQUIRED. SEE FIGURE 10 ON SHEET
B2.

EXISTING CEILING CROWN MOLDING TO BE REINSTALLED, TOUCHED UP AND
PAINTED. COLOUR TO BE DETERMINED BY PARKS CANADA. SEE FIGURE 11 ON
SHEET B2.

APPROXIMATE 5.4m x 2.7m SECTION OF CEILING TO HAVE NEW 15.9mm PLASTER
BOARD WITH VENEER PLASTER FINISH. ENTIRE CEILING TO BE PAINTED,
COLOUR TO BE DETERMINED BY PARKS CANADA. COORDINATE WITH
ELECTRICAL DRAWINGS & ELECTRICAL CONTRACTOR FOR SEQUENCING
INSTALLATION OF THERMAL BOARDS AS REQUIRED. SEE FIGURE 12 ON SHEET
B2.

APPROXIMATE 600mm x 900mm SECTION OF CEILING TO HAVE NEW 15.9mm
PLASTER BOARD INSTALLED. ENTIRE CEILING TO HAVE NEW VENEER PLASTER
WITH PAINTED FINISH. PAINT COLOUR TO MATCH EXISTING. SEE FIGURE 13 ON
SHEET B2.

FULL HEIGHT SECTION OF WALL TO HAVE NEW PLASTER INSTALLED AND 
PAINTED, COLOUR TO BE DETERMINED BY PARKS CANADA. SEE FIGURE 14 ON
SHEET B2. PLASTER WORK - REFER TO SPECIFICATIONS 09 03 25.

FULL HEIGHT OF ALL WALLS WITHIN RM 14 TO BE REPAINTED, COLOUR TO BE
DETERMINED BY PARKS CANADA. SEE FIGURE 12 ON SHEET B2.

FULL HEIGHT OF ALL WALLS WITHIN RM 11 TO BE REPAINTED, COLOUR TO BE
DETERMINED BY PARKS CANADA. SEE FIGURE 15 ON SHEET B2.

EXISTING SPRINKLER OPENING TO BE PATCHED WITH NEW 15.9mm  PLASTER
BOARD WITH VENEER PLASTER FINISH, PAINT COLOUR TO MATCH EXISTING.
CUT EXISTING PLASTER BOARD BACK TO CLOSEST STRAPPING FOR PROPER
INSTALLATION OF NEW PLASTER BOARD. SEE FIGURE 16 ON SHEET B2.

EXISTING MID-HEIGHT CHAIR MOLDING AND BASEBOARDS TO BE REINSTALLED,
TOUCHED UP, AND PAINTED. COLOUR TO BE DETERMINED BY PARKS CANADA.
SEE FIGURE 17 ON SHEET B2.

APPROXIMATE 5.4m x 3.9m SECTION OF CEILING TO HAVE EXISTING PLASTER
BOARD AND VENEER FINISH REMOVED. INSTALL NEW 15.9mm PLASTER BOARD
WITH VENEER PLASTER FINISH, PAINT COLOUR TO BE DETERMINED BY PARKS
CANADA. COORDINATE WITH ELECTRICAL DRAWINGS.

PATCHING ALONG THE TOP EDGE OF THE PLASTER WALLS REQUIRED IN ALL 4
MAIN FLOOR ROOMS. WALLS TO BE PLASTERED UP TO CROWN MOLDING IN ALL
4 MAIN ROOMS. AREAS AND QUANTITIES TO BE CONFIRMED BY CONTRACTOR
ON SITE.
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GENERAL CONSTRUCTION NOTES:

- ALL NEW OPENINGS OR PENETRATIONS IN ANY SURFACE MUST BE
DISCUSSED WITH DEPARTMENTAL REPRESENTATIVE AND APPROVED PRIOR
TO WORK TAKING PLACE.

- WHEN POSSIBLE, USE EXISTING OPENINGS AND PENETRATIONS.

- PARKS CANADA TO SUPPLY DIAMOND VENEER BASE COAT, RED TOP GAUGING
PLASTER, & DIAMOND VENEER FINISH COAT. CONTRACTOR TO SUPPLY ALL
OTHER PLASTERS AS REQUIRED & SPECIFIED IN THE SPECIFICATIONS. SEE
FIGURE 18 ON SHEET B2.

- ALL LEFTOVER PRODUCTS TO BE PROVIDED TO PARKS CANADA AFTER
COMPLETION OF WORK.

- ALL MOLDINGS AND BASEBOARD LOCATIONS OF EACH PIECE TO BE
CONFIRMED BY PARKS CANADA PRIOR TO INSTALLATION. PARKS CANADA TO
PROVIDE HISTORIC CUT NAILS & CONTRACTOR TO PROVIDE GRK SCREWS
FOR FASTENING.

- CONTRACTOR TO CONDUCT PAINT TOUCH-UPS ON MOULDINGS AND
BASEBOARDS AS REQUIRED, COLOUR TO BE DETERMINED BY PARKS CANADA.

- ALL PAINT WORK TO HAVE BRUSH FINISH. REFER TO SPECIFICATIONS FOR
FULL REQUIREMENTS.

- MOCK-UPS OF PLASTER AND PAINTING TO BE SUBMITTED TO DEPARTMENTAL
REPRESENTATIVE FOR APPROVAL PRIOR TO START OF WORK. ALL MOCK-UPS
AND SUBMITTALS TO MEET REQUIREMENTS AS OUTLINED IN SECTION 01 33 00
OF THE SPECIFICATIONS.
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FIGURE 17
ROOM 13

DIAMOND VENEER BASE COAT

FOR USE AS PLASTER BASE COAT ON
CEILING OF RM 11, RM 12, RM 13, RM
14 & ABOVE STAIR CASE AS SHOWN
ON SHEET B1.2 PROVIDED BY PARKS
CANADA ON SITE.

FIGURE 18 - SUPPLIED PLASTERS

DIAMOND VENEER FINISH

FOR USE AS PLASTER FINISH COAT
ON CEILING OF RM 11, RM 12, RM 13,
RM 14 & ABOVE STAIR CASE AS
SHOWN ON SHEET B1.2. PROVIDED
BY PARKS CANADA ON SITE.

RED TOP GAUGING FINISH

FOR USE AS PLASTER FINISH COAT
ON WALLS OF RM 11 & RM 13 AS
SHOWN ON SHEET B1.2. PROVIDED
BY PARKS CANADA ON SITE.

NOTE:

REFER TO SPECIFICATIONS FOR ALL REQUIRED PLASTER RECIPES
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