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PARCS PARKS
CANADA CANADA

1. TOUTES LES DIMENSIONS SONT EN METRES

2.LE TYPE DE BATARDEAU, LES DIMENSIONS ET

3.LES PENTES DOIVENT ETRE CONFORMES AUX

4.S| DES CAVITES OU DU CIMENT—BENTONITE

5.DU COULIS DE CIMENT—BENTONITE DURCI,

.POUR LE NIVEAU FINAL DE LA CRETE ET DE

.POUR LE GAZONNEMENT, VOIR LA SECTION

REV. 00 SCELLEE ET SIGNEE PAR :
REV. 00 SEALED AND SIGNED BY :
LOUIS—PHILIPPE GRIMARD ING. No 5082891

NOTES

(m) SAUF INDICATION CONTRAIRE.

ALL DIMENSIONS ARE IN METERS (m) UNLESS
OTHERWISE INDICATED.

SA LOCALISATION EXACTE DOIVENT ETRE
DETERMINES PAR L'ENTREPRENEUR ET DOIT
ETRE CONGU PAR UN INGENIEUR TEL
QU’INDIQUE DANS LES SPECIFICATIONS. LE
BATARDEAU DOIT ETRE ENLEVE
COMPLETEMENT APRES LES TRAVAUX AFIN
D'ATTEINDRE LES NIVEAUX AVANT LES
TRAVAUX.

THE COFFERDAM TYPE, ITS DIMENSIONS AND
EXACT LOCATION MUST BE DETERMINED BY
THE CONTRACTOR AND DESIGNED BY AN
ENGINEER AS INDICATED IN THE
SPECIFICATIONS. THE COFFERDAM MUST BE
COMPLETELY REMOVED AFTER THE WORK IS
COMPLETED IN ORDER TO ACHIEVE THE SAME
LEVELS AS BEFORE THE WORK.

EXIGENCES DE LA CNESST, SI
L'ENTREPRENEUR VEUT ADOUCIR LES PENTES,
IL DOIT DEMANDER L’APPROBATION DE
L’AGENCE PARCS CANADA TEL QU'INDIQUE AU
DEVIS.

THE SLOPES MUST COMPLY WITH CNESST
REQUIREMENTS, IF THE CONTRACTOR WANTS
TO SOFTEN THE SLOPES, HE MUST REQUEST
APPROVAL FROM THE PARKS CANADA
AGENCY AS INDICATED IN THE
SPECIFICATIONS.

SONT OBSERVES DANS LE REMBLAI ET LE
DEPOT NATUREL DE LA DIGUE AU DELA DES
LIGNES D’EXCAVATION, EXCAVER AU MOINS
30 cm AUTOUR DE LA FIN DE LA CAVITE.
REMPLACER LES MATERIAUX EXCAVES AVEC
DU 1A COMPACTE.

IF CAVITIES OR CEMENT—BENTONITE ARE
OBSERVED IN FILL OR NATURAL DEPOSIT OF
DIKE BEYOND THE EXCAVATION LINES,
EXCAVATE AT LEAST 30 cm AROUND THE
END OF THE CAVITY. REPLACE EXCAVATED
MATERIAL WITH COMPACTED 1A.

TUYAUX ABS 2"¢, DRAINS PERFORES +4"9,
SACS DE SABLE ET PIERRE CONCASSEE FONT
PARTIE DES DEBLAIS D’EXCAVATION. LES
MATERIAUX AUTRES QUE LES SOLS MINERAUX
OU ORGANIQUES (CIMENT—BENTONITE, TUYAUX
ABS, DRAINS PERFORES, SACS DE SABLE,
ETC.) DOIVENT ETRE CHARGES ET
TRANSPORTES SEPAREMENT ET DISPOSES
SELON LES EXIGENCES DU DEVIS.

HARDENED CEMENT—BENTONITE SLURRY, 2”@
ABS PIPES, PERFORATED DRAINS *4"g,
SANDBAGS AND CRUSHED STONE ARE PART
OF THE EXCAVATED MATERIAL. MATERIALS
OTHER THAN MINERAL OR ORGANIC SOILS
(CEMENT—BENTONITE, ABS PIPE, PERFORATED
DRAINS, SANDBAGS, ETC.) SHALL BE LOADED
AND TRANSPORTED SEPARATELY AND
DISPOSED ACCORDING TO SPECIFICATIONS.

LA STRATIGRAPHIE, VOIR DESSIN
646180—0300—4GDD—0003.

FOR THE FINAL CREST LEVEL AND
STRATIGRAPHY, SEE DRAWING
646180—0300—4GDD—0003.

32 92 23 — GAZONNEMENT, PLANTATION
ET TERRE VEGETALE DU DEVIS.

FOR SODDING, SEE SECTION 32 92 23 —
SODDING, PLANTATION AND TOPSOIL.
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