EXISTING 600V
CDP’s

LOCATION OF
EXISTING MANHOLE
TO REMAIN

EXISTING U/G MEDIUM
VOLTAGE POWER FEEDERS TO
REMAIN UNTIL PERMANENT
POWER IS FULLY OPERATIONAL

POLE ;

EXISTING O/H UTILITY
POWER LINE. REMOVAL
BY OTHERS UNDER

SEPARATE CONTRACT

mEXISTING ELECTRICAL SITE PLAN
E-1 / 1:500

SCALE: 1:500

Om 10m 20m 30m 40m 50m

COMBINED SERVICES BUILDING (css)|

oEw |
St

APPROXIMATEﬁ

~ ED
Ly

~
S
Q

EXISTING NLH
POINT OF
DELIVERY

EXISTING PULLPIT
EXISTING CSB MEDIUM /LOW
VOLTAGE SWITCHGEAR

EXISTING NLH POLE
& POWER LINE

. \\
EXISTING LIGHT

STANDARD (TYP.)

EXISTING

FUEL TANK {

-~EXISTING CONCRETE ENCASED N

DUCT BANK WITH PVC CONDUITS o\ v <Tall T0 BE
C/W NORMAL AND EMERGENCY

POWER FEEDS REMOVED. DEMOLISH ALL

: ELECTRICAL

EXISTING

AIRPORT TERMINAL BUILDING (ATB) |

EXISTING APPROX.
LOCATION OF ATB SWGR

GEN
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1.

ELECTRICAL ITEMS SHOWN DOTTED ARE EXISTING AND SHALL REMAIN OR BE

RELOCATED AS NOTED. ITEMS MARKED WITH ASTERISK (¥) SHALL BE DISCONNECTED
AND REMOVED.

ELECTRICAL CONTRACTOR SHALL EXTEND, RE-ROUTE, RE-WIRE AND RECONNECT
ALL ELECTRICAL ITEMS AS CONFLICTING WITH RENOVATION.

ALL EXTERIOR WALL PENETRATIONS TO BE MADE WATER-PROOF AND FIRE—PROOF
WITH DOW CORNING RTV FOAM OR CONSULTANT APPROVED EQUIVALENT.

ALL CONFLICTING WRING DEVICES AND CONDUIT IN CSB AND ATB BUILDINGS
REQUIRED TO REMAIN IN USE FOR ANY REASON SHALL BE RE—-ROUTED, ALTERED
AND/OR DIVERTED BY ELECTRICAL CONTRACTOR IN AN APPROVED MANNER. ANY
BRANCH CIRCUIT WIRING FOR ANY SYSTEM NO LONGER REQUIRED TO REMAIN IN
USE SHALL BE REMOVED, OR IF THIS IS NOT POSSIBLE RENDERED PERMANENTLY IN
ACCESSIBLE AND COMPLETELY DISCONNECTED FROM IT'S SOURCE. CAP EXISTING
WIRING /CONDUIT BELOW GRADE AND LABEL WITH PERMANENT SYSTEM.

PROVIDE 21mm THICK PLYWOOD BACKBOARD FOR NEW EQUIPMENT MOUNTED ON
WALLS.

TURN OVER ALL SALVAGED ITEMS TO OWNER AT DESIGNATED LOCATION BY
DEPARTMENTAL REPRESENTATIVE.

ELECTRICAL CONTRACTOR SHALL ARRANGE WITH NEWFOUNDLAND & LABRADOR
HYDRO, OWNERS AND CONSULTANT FOR SWITCHING OVER OF EXISTING U/G POWER
SERVICE TO NEW U/G SERVICE FOR PROPER PHASING OF ALL WORK DURING AFTER
HOURS OPERATION. MINIMIZE SERVICE INTERRUPTION. NOTE: ANY SHUTDOWN
BEYOND 8 HOURS THE CONTRACTOR TO PROVIDE TEMPORARY PORTABLE POWER
CONNECTION (GENERATOR) TO POWER UP THE LOAD AND PAY ALL ASSOCIATED
RENTALS, UTILIZATION/OPERATIONAL, MATERIAL AND LABOUR FEES AS REQUIRED TO
KEEP THE POWER OPERATIONAL.

ELECTRICAL CONTRACTOR SHALL MSIT THE SITE TO DETERMINE THE REQUIRED
WORK.
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