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TIDAL REDUCTION SCHEME: TBM (TOP OF CONCRETE DECK) ELEV. +3.47m ABOVE CHART DATUM. @%E&ifgfam&ﬁuﬁme B sz‘

REFERENCED TO CHS BENCHMARK 90B9223, ELEVATION 2.64m ABOVE CHART DATUM.
v3-57 BM HAS BEEN COVERED BY MATERIAL (NOT FOUND)

OFFICE PROCESSOR: C. RICHARD
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EXISTING FLOATING DOCK

MILLER BROOK HARBOUR T0 BE REMOVED AND DATE OF PROCESSING:  AUGUST 27, 2021
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EXISTING TOE / MODE OF PLOTTING:  N/A

MATRIX CELL WIDTH X LENGTH 1.2m x 3.0m

CONTROL POINTS: UTM NAD83 ZONE 20 (metres)
+3.22 +3.39 Pt. NAME EASTING NORTHING LATITUDE LONGITUDE CD ELEV DESCRIPTION
*3.56 2598 310632.168 5282228.031 N/A N/A +13.53  N.B. CONTROL
EXISTING TOP OF 90B9223 N/A N/A N/A N/A +2.64 CHS BENCHMARK (not found)
ARMOUR STONE CONCRETE ~ 311944.905 5282563.699 N/A N/A +3.48 PWGSC CONTROL (not found)
HAUT DES ROCHES SEAM 311940.717 5282568.022 N/A N/A +3.53 PWGSC CONTROL (Nail in Concrete)
PROTECTANT EXISTANT TBM 311945.929  5282564.262 N/A N/A +3.47  PWGSC BENCHMARK (Top of Deck)
PT. A 311942.850 5282573.238 N/A N/A +3.41 PWGSC CONTROL (Conc. Drill Hole)

NOTES: — PWGSC PT. SEAM WAS ESTABLISHED IN 2014 BY LEVELING FROM PWGSC PT. CONCRETE.
— THE DIGITAL IMAGERY WAS FLOWN BY PWGSC ON AUGUST 25, 2021.
+3.55 +3.66 — PWGSC PT. A WAS ESTABLISHED IN 2021 BY LEVELING FROM PWGSC TBM ON AUGUST 25, 2021.
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342 399 30 1. DRAWINGS ARE TO BE READ IN CONJUNCTION WITH ALL OTHER PROJECT DRAWINGS AND
I S SPECIFICATIONS.
N — 2. EXISTING CONDITIONS BASED ON DRAWINGS AND SURVEY PROVIDED BY PSPC.
oo |ToPoroeck e b N Eﬁ;;L‘NgE%FZf\V;A;L;EFAES(/ESTANT ~ 3. ELEVATIONS ARE REFERENCED TO CHART DATUM. CHART DATUM IS, BY INTERNATIONAL
050 002\ 0% |ysagm 0P - 0 g 0T O 0 | g e s N N e e g AGREEMENT, A PLANE BELOW WHICH THE TIDE WILL SELDOM FALL. THE CANADIAN
S S NI S Ry D O NS S I T N HYDROGRAPHIC SERVICE HAS ADOPTED THE PLANE OF LOWEST NORMAL TIDE (L.N.T.) AS
& BH3 CHART DATUM. AS THE RISE AND FALL OF TIDES VARY DAILY, THE CANADIAN TIDE AND
- 60 CURRENT TABLES, AS ISSUED BY THE CANADIAN HYDROGRAPHIC SERVICE, SHOULD BE
330 340 CONSULTED FOR TIDAL PREDICTIONS AND OTHER TIDAL INFORMATION RELATING TO THE WORK.

DO NOT SCALE FROM THE DRAWINGS.

ALL DIMENSIONS ARE IN MILLIMETRES UNLESS OTHERWISE NOTED.

PROVIDE DEMOLITION WORK SHOWN ON THE DRAWINGS AND RELATED INCIDENTAL DEMOLITION

REQUIRED TO COMPLETE NEW CONSTRUCTION WORK. REFER TO ELECTRICAL DRAWINGS FOR

‘o ADDITIONAL DEMOLITION SCOPE OF WORK.

7. FIELD VERIFY EXISTING CONDITIONS PRIOR TO THE START OF DEMOLITION OPERATIONS. BRING
ANY DISCREPANCIES WHICH MAY SIGNIFICANTLY AFFECT DEMOLITION OR NEW CONSTRUCTION
WORK TO THE ATTENTION OF THE DEPARTMENTAL REPRESENTATIVE FOR REVIEW.

8. THE STRUCTURAL CAPACITY OF EXISTING STRUCTURES IS UNKNOWN. ANY DAMAGE TO EXISTING

EXISTING GUARDRAIL STRUCTURES (CAUSED BY CONTRACTOR) THAT WAS NOT SPECIFIED IN THIS CONTRACT SHALL

Y D e 70 BE REMOVED BE REPAIRED TO AS GOOD OR BETTER CONDITION TO THE SATISFACTION TO THE

s | “GirE-coRPs EXNSTANT DEPARTMENTAL REPRESENTATIVE AT THE CONTRACTOR'S EXPENSE.

T S =Y 9. DO NOT ALTER THE STRUCTURAL INTEGRITY OF THE EXISTING STRUCTURES UNLESS
T SPECIFICALLY NOTED OTHERWISE.
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: : [ - +3.73 [ 10. CONTRACTOR SHALL FAMILIARIZE THEMSELVES WITH THE FINDINGS AND RECOMMENDATIONS IN
| +3.50 354 ' THE GEOTECHNICAL INVESTIGATIONS AND STRICTLY FOLLOW THE RECOMMENDATIONS DURING
|
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‘3. +3.50 43
. +370 +360 “361 o > CONSTRUCTION. CONTRACTOR TO REPORT ANY DISCREPANCIES IN THE FINDINGS TO THE
GRAVEL ROAD DEPARTMENTAL REPRESENTATIVE FOR REVIEW PRIOR TO THE START OF CONSTRUCTION.
CHEWIN DE CRAVIER s 11. ANY INFORMATION PERTAINING TO SOILS AND ALL BOREHOLE DATA IS FURNISHED BY THE

W DEPARTMENTAL REPRESENTATIVE AS A MATTER OF INFORMATION ONLY, AND BOREHOLE DATA IS
+ NOT TO BE INTERPRETED AS DESCRIPTIVE OF CONDITIONS AT LOCATIONS OTHER THAN THOSE

DESCRIBED BY THE BOREHOLES THEMSELVES.
//’.P_P/—PWR

R/PWR NOTES GENERALES:

. *t4.40 .38 +4.30 +4.19 +t4.07
O SR + . 1450 430 . EXISTING LIGHT POLE AND
409 4 LINE TO BE REMOVED

+4.00 =
- +3.93 EXCAVATION LIMITS Q\X\?\ POTEAU ET \L/GNE D ECLAIRAGE

CONTOUR EXISTANTS A ENLEVER
DEXCAVATION £ 445

1. LES DESSINS DOIVENT ETRE LUS CONJOINTEMENT AVEC TOUS LES AUTRES DESSINS ET
SPECIFICATIONS DU PROJET.

2. CONDITIONS EXISTANTES FONDEES SUR LES DESSINS ET L’ENQUETE FOURNIS PAR SPAC.

3. LES ALTITUDES REFERENCE AU ZERO DES CARTES. LE ZERO DES CARTES EST, PAR ACCORD

W
PWR

INTERNATIONAL, UN NIVEAU SOUS LEQUEL LA MAREE TOMBERA RAREMENT. LE SERVICE o | issuep For TENDER JUL 20

EXISTING SITE PLAN HYDROGRAPHIQUE DU CANADA A ADOPTE LE PLAN DE LA MAREE NORMALE LA PLUS BASSE 2022

P L A N D U 5/ TE EX/S 7- A NT (L.N.T.) COMME POINT DE REFERENCE DES CARTES. ETANT DONNE QUE LELEVA TION ET LA revisions date

CHUTE DES MAREES VARIENT CHAQUE JOUR, LES TABLEAUX CANADIENS DES MAREES ET DES —— —
. 1. COURANTS, PUBLIES PAR LE SERVICE HYDROGRAPHIQUE DU CANADA, DEVRAIENT ETRE

SCALE/ECHELLE : 12200 CONSULTES POUR OBTENIR DES PREVISIONS DES MAREES ET D’AUTRES RENSEIGNEMENTS SUR WHARF RECONSTRUCTION

LES MAREES SE RAPPORTANT AUX TRAVAUX. RECONSTRUCTION DU OUA /

NE PAS METTIRE A LECHELLE AUX DESSINS.

TOUTES LES DIMENSIONS SONT EN MILLIMETRES, SAUF INDICATION AU CONTRAIRE. STRUCTURE 406

FOURNISSEZ LES TRAVAUX DE DEMOLITION INDIQUES SUR LES DESSINS ET LES TRAVAUX DE

DEMOLITION ACCESSOIRES CONNEXES REQUIS POUR TERMINER LES NOUVEAUX TRAVAUX DE M | |_|_ER BROOK, N B

CONSTRUCTION. REFERER AUX DESSINS ELECTRIQUES POUR CONNAITRE LA PORTEE DES TRAVAUX COMTE DE GLOUCESTER COUNTY

DE DEMOLITION SUPPLEMENTAIRES.
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7 VERIFIER LES CONDITIONS EXISTANTES AVANT LE DEBUT DES OPERATIONS DE DEMOLITION. drawing dessin
PORTER A LEATTENTION DU REPRESENTANT DU MINISTERE TOUTE DIVERGENCE QUI POURRAIT
AVOIR UNE INCIDENCE IMPORTANTE SUR LA DEMOLITION OU LES NOUVEAUX TRAVAUX DE EXISTING SITE PLAN

CONSTRUCTION.

8 LA CAPACITE STRUCTURELLE DES STRUCTURES EXISTANTES EST INCONNUE. TOUT DOMMAGE AUX AND DEMOLITION
STRUCTURES EXISTANTES (CAUSE PAR L'ENTREPRENEUR) QUI N'A PAS ETE PRECISE DANS LE
PRESENT CONTRAT DOIT ETRE REPARE EN AUSSI BON ETAT OU EN MEILLEUR ETAT A LA SITE EXISTANT ET
SATISFACTION DU REPRESENTANT DU MINISTERE, AUX FRAIS DE L’ENTREPRENEUR. DE‘MOL /TTON

9. NE MODIFIEZ PAS LINTEGRITE STRUCTURALE DES STRUCTURES EXISTANTES, SAUF INDICATION
CONTRAIRE.

10. L'ENTREPRENEUR DOIT SE FAMILIARISER AVEC LES CONSTATATIONS ET LES RECOMMANDATIONS designed P \/. congu

DES ENQUETES GEOTECHNIQUES ET SUIVRE RIGOUREUSEMENT LES RECOMMANDATIONS PENDANT
LA CONSTRUCTION. L'ENTREPRENEUR DOIT SIGNALER TOUTE DIVERGENCE DANS LES dote  FEB. 2022

CONSTATATIONS AU REPRESENTANT DU MINISTERE AUX FINS DEXAMEN AVANT LE DEBUT DES drawn S p, dessiné
TRAVAUX DE CONSTRUCTION. MAR. 24, 2022

1. TOUTE INFORMATION RELATIVE AUX SOLS ET A TOUTES LES DONNEES SUR LES TROUS DE date

FORAGE EST FOURNIE PAR LE REPRESENTANT DU MINISTERE A TITRE INFORMATIF SEULEMENT, approved approuvé

ET LES DONNEES SUR LES TROUS DE FORAGE NE DOIVENT PAS ETRE INTERPRETEES COMME date

DES DESCRIPTIONS DE CONDITIONS A DES ENDROITS AUTRES QUE CEUX DECRITS PAR LES

by Tender ) Soumission
TROUS DE FORAGE EUX-MEMES. e 2y
PWGSC Project Manager Administrateur de projets TPSGC
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