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~———EXISTING COMMUNICATIONS DUCT BANK
DETAIL NOTES:

PER CEC 2018 RULE 26-710.

TO VARIOUS TO NEXT PULL
BUILDINGS PIT/BUILDINGS
(POWER) (COMMUNICATIONS)

EXISTING TRANSCLOSURE — PIT

FREE INSTALLATION.

S

PER USER’S REQUIREMENTS.

SURFACE MATERIAL AS PER
/ CIVIL PLAN AND SPECIFICATION

FINAL GRADE
——RED MARKER TAPE
450mm BELOW GRADE
900mm MIN
WELL COMPACTED
/ BACKFILL
50mm MIN —— ®
50mm MIN
100mm MIN
¥WELL COMPACTED SAND
OR UNDISTURBED SOIL
150mm MIN ——— ——

F = FLOAT CONDUIT — 33mm RIGID PVC

/A" TRENCH DETAIL - SECTION VIEW
EO3

TRENCH DETAIL

1. INSTALLATION OF ROOF TOP EQUIPMENT RECEPTACLES SHALL BE INSTALLED AS

ALL WORK ON ROOF SHALL BE COORDINATED WITH ROOFING CONTRACTOR.
ENSURE INSTALLATION MAINTAINS ROOFING WARRANTY.

CONFIRM EXACT LOCATION OF ROOF TOP RECEPTACLES WITH FLOOR PLANS.
ALL FASTENER PENETRATIONS SHALL BE SEALED AS REQUIRED TO HAVE A LEAK

CONTRACTOR SHALL ALLOW FOR ONE EVENING TO TEST AND AIM LUMINAIRES AS

6. CONFIRM DOGHOUSE DISTANCE TO DISCONNECT AND OMIT HORIZONTAL STRUT
AND MOUNTING PLATE IF SUPPORT DISTANCE IS ACCEPTABLE AS PER CEC.
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C \ PIT DETAIL - SECTION VIEW

DETAILS NOTESI

1. AFTER TRANSCLOSURE AND TRANSFORMER DEMOLITION AND

S

—DISCONNECT
MOUNTED MINIMUM
750mm ABOVE
ROOF SURFACE

-

20A, 5—-20R GFI ROOF TOP
MAINTENANCE RECEPTACLE C/W HEAVY
DUTY WHILE IN USE COVER PLATE,
MINIMUM 750mm ABOVE ROOF
TECKS0O CABLING

1-5/8" U CHANNEL
MOUNTING BRACKET

SLEEPERS FOR CD-1 (BY
OTHERS), COORDINATE LENGTH TO
ALLOW FOR EQUIPMENT
INSTALLATION.

ROOFTOP RECEPTACLE DETAIL

ALARM BEACON WITH

CONDUIT REMOVAL, ALL HOLES/OPENINGS IN PIT/PAD SHALL COVER

BE FILLED/PATCHED

EXISTING TRANSCLOSURE — PAD

VANDAL RESISTANT

STUB SEALED

ROD

GROUND GRID DETAIL

GENERAL PURPOSE
RELAY 120V COIL N
DPDT 5A CONTACTS
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FLOAT  MOMENTARY
RESET PB
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ALARM
BEACON

NOTE:

WHEN LEVEL RISES IN CHAMBER
FLOAT WILL ENERGIZE RELAY AND
SEAL IN ACTIVATIING FLACHING ALARM
BEACON. ALARM BEACON WILL REMAIN
ON UNTIL LEVEL FLOAT HAS
DEACTIVATED AND THE RESET BUTTON
HAS BEEN PRESSED.

27mm PVC CONDUIT

~——19mm x 3m GROUND

#2/0 BARE COPPER
EXOTHERMIC WELD

ALARM BEACON CONTROL PANEL WIRING SCHEMATI

ETAIL

TRENCH DETAIL NOTES:
1. CONCRETE ENCASED DUCT MATERIAL SHALL BE RIGID SCHEDULE
40 PVC CONDUIT.

2. EXACT DUCT CONFIGURATIONS MAY BE DIFFERENT THAN THAT
SHOWN, EXACT ROUTING AND CONFIGURATION SHALL BE
INDICATED ON AS—BUILT DRAWING.

3. ALL DUCT BANKS SHALL BE FORMED.

4. INSTALL SPACERS TO MAINTAIN THE REQUIREMENTS OF DUCT
SPACING AT 190mm CENTER TO CENTER

5. ALL DUCTS SHALL BE SECURED TO BASE AND INTERMEDIATE
SPACERS.

SURFACE MATERIAL AS PER
/ CIVIL PLAN AND SPECIFICATION

-—RED MARKER TAPE

450mm BELOW GRADE

WELL COMPACTED
BACKFILL

——CONCRETE C/W 15mm REBAR
INSTALLED IN FOUR CORNERS

) ——WELL COMPACTED SAND

OR UNDISTURBED SOIL

FINAL GRADE
900mm MIN
50mm MIN @ ——
50mm MIN
100mm MIN
150mm MIN

150mm. _MIN

150mm 150mm 150mm 150mm 150mm 300mm 150mm
MIN MIN MIN MIN MIN MIN MIN

P1 = NEW HEADWORKS/UV/BLOWER BLDG POWER — 103mm RIGID PVC
P2 = RECYCLING & COMPOST BLDG POWER — 103mm RIGID PVC
P3 = FIRING RANGE POWER — 103mm RIGID PVC
SP = SPARE POWER - 103mm RIGID PVC
C = COMMUNICATIONS — 103mm RIGID PVC
SC = SPARE COMMUNICATIONS — 103mm RIGID PVC
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TRENCH DETAIL
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S5A DIN RAIL
MOUNTED
CIRCUIT
BREAKERS

\STAINLESS STEEL NEMA 3R

ENCLOSURE C/W PADLOCK. SIZED AS
REQUIRED. EXACT MOUNTING
LOCATION TO BE DETERMINED ON SITE

ALARM BEACON CONTROL PANEL LAYOUT

INTERNAL SWING PANEL
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