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NOTE:

1. CONTRACTOR TO REVIEW EQUIPMENT
INSTALLATION MANUALS PRIOR TO THE
START OF CONSTRUCTION TO CONFIRM
ON-SITE REQUIREMENTS.

2. EXACT LOCATION AND DIMENSIONS OF
CORE DRILLED HOLES SHALL BE
CONFIRMED BY THE CONTRACTOR TO
ENSURE PROPER INSTALLATION OF PIPE
PENETRATION SEALS.

3. FOLLOW MANUFACTURERS INSTRUCTIONS
FOR EQUIPMENT OFF LOADING, STORAGE
AND INSTALLATION, REFER TO
SPECIFICATIONS.

4. EXACT LOCATION OF ULTRASONIC LEVEL
SENSOR SHALL BE AS RECOMMENDED
BY PARSHALL FLUME MANUFACTURER.

5. EACH 38mm @ UNDERGROUND CONDUIT
TO INCLUDE A 9mm ¢ SAMPLING
TUBING WITH PIPE SEALANT, AS PER
MANUFACTURER'S RECOMMENDATIONS.
SPARE TUBING TO BE COILED AT EACH
ENDS AND CAPPED TO PREVENT DEBRIS
FROM ENTERING. TUBING TO BE
FASTENED TO CHANNEL WALL AS
REQUIRED (REFER TO SPECIFICATIONS).

6. EACH 38mm @ UNDERGROUND CONDUIT
TO BE INSTALLED 600mm FROM
FINISHED FLOOR ELEVATION.
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