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GENERAL: COMPLY WITH NATIONAL BUILDING CODE OF CANADA, LOCAL BY-LAWS, CANADIAN CONSTRUCTION SAFETY CODE AND ALL REGULATIONS SET BY AUTHORITIES HAVING JURISDICTION.  IN CASE OF CONFLICT OR DISCREPANCY, THE MORE STRINGENT REQUIREMENTS SHALL APPLY. DETAILS OF CONSTRUCTION NOT FULLY SHOWN SHALL BE OF SAME CHARACTER AS THOSE NOTED FOR SIMILAR CONDITIONS.  WHERE NOT OTHERWISE INDICATED CONSTRUCT TO REQUIREMENTS OF NATIONAL BUILDING CODE AND RELATED REFERENCES AS SPECIFIED TO BEST TRADE PRACTICES. THE CONTRACTOR IS RESPONSIBLE FOR SEQUENCE OF ERECTION, TEMPORARY RIGGING AND SUPPORTS, FALL PROTECTION, AND ALL RELATED SAFETY PROCEDURES. THE CONTRACTOR SHALL VERIFY ALL DIMENSIONS AND REPORT ANY DISCREPANCIES TO THE DEPARTMENTAL REPRESENTATIVE BEFORE PROCEEDING WITH THE WORK. CO-ORDINATE ALL WORK WITH RELATED TRADES FOR DEPRESSIONS, DOOR, LOUVRE, VENT AND EQUIPMENT OPENINGS, PIPE PENETRATIONS, INSERTS AND ITEMS TO BE BUILT INTO ROOF AND WALL SYSTEMS, FOUNDATION FOOTINGS, SLABS AND WALLS. REFERENCE ELEVATIONS: ALL ELEVATIONS SHOWN FOR NEW WORK SHALL BE FIELD VERIFIED AND COORDINATED WITH THE DEPARTMENTAL REPRESENTATIVE. GEOTECHNICAL INFORMATION: THE DESIGN OF THE FOUNDATION SYSTEM HAS BEEN BASED ON ASSUMED SUITABLE SOIL CONDITIONS, (ie. SOUND, WELL-CONSOLIDATED, WELL-DRAINED, NON-EXPANSIVE, IN-SITU MATERIALS OR ENGINEERED FILL CAPABLE OF SUPPORTING A MINIMUM OF 150 KPa, SPECIFIED LOAD AT THE FOOTING LEVEL WITH NEGLIGIBLE LONG-TERM OR DIFFERENTIAL SETTLEMENTS). MAXIMUM 25 mm UNDER BUILDING BEARING ZONE. ACTUAL SOIL CONDITIONS SHALL BE FIELD VERIFIED BY A GEOTECHNICAL ENGINEER AT TIME OF CONSTRUCTION. REFER TO GEOTECHNICAL REPORT PREPARED BY CONQUEST ENGINEERING LTD., PROJECT NO. 071-223, DATED DECEMBER 20, 2017. EXCAVATION, BACKFILL AND COMPACTION: FOOTINGS TO BEAR ON UNDISTURBED IN-SITU MATERIAL OR ENGINEERED FILL HAVING A MINIMUM ALLOWABLE SOIL BEARING CAPACITY OF 150 KPa. SLABS-ON-GRADE TO BE SUPPORTED ON A  TO BE SUPPORTED ON A TO BE SUPPORTED ON A  BE SUPPORTED ON A BE SUPPORTED ON A  SUPPORTED ON A SUPPORTED ON A  ON A ON A  A A PREPARED SUB-BASE HAVING A MINIMUM SUB-GRADE  SUB-BASE HAVING A MINIMUM SUB-GRADE SUB-BASE HAVING A MINIMUM SUB-GRADE  HAVING A MINIMUM SUB-GRADE HAVING A MINIMUM SUB-GRADE  A MINIMUM SUB-GRADE A MINIMUM SUB-GRADE  MINIMUM SUB-GRADE MINIMUM SUB-GRADE  SUB-GRADE SUB-GRADE MODULUS OF 40 MPa/m BASED ON 300 mm  OF 40 MPa/m BASED ON 300 mm OF 40 MPa/m BASED ON 300 mm  40 MPa/m BASED ON 300 mm 40 MPa/m BASED ON 300 mm  MPa/m BASED ON 300 mm MPa/m BASED ON 300 mm  BASED ON 300 mm BASED ON 300 mm  ON 300 mm ON 300 mm  300 mm 300 mm  mm mm SQUARE PLATES. QUALITY, BEARING CAPACITY, AND COMPACTION OF BOTH IN-SITU AND BACKFILL MATERIALS TO BE FIELD CONFIRMED AT TIME OF CONSTRUCTION FOR ALL FOUNDATIONS AND SLAB-ON-GRADE.

AutoCAD SHX Text
%%UCONSTRUCTION NOTES:

AutoCAD SHX Text
TYPICAL BLOWER PAD DETAIL

AutoCAD SHX Text
2

AutoCAD SHX Text
01

AutoCAD SHX Text
02

AutoCAD SHX Text
SCALE : 1:10

AutoCAD SHX Text
1000mm

AutoCAD SHX Text
900

AutoCAD SHX Text
800

AutoCAD SHX Text
700

AutoCAD SHX Text
600

AutoCAD SHX Text
500

AutoCAD SHX Text
400

AutoCAD SHX Text
300

AutoCAD SHX Text
200

AutoCAD SHX Text
100

AutoCAD SHX Text
0mm

AutoCAD SHX Text
TYPICAL SLAB-ON-GRADE DETAILS

AutoCAD SHX Text
1

AutoCAD SHX Text
01

AutoCAD SHX Text
02

AutoCAD SHX Text
SCALE : 1:10

AutoCAD SHX Text
1000mm

AutoCAD SHX Text
900

AutoCAD SHX Text
800

AutoCAD SHX Text
700

AutoCAD SHX Text
600

AutoCAD SHX Text
500

AutoCAD SHX Text
400

AutoCAD SHX Text
300

AutoCAD SHX Text
200

AutoCAD SHX Text
100

AutoCAD SHX Text
0mm

AutoCAD SHX Text
10M DOWELS AT 300   EACH CC EACH WAY. EMBED INTO ANCHOR ADHESIVE-FILLED HOLES DRILLED INTO BASE CONCRETE. (4 SIDES)

AutoCAD SHX Text
20 CHAMFER TYPICAL

AutoCAD SHX Text
PREPARE SURFACE TO CSA A23.1.

AutoCAD SHX Text
MAIN CONCRETE FLOOR SLAB

AutoCAD SHX Text
cl.

AutoCAD SHX Text
cl.

AutoCAD SHX Text
SAWCUT JOINT (C.J.)  40 DEEP BY 3 WIDE. CAULK WITH APPROVED SEALANT.

AutoCAD SHX Text
CUT ALTERNATE BARS AT CONTROL JOINT.

AutoCAD SHX Text
WALL CONTROL JOINT AT UV ROOM

AutoCAD SHX Text
3

AutoCAD SHX Text
01

AutoCAD SHX Text
02

AutoCAD SHX Text
SCALE : 1:10

AutoCAD SHX Text
1000mm

AutoCAD SHX Text
900

AutoCAD SHX Text
800

AutoCAD SHX Text
700

AutoCAD SHX Text
600

AutoCAD SHX Text
500

AutoCAD SHX Text
400

AutoCAD SHX Text
300

AutoCAD SHX Text
200

AutoCAD SHX Text
100

AutoCAD SHX Text
0mm

AutoCAD SHX Text
~EXTERIOR~

AutoCAD SHX Text
WALL C.J.

AutoCAD SHX Text
FORM NOTCH EACH SIDE OF WALL.

AutoCAD SHX Text
STOP ALTERNATE HORIZ. BARS EACH SIDE OF JOINT.

AutoCAD SHX Text
300 WIDE WATERPROOFING MEMBRANE. FULL LENGTH OF JOINT BELOW GRADE.

AutoCAD SHX Text
SEALANT

AutoCAD SHX Text
BACKER ROD

AutoCAD SHX Text
FOR WATER PROOFING AND INSULATION REQUIREMENTS  SEE ARCHITECTURAL.

AutoCAD SHX Text
300

AutoCAD SHX Text
750

AutoCAD SHX Text
750

AutoCAD SHX Text
TRANSVERSE SECTION - UV ROOM

AutoCAD SHX Text
B

AutoCAD SHX Text
01

AutoCAD SHX Text
02

AutoCAD SHX Text
SCALE : 1:20

AutoCAD SHX Text
2500mm

AutoCAD SHX Text
2000mm

AutoCAD SHX Text
1500mm

AutoCAD SHX Text
1000mm

AutoCAD SHX Text
500mm

AutoCAD SHX Text
0mm

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
200

AutoCAD SHX Text
200

AutoCAD SHX Text
50 cl. 

AutoCAD SHX Text
50 cl. 

AutoCAD SHX Text
300

AutoCAD SHX Text
TRANSVERSE SECTION

AutoCAD SHX Text
3

AutoCAD SHX Text
01

AutoCAD SHX Text
02

AutoCAD SHX Text
SCALE : 1:20

AutoCAD SHX Text
2500mm

AutoCAD SHX Text
2000mm

AutoCAD SHX Text
1500mm

AutoCAD SHX Text
1000mm

AutoCAD SHX Text
500mm

AutoCAD SHX Text
0mm

AutoCAD SHX Text
EL. 144.000

AutoCAD SHX Text
TOP/CONC.

AutoCAD SHX Text
20M AT 175   TYP.CC TYP.

AutoCAD SHX Text
EL. 142.965

AutoCAD SHX Text
TOP/CONC.

AutoCAD SHX Text
20M AT 175  CC

AutoCAD SHX Text
20M AT 175  CC

AutoCAD SHX Text
3

AutoCAD SHX Text
02

AutoCAD SHX Text
03

AutoCAD SHX Text
TRANSVERSE SECTION THRU TRENCH

AutoCAD SHX Text
4

AutoCAD SHX Text
01

AutoCAD SHX Text
02

AutoCAD SHX Text
SCALE : 1:20

AutoCAD SHX Text
2500mm

AutoCAD SHX Text
2000mm

AutoCAD SHX Text
1500mm

AutoCAD SHX Text
1000mm

AutoCAD SHX Text
500mm

AutoCAD SHX Text
0mm

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
200

AutoCAD SHX Text
200

AutoCAD SHX Text
50 cl. 

AutoCAD SHX Text
50 cl. 

AutoCAD SHX Text
300

AutoCAD SHX Text
EL. 144.000

AutoCAD SHX Text
TOP/CONC.

AutoCAD SHX Text
20M AT 175   TYP.CC TYP.

AutoCAD SHX Text
EL. VARIES

AutoCAD SHX Text
TOP/CONC.

AutoCAD SHX Text
20M AT 175  CC

AutoCAD SHX Text
20M AT 175  CC

AutoCAD SHX Text
3

AutoCAD SHX Text
02

AutoCAD SHX Text
03

AutoCAD SHX Text
32 DEEP STEEL GRATING

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
EL. 146.300

AutoCAD SHX Text
TOP/CONC.

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
20M AT 225  CC

AutoCAD SHX Text
TO TRENCH

AutoCAD SHX Text
32 DEEP STEEL GRATING

AutoCAD SHX Text
750 HOOK (TYP.)

AutoCAD SHX Text
3

AutoCAD SHX Text
02

AutoCAD SHX Text
03

AutoCAD SHX Text
CONTINUOUS WATERSTOP - FULL PERIMETER (TYP.)

AutoCAD SHX Text
EL. 144.000

AutoCAD SHX Text
TOP/CONC.

AutoCAD SHX Text
NORMAL WALL REINFORCING SHOWN ON OPPOSITE END

AutoCAD SHX Text
WATERSTOPS ARE TO BE INSTALLED AT ALL HORIZONTAL AND VERTICAL CONSTRUCTION JOINTS IN ALL FOUNDATION AND TRENCH WALLS AND SLABS. MAKE CONTINUOUS.

AutoCAD SHX Text
20M DOWELS AT 450    CCLAPPED TO VERTICAL WALL STEEL

AutoCAD SHX Text
20M DOWELS AT 450   MAX.  CC MAX.  MATCH LOCATION OF VERTICAL WALL REINFORCING.

AutoCAD SHX Text
20M DOWELS AT 450   MAX. CC MAX. OFFSET 225 WITH SHORT DOWELS AND VERTICAL REINFORCING.

AutoCAD SHX Text
20M AT 450   MAX. CC MAX. EACH FACE LAPPED TO DOWELS.

AutoCAD SHX Text
20M AT 225  CC

AutoCAD SHX Text
20M AT 225  CC

AutoCAD SHX Text
TYP.

AutoCAD SHX Text
20M AT 225  CC

AutoCAD SHX Text
50 cl. 

AutoCAD SHX Text
50 cl. 

AutoCAD SHX Text
20M AT 225  CC

AutoCAD SHX Text
EL. 143.470

AutoCAD SHX Text
TOP/CONC.

AutoCAD SHX Text
20M DOWELS AT 450   CCLAPPED TO VERTICAL WALL STEEL

AutoCAD SHX Text
50

AutoCAD SHX Text
50

AutoCAD SHX Text
750

AutoCAD SHX Text
750

AutoCAD SHX Text
FOR WATER PROOFING AND INSULATION REQUIREMENTS  SEE ARCHITECTURAL.

AutoCAD SHX Text
LONGITUDINAL SECTION - UV ROOM

AutoCAD SHX Text
A

AutoCAD SHX Text
01

AutoCAD SHX Text
02

AutoCAD SHX Text
SCALE : 1:20

AutoCAD SHX Text
2500mm

AutoCAD SHX Text
2000mm

AutoCAD SHX Text
1500mm

AutoCAD SHX Text
1000mm

AutoCAD SHX Text
500mm

AutoCAD SHX Text
0mm

AutoCAD SHX Text
FOR ADDITIONAL REINFORCING AT PIPE PENETRATION, SEE DETAIL      

AutoCAD SHX Text
2

AutoCAD SHX Text
02

AutoCAD SHX Text
03

AutoCAD SHX Text
EL. 143.470

AutoCAD SHX Text
TOP/CONC.

AutoCAD SHX Text
EL. 143.987

AutoCAD SHX Text
TOP/CONC.

AutoCAD SHX Text
EL. 146.300

AutoCAD SHX Text
TOP/WALL

AutoCAD SHX Text
TYP.

AutoCAD SHX Text
TYP.

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
EL. 142.890

AutoCAD SHX Text
TOP/CONC.

AutoCAD SHX Text
32 DEEP STEEL GRATING

AutoCAD SHX Text
15M AT 300   CCTOP & BOTTOM

AutoCAD SHX Text
750

AutoCAD SHX Text
750

AutoCAD SHX Text
50 

AutoCAD SHX Text
50 

AutoCAD SHX Text
15M AT 300  CC

AutoCAD SHX Text
15M AT 300  CC

AutoCAD SHX Text
15M AT 300  CC

AutoCAD SHX Text
15M AT 300  CC

AutoCAD SHX Text
15M AT 300   CCTOP AND BOTTOM

AutoCAD SHX Text
15M AT 300   CCTOP AND BOTTOM

AutoCAD SHX Text
600

AutoCAD SHX Text
600

AutoCAD SHX Text
EL. 142.965

AutoCAD SHX Text
TOP/CONC.

AutoCAD SHX Text
EL. 142.755

AutoCAD SHX Text
TOP/CONC.

AutoCAD SHX Text
50

AutoCAD SHX Text
50

AutoCAD SHX Text
750

AutoCAD SHX Text
750

AutoCAD SHX Text
750

AutoCAD SHX Text
750

AutoCAD SHX Text
15M AT 300   CCTOP AND BOTTOM

AutoCAD SHX Text
15M AT 300   MAX.CC MAX.

AutoCAD SHX Text
15M AT 300   MAX.CC MAX.

AutoCAD SHX Text
20M AT 450   MAX.  CC MAX.  OFFSET 225 WITH FULL LENGTH BARS

AutoCAD SHX Text
20M AT 450   MAX.  CC MAX.  EACH FACE LAPPED TO DOWELS.

AutoCAD SHX Text
20M DOWELS AT 225   CCLAPPED TO VERTICAL WALL STEEL

AutoCAD SHX Text
NORMAL WALL REINFORCING SHOWN ON OPPOSITE END.

AutoCAD SHX Text
300

AutoCAD SHX Text
750

AutoCAD SHX Text
15M AT 300  CC

AutoCAD SHX Text
15M AT 300  CC

AutoCAD SHX Text
300

AutoCAD SHX Text
UNIFORM SLOPE

AutoCAD SHX Text
TO TRENCH

AutoCAD SHX Text
UNIFORM SLOPE

AutoCAD SHX Text
32 DEEP STEEL GRATING

AutoCAD SHX Text
TO TRENCH

AutoCAD SHX Text
UNIFORM SLOPE

AutoCAD SHX Text
TO TRENCH

AutoCAD SHX Text
UNIFORM SLOPE

AutoCAD SHX Text
TO TRENCH

AutoCAD SHX Text
UNIFORM SLOPE

AutoCAD SHX Text
TO TRENCH

AutoCAD SHX Text
UNIFORM SLOPE

AutoCAD SHX Text
EL. 143.987 TOP/SLAB 

AutoCAD SHX Text
C

AutoCAD SHX Text
C

AutoCAD SHX Text
100

AutoCAD SHX Text
C

AutoCAD SHX Text
PWGSC B1 (2004)

AutoCAD SHX Text
20mm

AutoCAD SHX Text
0

AutoCAD SHX Text
10

AutoCAD SHX Text
60

AutoCAD SHX Text
40

AutoCAD SHX Text
80

AutoCAD SHX Text
140

AutoCAD SHX Text
120

AutoCAD SHX Text
160

AutoCAD SHX Text
200mm

AutoCAD SHX Text
180

AutoCAD SHX Text
Soumission

AutoCAD SHX Text
Administrateur de projets TPSGC

AutoCAD SHX Text
no. du projet

AutoCAD SHX Text
no. du dessin

AutoCAD SHX Text
E-DRM/GDD-E:

AutoCAD SHX Text
project number

AutoCAD SHX Text
drawing no.

AutoCAD SHX Text
PWGSC Project Manager

AutoCAD SHX Text
Tender

AutoCAD SHX Text
approved

AutoCAD SHX Text
date

AutoCAD SHX Text
drawn

AutoCAD SHX Text
date

AutoCAD SHX Text
designed

AutoCAD SHX Text
date

AutoCAD SHX Text
approuve

AutoCAD SHX Text
dessine

AutoCAD SHX Text
concu

AutoCAD SHX Text
drawing

AutoCAD SHX Text
project

AutoCAD SHX Text
dessin

AutoCAD SHX Text
projet

AutoCAD SHX Text
Travaux Publics et

AutoCAD SHX Text
Services gouvernementaux

AutoCAD SHX Text
Public Works and

AutoCAD SHX Text
Government Services

AutoCAD SHX Text
Canada

AutoCAD SHX Text
Canada

AutoCAD SHX Text
revisions

AutoCAD SHX Text
date

AutoCAD SHX Text
SEWAGE TREATMENT

AutoCAD SHX Text
UPGRADES

AutoCAD SHX Text
SPRINGHILL INSTITUTION

AutoCAD SHX Text
SPRINGHILL, NS

AutoCAD SHX Text
TREATMENT BUILDING

AutoCAD SHX Text
UV ROOM

AutoCAD SHX Text
 FOUNDATION PLAN, 

AutoCAD SHX Text
SECTIONS AND DETAILS

AutoCAD SHX Text
RBV

AutoCAD SHX Text
JAN. 2019

AutoCAD SHX Text
RK

AutoCAD SHX Text
JAN. 2019

AutoCAD SHX Text
R.061876.001

AutoCAD SHX Text
S02

AutoCAD SHX Text
552799

AutoCAD SHX Text
0

AutoCAD SHX Text
ISSUED FOR STATUS

AutoCAD SHX Text
JAN.4

AutoCAD SHX Text
2019

AutoCAD SHX Text
1

AutoCAD SHX Text
ISSUED FOR RS4 66% SUBMISSION

AutoCAD SHX Text
06-14

AutoCAD SHX Text
2019

AutoCAD SHX Text
2

AutoCAD SHX Text
ISSUED FOR RS4 99% SUBMISSION

AutoCAD SHX Text
10-30

AutoCAD SHX Text
2020

AutoCAD SHX Text
TOUTE INFORMATION INDIQUÉE SUR CE DESSIN PORTE SPÉCIFIQUEMENT À CE PROJET ET DEMEURE LA PROPRIÉTÉ DE GEMTEC CONSULTING ENGINEERS AND SCIENTISTS LTD. IL EST STRICTEMENT INTERDIT DE REPRODUIRE ET/OU UTILISER CES DOCUMENTS SANS PERMISSION PAR ÉCRIT DU SUSMENTIONNÉ.

AutoCAD SHX Text
ALL DETAILS AND NOTES FOR STRUCTURAL REQUIREMENTS AS SHOWN ON THIS DRAWING ARE PRODUCED SPECIFICALLY FOR THIS PROJECT AND ARE THE SOLE PROPERTY OF GEMTEC CONSULTING ENGINEERS AND SCIENTISTS LIMITED. THEY MAY NOT BE REPRODUCED, COPIED OR OTHERWISE USED WITHOUT EXPRESSED WRITTEN PERMISSION FROM THE AFOREMENTIONED.

AutoCAD SHX Text
Project No. 17255

AutoCAD SHX Text
3

AutoCAD SHX Text
ISSUED FOR TENDER

AutoCAD SHX Text
04/14

AutoCAD SHX Text
2022

melanie.richard
P. Eng. NS Dated, Not Signed


	Sheets and Views
	R.061876.001-S01 TO S06 -FOR TENDER-S(1)
	R.061876.001-S01 TO S06 -FOR TENDER-S(2)
	R.061876.001-S01 TO S06 -FOR TENDER-S(3)
	R.061876.001-S01 TO S06 -FOR TENDER-S(4)
	R.061876.001-S01 TO S06 -FOR TENDER-S(5)
	R.061876.001-S01 TO S06 -FOR TENDER-S(6)


		2022-04-13T14:03:26-0300
	Robert Vale


		2022-08-30T10:51:01-0300
	Frigault, Rene




