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The following shall be read in conjunction with and 
shall form an integral part of the Tender / Proposal 
and Contract Documents: 
 

1. Q. I’ve reached out to the suggested 
manufacturer for the NCC aluminum 
extension posts and adapter assemblies, 
Carleton Stainless & Aluminum, and they 
told me they do not produce either of 
those products anymore as it’s too 
complicated for them to manufacture. Is 
there another supplier I can reach out to 
for those items? 

 
NCC suggests contacting Nova Pole 
Industries Inc. 
https://www.novapoleindustries.ca/  or 
Dymech Engineering https://dymech.ca/ 
for the aluminum light extensions. 
 

2. Q. I am currently looking at the asphalt 
reinstatement and a contact has asked me 
how deep the asphalt is on the road and 
the sidewalk in order to reinstate it to 
existing levels. This will be for the saw 
cutting areas for #10 on illustration E-103 
(ADD#1) as well as #3 on the same drawing 

 
 

Note #10 on Drawing E-103(ADD1) 
Clarification:  
Pavement depth to match existing. The 
NCC Consultant utilized Ontario Provincial 
Standard Drawings (OPSD) for roadways 
throughout in Drawing E-004 and so to 
maintain consistence Pavement 

Ce qui suit doit être interprété comme faisant 
partie intégrante de la proposition/appel d'offres et 
des documents relatifs au contrat: 
 

1. Q. J'ai contacté le fabricant suggéré pour 
les rallonges et les adaptateurs en 
aluminium de la CCN, Carleton Stainless & 
Aluminum, et ils m'ont dit qu'ils ne 
fabriquent plus ces produits car ils sont 
trop compliqués à fabriquer. Y a-t-il un 
autre fournisseur auquel je peux 
m'adresser pour ces articles ? 
 
La CCN suggère de communiquer avec 
Nova Poles Industries inc 
https://www.novapoleindustries.ca/  ou 
Dymech Engineering https://dymech.ca/  
pour les extensions d’éclairage en 
aluminium. 
 

2. Q. J'étudie actuellement la remise en état 
de l'asphalte et une personne-ressource 
m'a demandé quelle est la profondeur de 
l'asphalte sur la route et le trottoir afin de 
le remettre en état aux niveaux existants. 
Il s'agit des zones de coupe à la scie pour 
la note #10 sur le dessin E-103 (ADD#1) 
ainsi que la note #3 sur le même dessin 
 
Note #10 sur le dessin E-103(ADD1) 
Clarification :  
La profondeur de la chaussée doit 
correspondre à celle de la chaussée 
existante. Le consultant de la CCN a utilisé 
les dessins normalisés de la province de 
l'Ontario pour les routes dans le dessin E-
004 et donc, pour maintenir la cohérence, 

https://www.novapoleindustries.ca/
https://www.novapoleindustries.ca/
https://dymech.ca/
https://dymech.ca/
https://www.novapoleindustries.ca/
https://www.novapoleindustries.ca/
https://dymech.ca/
https://dymech.ca/
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Reinternment as per OPSD 509.010 – see 
annex. 
 

3. Note #3 on Drawing E-103(ADD1) 
Clarification:  
Remove only surface mounted conduit and 
wire. Do not remove conduit or ducts 
located under paved areas. Remove wire in 
conduits or ducts where possible. 

 
 

 
 

le réinternât de la chaussée selon l'OPSD 
509.010 - voir annexe. 
 

3. Note #3 sur le dessin E-103(ADD1) 
Clarification :  
Enlever seulement les conduits et les fils 
montés en surface. Ne pas enlever les 
conduits ou les gaines situés sous les 
zones pavées. Retirer les fils dans les 
conduits ou les gaines lorsque cela est 
possible. 

 
 

Allan Lapensée 
Senior Procurement Advisor / Conseiller principal a l’approvisionnement 

Procurement Services / Services d’approvisionnement 
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