TECH CABLE FEEDING
NEW PANEL 'C’

GALVANIZED STEEL STRAP,
EVERY 1220mm

MECHANICAL PROTECTION
FOR PANEL FEEDER.
GALVANIZED STEEL, DNB80,
STD, PIPE CUT IN HALF,
INSIDE DIAMETER OF 75mm
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FEEDER CABLE DETAIL [/ 1))

SCALE : N.T.S.

NEW 152mm X
152mm PRESSURE
TREATED WOODEN

NEZ

FINISHED GRADE

THREE POLE LIGHTING POST 15A. 120V. MARINE
CONTACTOR IN A GRADE, STEM MOUNT
NEMA 4X ENCLOSURE. PHOTOCELL
SEE DETAIL 4/E4/E4
FEED TO LIGHTS TO BE 27mm
_ 1 RIGID PVC CONDUIT C/W
CSA NEMA 4X STAINLESS STEEL— | o 4C#12 AWG + 2C#10 AWG,
LOCKABLE ENCLOSURE. \\ ] RW90. CU. PLUS #12 BOND
PANEL ’ ’
C
NEW 200A 24 CKT, PANEL BOARD TO o CEED TO LIGHTS TO BE 27mm
BE C/W 200A MAIN BREAKER AND — [ L
BRANCH BREAKERS AS INDICATED ON - RIGID PVC CONDUIT C/W
PANEL SCHEDULE. NAMEPLATES 4C#12 AWG + 2C#10 AWG,
REQUIRED FOR CIRCUIT IDENTIFICATION. RW90, CU, PLUS #12 BOND
[V~~~ 204mmX204mmX152mm
PROVIDE A SPLICE BOX WITH SPLICE—_ | AN A O TION. Do+
UNION #500 MCM COPPER TO #250 — | _ ] :
MCM COPPER.
'\_/\A/\_/
| —CONDUITS TO LIGHT
NEW MARINE GRADE - STANDARDS.
PLYWOOD BACKBOARD,
1220mmX2440mmX20mm, I /J SEE DETAIL 6/E3/ES.
PAINTED BOTH SIDES
WITH MARINE GRADE
PAINT.
3C#500 MCM, TECK90, CU——
PLUS BOND FROM PANEL PA,
C/W MECHANICAL PROTECTION NS
TO UNDERSIDE OF PANEL.

NEW PANEL 'C’
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NEW 152mm X 152mm

200mm THK. AGGREGATE
BASE 25mm DIA.
CRUSHED ROCK

NEW 200mm THK.

CONCRETE DECK SAND C/W GEOTEXTILE FABRIC AND WARNING

RIBBON AT 250mm ABOVE CONDUIT.
CONDUITS RUN IN STRUCTURAL FILL LAYER

(TYp.)

NEW PANEL 'C’
PVC CONDUIT RUN OUT TO
NEW LIGHT STANDARDS (TYP.)
CONDUITS SHALL BE ENCASED IN 150mm\

NEW STRUCTURAL FILL —\}L
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PLYWOOD BACKBOARD\
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LIGHTING CONTACTOR DETAIL

SCALE : 1:50
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LIGHTING CONTACTOR TO BE
MECHANICALLY OPERATED,
ELECTRICAL HELD, 4 POLE
MINIMUM RATING 30A, 600
VOLT.

LIGHTING LOADS
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SCALE : NTS E2[E4
LUMINAIRE SCHEDULE
MOUNTING
TAG DESCRIPTION LAMPS VOLTS MOUNTING HEIGHT WATTAGE LPW ACCEPTED ALTERNATIVES
OUTDOOR POLE MOUNTED FIXTURE, WITH TYPE 3
WIDE DISTRIBUTION, 3000K, 50,447 LUMENS, 3G
RATED, 1ST &2ND MODE VIBRATION DAMPERS, AS
A 1L92@ 100,000, LIGHT CASING ARE IP66 RATED, LED 120 POLE INDICATED 431 MIN 120 -
BLACK IN COLOR C/W BIRD SPIKES &
PHOTOCELL.
POLE SCHEDULE VOLTAGE DROP
TAG DESCRIPTION FINISH MATERIAL WALL HEIGHT | ACCEPTED ALTERNATIVES DI ATICE YOLTAGE
WIRE SIZE| FROM DROP FROM
THICKNESS POLE ITEM AMPS| ™ (AWG) | PANEL PA | PANEL PA
(M) (%)
CORROSION RESISTANT 3mm THICK PNL
P |ALUMINUM LIGHT POLE, POWDER COATED | ALUMINUM | 6.35mm 6.7M - (o PANEL € [ 125 [ SOOMCM 135 1.81
FPA OF 25@100MPH PAINT (BLACK)
DISTANCE VOLTAGE
WIRE SIZE| FROM DROP FROM
NOTE: COORDINATE BOLT HOLE PATTERN FOR ALL POLES WITH GENERAL CONTRACTOR, TO MATCH BASES POLE ITEM AMPS| ™ ) PANEL C PANEL €
(M) (%)
o1 LIGHT 5 #12 14 0.98
RECEPTACLES | 16 #12 6 0.94
GENERAL DRAWINGS NOTES CGHT 5 112 9 o1
COORDINATE FINAL LOCATIONS OF ALL POLES AND P14
UNDERGROUND CONDUIT WITH STRUCTURAL ELEMENTS ON RECEPTACLES | 16 #8 31 1.95
STRUCTURAL DRAWINGS. L IGHT 5 410 63 195
P15
RECEPTACLES | 16 46 55 2.20

SCALE : NTS

NI

11000

500

RELOCATED LIGHTING FIXTURE.
CONNECT TO EXISTING
LIGHTING TRIPLEX.

WOODEN UTILITY POLE — CLASS 3

MINIMUM BREAKING STRENGTH = 13500 NEWTONS
MINIMUM POLE DIAMETER AT TOP = 185MM
MINIMUM POLE DIAMETER AT GRADE = 310MM
MINIMUM POLE DIAMETER AT BASE = 610MM

1800

FINISHED GRADE

NEW WOODEN POLE

D

SCALE : NTS E2[E4
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