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A BILL OF MATERIALS
@ ITEM DESCRIPTION QTY | WGT | MATERIAL REF
'_
EXI STI N G ® M O D I FI E D TEMPLATE AND MATCH 1™ 12mm PLATE, CARBON STEEL, GRADE A 1 [26.0k
3 730 N DRILL TOP PLATE TO mm : : kg - A
276 178 > SUIT PUMP MOUNTING | 2 12mm PLATE, CARBON STEEL, GRADE A 2 |16.1kg -
BOLT HOLE LOCATIONS
REMOVE EXISTING FWD ‘_‘r‘" a 3 12mm PLATE, CARBON STEEL, GRADE A 2 | 9.2g -
TOP PLATE 4 12mm PLATE, CARBON STEEL, GRADE A 1 | 46kg - -
A % \ ﬂ/ 5 12mm PLATE, CARBON STEEL, GRADE A 1 [33.6kg :
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001/ LOOKING PORT/FWD ON TANKTOP E
SCALE 1:33
@ PLAN m ISO FOUNDATION DESIGN UPDATED TO INCORPORATE
@LOOKING DOWN ON TANKTOF @ FR33 4-C REMOVAL OF EXISTING TOP PLATE.
001 BOM UPDATED TO SUIT NEW DESIGN.
SCALE 1:25 U LOOKING PORT/FWD ON TANKTOP NOTE 2 UPDATED WITH REFERENCE TO CUTTING STEEL.
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70 NOTES:
1. ALL DIMENSIONS IN mm UNLESS OTHERWISE NOTED. D
2. WELDING AND FITUP:
FLUSH 4 - ALL WELDING TO BE 6mm DOUBLE CONTINUOUS FILLET UNLESS NOTED OTHERWISE.
EXISTING Typ REFERENCE DAVIE WELDING PROCEDURE (FC-11-9002).
- ALL EDGES OF SURFACES OR PARTS TO BE JOINED BY WELDING SHALL BE CLEANED
R20 SCALLOP OF ALL SLAG PRIOR TO WELDING.
TYP - ALL CUT SURFACES SHALL HAVE A REASONABLY STRAIGHT CUT OR SHALL BE
GROUND SMOOTH TO SUIT FITUP OF NEW PLATES. -
- POWER TOOL CLEAN EXISTING STRUCTURE SURFACE TO BARE STEEL MINIMUM
50mm FROM EDGE TO PREP FOR WELDING.
3. COATINGS AND SURFACE PREPARATION:
- ALL REMAINING BASE STRUCTURE SHALL BE POWER TOOL CLEANED TO
BARE STEEL.
- ALL BASES SHALL BE COATED WITH TWO FULL COATES OF ENA 300 EPOXY,
5-7 MILS DFT PER COAT IN CONTRASTING COLORS AND ONE FINAL COMPLETE
@ VIEW @VI EW COAT OF INTERTHANE AT 3-5 MILS DFT COLOR GREY. E
4. ADJACENT STRUCTURE AND EQUIPMENT NOT SHOWN FOR CLARITY.
001/ LOOKING FWD ON TANKTOP @FR38
SCALE 1-25 @ \001/L OOKING STBD ON TANKTOP @ FR38 5. COMPLETE TOUCH-UP TO DISTURBED PAINT FOLLOWING WELDING
. SCALE 1:25 AND MATCH DRILLING.
6. MATERIAL REF TO BE UPDATED BY CDCI IF NEEDED.
7. ALL STEEL TO BE ABS GRADE A STEEL, 235Mpa YIELD STRENGTH, OR EQUIVALENT.
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