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EROSION AND SEDIMENT CONTROL GENERAL NOTES: 1. CONSTRUCTION ACTIVITY TO BE CARRIED OUT BASED ON THE PRINCIPLE THAT PREVENTION CONSTRUCTION ACTIVITY TO BE CARRIED OUT BASED ON THE PRINCIPLE THAT PREVENTION OF SEDIMENT LADEN RUN-OFF IS THE FOCUS RATHER THAN RELYING ON TREATMENT AT OUTFALL. THIS IS TO BE ACCOMPLISHED BY MINIMIZING EXPOSED SOIL. ONCE EXCAVATION HAS BEGUN IN A PARTICULAR AREA, THE WORK IS TO BE COMPLETED IN THAT AREA, INCLUDING FINAL GRADING AND STABILIZATION. ON THIS PROJECT IT WILL BE UNACCEPTABLE TO CONSTRUCT THE ENTIRE PROJECT AND THEN DO ALL STABILIZATION WORK. SOIL STABILIZATION WORK ON THIS PROJECT WILL BE AN ONGOING PROCESS HEAVILY INFLUENCED BY WEATHER FORECASTS. 2. ALL WORKS TO BE PERFORMED IN ACCORDANCE WITH THE BASIC IMPACT ANALYSIS ALL WORKS TO BE PERFORMED IN ACCORDANCE WITH THE BASIC IMPACT ANALYSIS REPORT, ENVIRONMENTAL IMPACT ANALYSIS REPORT, AND DEPARTMENT OF FISHERIES AND OCEANS REQUIREMENTS. 3. THE CONTRACTOR IS TO OBTAIN ALL NECESSARY PERMITS PRIOR TO CONSTRUCTION. THE CONTRACTOR IS TO OBTAIN ALL NECESSARY PERMITS PRIOR TO CONSTRUCTION. CONTRACTOR TO MAINTAIN A COPY OF EACH PERMIT ON SITE DURING CONSTRUCTION AND TO PROVIDE NECESSARY SECURITY MEASURES. 4. CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF NATURAL WATERCOURSES AND CONTRACTOR IS RESPONSIBLE FOR THE PROTECTION OF NATURAL WATERCOURSES AND SURROUNDING AREAS FROM DAMAGE DURING CONSTRUCTION. 5. ALL WORK SHOULD BE COORDINATED WITH LOW TIDES TO AVOID WORKING IN WATER. ALL WORK SHOULD BE COORDINATED WITH LOW TIDES TO AVOID WORKING IN WATER. 6. CONTRACTOR TO HAVE AN APPOINTED EROSION AND SEDIMENTATION CONTROL PERSON.  CONTRACTOR TO HAVE AN APPOINTED EROSION AND SEDIMENTATION CONTROL PERSON.  THIS PERSON IS RESPONSIBLE TO REVIEW, UPGRADE, AND MAINTAIN THE EROSION AND SEDIMENTATION CONTROL MEASURES FOR THE DURATION OF THE CONSTRUCTION UNTIL THE COMPLETE SITE IS STABILIZED. 7. CONTRACTOR TO MONITOR ENVIRONMENT CANADA'S 5 DAY FORECAST ON A DAILY BASIS.  CONTRACTOR TO MONITOR ENVIRONMENT CANADA'S 5 DAY FORECAST ON A DAILY BASIS.  WHEN RAIN IS FORECAST, CONTRACTOR TO ENSURE THAT ALL EXPOSED AREAS ARE STABILIZED PRIOR TO RAINFALL EVENT.  8. CONTRACTOR TO INSPECT SEDIMENT CONTROL STRUCTURES AND MAKE NECESSARY CONTRACTOR TO INSPECT SEDIMENT CONTROL STRUCTURES AND MAKE NECESSARY REPAIRS BEFORE AND AFTER EACH RAINFALL, AS WELL AS WHENEVER NECESSARY. CONTRACTOR TO KEEP A LOG DOCUMENTING INSPECTIONS, REMEDIATION ACTION AND REPORT OF EXPOSED AREAS. 9. TRIBUTARY STORMWATER FROM SITE TO BE DIRECTED TO SEDIMENTATION CONTROL TRIBUTARY STORMWATER FROM SITE TO BE DIRECTED TO SEDIMENTATION CONTROL DEVICES AT ALL TIMES DURING CONSTRUCTION. 10. CONTRACTOR TO INSTALL AND MAINTAIN DIVERSION DITCHES AROUND AND THROUGH THE CONTRACTOR TO INSTALL AND MAINTAIN DIVERSION DITCHES AROUND AND THROUGH THE SITE AS NECESSARY TO KEEP CLEAN WATER CLEAN. 11. CONTRACTOR TO HAVE ADDITIONAL SILT FENCE, BALED HAY AND LOOSE HAY AND/OR CONTRACTOR TO HAVE ADDITIONAL SILT FENCE, BALED HAY AND LOOSE HAY AND/OR MULCH ON SITE FOR MAINTENANCE AND INSTALLATION OF ADDITIONAL MEASURES AS REQUIRED. 12. COVER EXPOSED SURFACES WITH MATERIAL APPROVED BY DEPARTMENTAL COVER EXPOSED SURFACES WITH MATERIAL APPROVED BY DEPARTMENTAL REPRESENTATIVE AS REQUIRED TO PREVENT SEDIMENT RUN-OFF.  MAINTAIN COVERAGE THROUGHOUT CONSTRUCTION PERIOD. 13. WHERE SILT FENCE IS SHOWN AND GROUND IS TOO ROCKY TO INSTALL REGULAR SILT WHERE SILT FENCE IS SHOWN AND GROUND IS TOO ROCKY TO INSTALL REGULAR SILT FENCE, CONTRACTOR MAY SUBSTITUTE WITH MATERIAL APPROVED BY DEPARTMENTAL REPRESENTATIVE. 14. ALL EXPOSED AREAS NOT FINISHED WITH ASPHALT, CONCRETE, GRAVEL, RIP-RAP OR SOD ALL EXPOSED AREAS NOT FINISHED WITH ASPHALT, CONCRETE, GRAVEL, RIP-RAP OR SOD TO BE HYDROSEEDED WITH APPROVED HYDROSEED MIX. 15. MAINTAIN CLEAN GRAVEL ACCESS ROAD TO SITE, PERIODICALLY APPLYING ADDITIONAL MAINTAIN CLEAN GRAVEL ACCESS ROAD TO SITE, PERIODICALLY APPLYING ADDITIONAL GRAVEL TO COVER MUD SURFACES.  CONTRACTOR RESPONSIBLE TO CLEAN ADJACENT ROAD AS DIRECTED BY THE ENGINEER. 16. RESTRICT VEHICLE ACCESS TO SITE AT CONSTRUCTION ENTRANCES. RESTRICT VEHICLE ACCESS TO SITE AT CONSTRUCTION ENTRANCES. 17. STOCKPILED MATERIALS ON-SITE MUST BE STABILIZED USING APPROPRIATE MEASURES STOCKPILED MATERIALS ON-SITE MUST BE STABILIZED USING APPROPRIATE MEASURES INCLUDING, BUT NOT LIMITED TO, SILT FENCE, HAY AND TARPS. 18. ALL SEDIMENT CONTROL MEASURES TO BE FUNCTIONAL AT ALL TIMES DURING ALL SEDIMENT CONTROL MEASURES TO BE FUNCTIONAL AT ALL TIMES DURING CONSTRUCTION. 19. CONTRACTOR TO LEAVE SEDIMENTATION CONTROL MEASURES IN SERVICE UNTIL CONTRACTOR TO LEAVE SEDIMENTATION CONTROL MEASURES IN SERVICE UNTIL COMPLETION OF WORK. 20. CONTRACTOR IS RESPONSIBLE TO PROVIDE AN IN-THE-DRY WORKPLAN FOR APPROVAL CONTRACTOR IS RESPONSIBLE TO PROVIDE AN IN-THE-DRY WORKPLAN FOR APPROVAL PRIOR TO ANY WORK BEING COMPLETED. 21. ON-SITE INSPECTION TO BE COMPLETED BY ENVIRONMENTAL PROTECTION OFFICER AND ON-SITE INSPECTION TO BE COMPLETED BY ENVIRONMENTAL PROTECTION OFFICER AND ANY DEFICIENCIES NOTED TO BE IDENTIFIED AND RECTIFIED BY THE CONTRACTOR.
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