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SOLICITATION AMENDMENT 
MODIFICATION DE 
L'INVITATION 

The referenced document is hereby revised; 
unless otherwise indicated, all other terms and 
conditions of the Solicitation remain the same. 

Ce document est par la présente révisé; sauf 
indication contraire, les modalités de l'invitation 
demeurent les mêmes. 

Comments  -  Commentaires 

 

RETURN BIDS TO: 
RETOURNER LES SOUMISSIONS À : 

By e-mail to:  -  Par courriel au : 
DLP53BidsReceiving.DAAT53Receptiondessou
missions@forces.gc.ca 
 
Attention:  -  Attention : 
Valérie Rivet DLP 5-2-6-3 

 

Solicitation Closes  -  L’invitation prend fin 

At – à: 2:00 PM EST – Eastern Standard Time – 
Heure normale de l’Est 
 

On – le: November 28th, 2023 – le 28 novembre, 
2023  
 

 

 

Title  -  Sujet Amendment No.  -  N° modif. 

SMP - Trailers Spare Parts – SAF                   
MMN - remorques pièces de rechange – DAF 
 

002 

Solicitation No. 
N° de l'invitation 

Date of Amendment 
Date de modification 

W8486-249344/A November 14, 2023 -  14 novembre 2023 

Address enquiries to:  -  Adresser toute demande de renseignements à : 

Valérie Rivet 

Telephone No.  -  N° de telephone E-Mail Address  -  Courriel 

 Valerie.rivet@forces.gc.ca 

Destination 

See herein  -  Voir aux présentes  

Instructions: Municipal taxes are not applicable.  Unless otherwise specified herein 
all prices quoted must include all applicable Canadian customs duties, GST/HST, 
excise taxes and are to be delivered Delivery Duty Paid including all delivery charges 
to destination(s) as indicated.  The amount of the Goods and Services 
Tax/Harmonized Sales Tax is to be shown as a separate item. 

Instructions : Les taxes municipales ne s'appliquent pas.  Sauf indication contraire, 
les prix indiqués doivent comprendre les droits de douane canadiens, la TPS/TVH et 
la taxe d'accise.  Les biens doivent être livrés « rendu droits acquittés », tous frais de 
livraison compris, à la ou aux destinations indiquées.  Le montant de la taxe sur les 
produits et services/taxe de vente harmonisée doit être indiqué séparément. 

Delivery required 
Livraison exigée 

Delivery offered 
Livraison proposée 

See herein  -  Voir aux présentes  
 

 

Vendor/Firm Name and Address 
Raison sociale et adresse du fournisseur/de l'entrepreneur 

 

Person authorized to sign on behalf of Vendor/Firm (type or print): | 
La personne autorisée à signer au nom du fournisseur/de l'entrepreneur (taper 
ou écrire en caractères d'imprimerie) : 

Name/Nom Title/Titre 

  

Signature Date 

  

 

mailto:DLP53BidsReceiving.DAAT53Receptiondessoumissions@forces.gc.ca
mailto:DLP53BidsReceiving.DAAT53Receptiondessoumissions@forces.gc.ca


Solicitation No.  -  N° de l'invitation Amd.  No.  -  N° de la modif. Buyer ID  -  Id de l'acheteur 
W8486-249344/A                 002 DLP 5-2-6-3 
 

 
Page 2 of - de 3 

 
 
THIS SOLICITATION AMENDMENT IS RAISED TO: 
 

1. Provide clarification and answers to questions from potential suppliers.  
 
 
QUESTIONS AND ANSWERS: 
 

Question 1 NSN 7360-21-897-8752, items 7 and 8.  

Part number: 8477477 (ITEM 2 MA-50CM WIRE MESH)  

Can you provide more information as Bay Mills Midland Ltd. do not list any item like that.  

Answer 1 A metal wire mesh, same type as you would find in a hardware store for a screen patio door is 
acceptable.  

• Material: Aluminum 

• Color: black, green, or silver finish 

• Corrosion resistant with a protective finish on the metal mesh weave. 

• Must be made for outdoor use and resist all season weather. 

Question 2 Part number: 8477289 (ITEM 1-2 ALUMINUM EXTRUSION)  

Size information is missing, may we get this information?  

Answer 2 In drawing 8477478, Dimension A info is located top left of the plate: 

Item 1: 21.75 inches 

Item 2: 18.62 inches 

Question 3 NSN 5340-01-392-8919, items 07 and 08, MOUNTING PLATE. 

Our current drawing does not specify any finishing requirements. Do these items require any 
finishing, and if so, what type of finish is needed? 
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Answer 3 
Notes:  

1. Remove burrs and sharp edges. 

2. Protective finish: as per drawing 8877043 – Paragraph 1, 2A, 2B, 2C (2)(A). 

1- General 

A. Unless otherwise specified, on vehicle drawings, the coating process and materials 

shall be applied as specified on this drawing.  

B. Prior to any treatment or application of any coating all surfaces shall be free of soil 

impurities or corrosion.  Such as grease oil, solder flux, welding flux, weld spatter, 

sand, rust scale, or other foreign matter that might interfere with treatment or 

painting.  Cleaning shall be done immediately before any treatment or painting, or 

precautions shall be taken to ensure that surfaces remain clean dry until they are 

treated or painted.  

C. The primer coat shall be applied as promptly as possible, and in any case, within eight 

(8) hours after the surface has been cleaned and surface treated. 

D. If the primer or topcoat has fully cured (curing time as defined by the paint 

manufacturer) before the topcoat or two camouflage patterns are applied, then the 

surface shall be prepared in the following manners:  

1) Rough the surface to be painted by light sanding, using fine sandpaper. 

2) apply mist coat using coat to be applied and; 

3) apply full topcoat or camouflage coat. 

 

E. The drawing establishes the minimum painting requirements for chemical agent 

resistant coatings (CARC) for vehicles and equipment that requires camouflage 

properties in field use.  

2- Components/vehicles systems shall be cleaned, treated, primes and top coated in 

accordance with the following: 

a) Cleaning and surface treatment 

All metal surfaces shall be cleaned using method II if specification TT-C-490. The metal 

surfaces shall be given a chemical conversion and pretreatment coating in accordance 

with type A class 1 or class 2A. 

b)  Primer 

All metal surfaces shall be primes per specifications MIL-P-53022. Dry film thickness 

1.0 to 1.5 MILS. 

3- Topcoat 

(2) Coating, aliphatic polyurethane, chemical agent resistant, colours as specified below in 

accordance with specifications MIL-C-46168 (ME), dry thickness 1.8 MLS minimum, and 

applied as follows: 

 

a) Green 383 (Base coat) Color 34094, SPEC. FED-STD-595. 

 
 
ALL OTHER TERMS AND CONDITIONS REMAIN THE SAME. 
 


